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Chapter 1 Administration 

1.1* Scope. 

1.1.1 This standat-d contains minimum requirements for 
carbon dioxide fire-extinguishing systems. 

1.1.2 This standard includes only the necessary essentials to 
make it workable in the hands of those skilled in this field. 

1.2 Purpose. 

1.2.1 This standard is prepared for the use and guidance of 
those charged with the purchasing, designing, installing, test· 
ing, inspecting, approving, listing, operating, or maintaining of 
carbon dioxide fire-extinguishing systems, in order that such 
equipment will function as intended tlu·oughout its life . 

1.2.2 Equivalency. Nothing in this standard is intended to 
prevent the use of systems, methods, or devices of equivalent or 
supet-ior quality, strength, fire resistance, effectiveness, durabil­
ity, and safety over those prescribed by this standard. 

1.2.2.1 Technical documentation shall be submitted to the 
authority having jurisdiction to demonstrate equivalency. 

1.2.2.2 The system, method, or device shall be approved for 
the intended purpose by th e authority having jurisdiction. 

1.2.3 Only those with the proper training and experience 
shall design, install, inspect, and maintain this equipment. 

1.3 Retroactivity. The pmvisions of this standard reflect a 
consensus of what is necessary to provide an acceptable degree 
of protection fi·om the hazards addressed in this standard at 
the time the standard was issued. 

1.3.1 Unless otherwise specified, the provisions of th is stand­
ard shall not apply to fac ili ties, equipment, structures, or instal­
lations that existed or were approved for construction or 
installation prior to the effective date of the standard. Where 
specified, the provisions of this standard shall b e retroactive . 

1.3.2 In those cases where the authOI-ity having jurisdiction 
determines that the existing situation presents an unacceptable 
degree of risk, the authority having jurisdiction shall be permit­
ted to apply retroactively any portions of this standard deemed 
appropriate . 

1.3.3 The retroactive requirements of this standard shall be 
permitted to be modified if their application clearly would be 
impractical in the judgment of the authority having jurisdiction 
and only where it is clearly evident that a reasonable degree of 
safety is provided. 

1.3.4* Existing systems shall meet the requirements for safety 
signs in 4.3.2, lockout valves in 4.3.3.4 and 4.3.3.4.1 , and pneu­
m atic time delays and pneumatic predischarge alarms in 
4.5.6.2. 

1.4* Units. Metric units of measurement in th is standard are 
in accordance with the modernized metric system known as the 
International System of Un its (Sl ) . 

Chapter 2 Referenced Publications 

2.1 General. The documents or portions thereoflisted in this 
chapter are t-eferenced within this standat-d and shall be 
considered part of the requirements of this document. 

2.2 NFPA Publications. National Fire Protection Association, 
1 Batterymarch Park, Quincy, MA 02169-7471. 

NFPA 4, Standard f ar Integrated Ftre Protection and Life Safety 
System Testing, 2021 edition. 

NFPA 7rP, National t:lectrical Codr?, 2020 edition. 
NFPA 72®, National Rm Alarm and Signaling; Codr?, 2022 

edition. 

2.3 O ther Publications. 

2.3.1 ANSI Publications. American National Standards Insti­
tute, Inc., 25 ''~'est 43rd Street, 4th Floor, New York, NY 10036. 

ANSI Z535.2, Standard far .Z..nvironmental and Facility Safety 
Signs, 20 11. 

2.3.2 API Publications. American Petroleum Instinne, 200 
Ma5sachusetts Avenue NvV, Suite 1100, Washington, DC 
20001-5571 . 

API-ASME Code for Unfin:d Pressure Vessels far Petwleum Liquids 
and Gases, Pre-July 1, 1961. 
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2.3.3 ASME Publications. American Society of Mechanical 
Engineers, Two Park Avenue, NewYo1-k, NY 10016-5990. 

ASME B31.1, Power Piping Code, 2020. 

2.3.4 ASTM Publications. ASTM International, 100 Barr 
Harbor Dl-ive, P.O. Box C700, West Conshohocken, PA 
19428-2959. 

ASTM A53, Standanl Specification for Pipe, Steel, Black and Hot­
Dipped, Zinc-Coated, Welded and Seamless, 2020. 

ASTM Al 06, Standm·d Specification fm· Seamless Carbon Steel Pipe 
joT High-Temperat-uTe Service, 2019. 

ASTM Al20, Specification fm· Pipe, Steel, Black and Hot-Dipped 
Zinc-Coated (Galvanized) Weld.ed and Seamless joT Ordinary Uses, 
1984 (withdrawn 1987) . 

ASTM Al82, Standard Specification for Fmged or &lled Alloy and 
Stainless Steel Pipe Flanges, Fmged Fittings, and Valves and Parts for 
High-Tempemt-ure Service, 2020. 

2.3.5 CGA Publications. Compressed Gas Association, 14501 
George Carter \<\lay, Suite 103, Chantilly, VA 20151-2923. 

CGA G-6.2, Commodity Specification joT Cm·bon Dio:xide, 2011 . 

2.3.6 CSA Group Publications. CSA Group, 178 Rexdale 
Blvd., Toronto, ON M9W 1R3, Canada. 

CSA C22.1 , Canadian Electrical Code, Part 1 Safety Standard fm· 
Electricallnstallations, 24th Edition, May 2020. 

2.3.7 IEEE Publications. IEEE, 3 Park Avenue, 17th Floor, 
New York, NY 10016-5997. 

ANSI/IEEE C2, National J<.'lectrical Safety Code, 2017. 

2.3.8 US Goverrunent Publications. US Government Publish­
ing Office, 732 North Capitol Street, NW, Washington, DC 
20401-0001 . 

Coward, H. F. , and G. W. Jones, Limits of Flammability of Gases 
and Vapors, U.S. Bureau of Mines Bulletin 503, 1952. 

Title 46, Code of Federa l Regulations, Part 58.20. 

Title 46, Code of Federal Regulations, Part 72. 

Title 49, Code of Federa l Regulations, Parts 171-190 
(Departmen t of Transportation) . 

Zabetakis, Michael G., Flammability Characteristics of Comlmsti­
ble Gases and Vapors, U.S. Bureau of Mines Bulletin 627, 1965. 

2.3.9 Other Publications. 

Merriam-Webstm·:5 Collegiate Dictionary, 11th edition, Merriam­
Webster, Inc., Springfield, MA, 2003. 

2.4 References for Extracts in Mandatory Sections. 

NFPA 1, Fin: Code, 2021 edition. 
NFPA 122, Standard far Fire Prevention and ContTOl in Metal/ 

Nonmetal Mining and Metal Mineral Processing Facilities, 2020 
edition. 

NFPA 820, Standm·d far Fire Protection in Wastewater Treatment 
and Collection Facilities, 2020 edition. 
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Chapter 3 Definitions 

3.1 General. The definitions contained in this chapte r shall 
apply to the terms used in this standard. Where terms are not 
defined in this chapter or within another chapter, they shall be 
defined using their ordinarily accepted meanings within the 
context in which they are used. Meniam-Webst,er's Collegiate 
Diction(l1y, 11th edition, shall be the source for tl1e ordinarily 
accepted meaning. 

3.2 NFPA Official Definitions. 

3.2.1 * Approved. Acceptable to the authori ty having jurisdic­
tion. 

3.2.2* Authority Having Jurisdiction (AIIJ). An organization, 
office, 01- individual responsible for enforcing the ~-equirements 

of a code or standard, or for approving equipment, materials, 
an installation, or a procedure. 

3.2.3 Labeled. Equipment or materials to which has been 
attached a label, symbol, or otl1er iden tifYing mark of an organ­
ization that is acceptable to the authority having jurisdiction 
and concerned with product evaluation , that maintains peri­
odic inspection of production of labeled equipment or materi­
als, and by whose labeling the manufacturer ind icates 
compliance with appropriate standards 01- performance in a 
specified manner. 

3.2.4* Listed. Equipment, materials, or services included in a 
list published by an organization that is acceptable to the 
authority having jurisdic tion and concerned with evaluation of 
products or services, that maintains periodic inspec tion of 
pmduction of listed equipment or materials or periodic evalua­
tion of services, and whose listing states that either the equip­
ment, material, or service meets appropriate designated 
s tandards or has been tested and found suitable for a specified 
purpose . 

3.2.5 Shall. Indicates a mandat01y requirement. 

3.2.6 Should. Indicates a t·ecomme ndation or that which is 
advised but not required. 

3.2.7 Standard. An NFPA Standard, the main text of wh ich 
contains only mandatory provisions using the word "sha ll" to 
indicate requirements and that is in a form genera lly suitable 
for mandatory reference by another standard or code or for 
adoption into law. Nonmandatory provisions are not to be 
considered a part of the requirements of a standard and shall 
b e located in an appendix, annex, footnote, informational 
note, 01- othe1· means as permitted in the NFPA Manuals of 
Style. When used in a generic sense, su ch as in the phrase 
"standards development process" or "standards development 
activities," the term "standards" includes all NFPA Standards, 
including Codes, Standards, Recommended Prac tices, and 
Guides. 

3.3 General Definitions. 

3.3.1 Alarms and Indicators. Any device capable of providing 
audible, visible, or olfactory indication. 

3.3.2 Fire Watch. The assignment of a person or p ersons to an 
area for the express purpose of notifying the fire department, 
the building occupants, or both of an emergency; preventing a 
fil-e from occurring; extinguishing small fires; protecting the 
publi c from fire and life safety dangers. [ I , 2021] 
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3.3.3 Inspection. A visual examination of a system or portion 
thereof to verifY that it appears to be in operating condition 
and is free of physical damage. (820, 2020] 

3.3.4 Lockout. A manually operated valve in the discharge 
pipe benveen the nozzles and the supply, which can be locked 
in the closed position to prevent flow of carbon dioxide to the 
protected area. 

3.3.5 Maintenance. v\Tork performed to ensw·e that equip­
ment operates as directed by the manufacturer. 

3.3.6 Normally Occupied Enclosure or Space. An enclosure 
or space where one or more persons at·e present under normal 
conditions. 

3.3.7* Normally Unoccupied Enclosure or Space. An enclo­
sure or space not nonnally occupied but one that could be 
entered occasionally by one or more persons for brief periods. 

3.3.8 Occupiable Enclosure or Space. An enclosure or space 
that has dimensions and physical characteristics su ch that it 
could be entered by a person. 

3.3.9 Pressure. 

3.3.9.1 * High Pressure. Indicates that the carbon dioxide is 
stored in pressure containers at ambient temperatures. 

3.3.9.2* Luw Pressure. Indicates that the carbon dioxide is 
stored in pressure containers at a controlled low tempet·a­
ture ofOOF (- l8°C) . 

3.3.10 Standpipe System and Mobile Supply. A system consist­
ing of a mobile supply of carbon dioxide, designed to be 
quickly moved into position and connected to a system of fixed 
piping, supplying fixed nozzles or hose lines or both that are 
designed for e ither total flooding or local application. 

3.3.11 System. 

3.3.11.1 Hand Hose Line System. A hose and nozzle assem­
bly connected by fixed piping or connected directly to a 
supply of extinguishing agent. [122, 2020] 

3.3.11.2 Local Application System. A system consisting of a 
supply of extinguishing agent arranged to discharge directly 
on the burning material. 

3.3.11.3* Pre-Engineered System. A system that has predeter­
mined flow rates, nozzle placement, and quantities of 
carbon dioxide and that incorporates specific nozzles and 
methods of application that can differ from those detailed 
e lsewhere in this standard and those that are listed by a test­
ing laboratory. 

3.3.11.4 Total Flooding System. A system consisting of a 
supply of carbon dioxide at-ranged to discharge into, and fill 
to the proper concentration , an enclosed space or enclosure 
around the hazard. 

3.3.12 Unoccupiable Enclosure or Space. An enclosure or 
space that has dimensions and physical characteristics su ch that 
it could not be entered by a person. 

3.4 Special Definitions. 

3.4.1 Marine Systems. Systems installed on sh ips, barges, 
offshore platforms, motorboats, and pleasure craft. 

3.4.2 Marine System Spaces. 

3.4.2.1 Cargo Space. A space for the carriage or storage of 
items or products that are u·ansported by the vessel. 

3.4.2.2 Electrical Equipment Space. A space containing e lec­
trical propulsion, power genemting, ot· p ower distribution 
equipment. 

3.4.2.3 Machinery Space. A space that contains mechanical 
equipment for handling, pumping, or transferring flamma­
ble or combustible liquids as a fuel. 

3.4.2.4 Vehicle Space. A space that is designed for the 
carriage of automobiles or other self~propelled vehicles. 

Chapter 4 General Information 

4.1 Restrictions for Normally Occupied Enclosures. 

4.1.1 New total flooding carbon d ioxide systems sha ll not be 
installed in normally occupied enclosw·es except as pennitted 
in 4.1.1.1, 4.1.1 .2, 4.1.1.3, 4.1.1.4, or 4.1.1.5. 

4.1.1.1 New total flooding carbon dioxide systems shall be 
permitted to be installed in normally occupied enclosures 
where it is determined that an inerting concentration is 
required and the inerting concentration required using alter­
nate gaseous agents results in a concentration above the lowest 
observed adverse effect level (LOAEL) or the oxygen concen­
tration is less than 8 percent. 

4.1.1.2 New total flooding carbon dioxide systems shall be 
permitted to be installed in normally occupied enclosures for 
fires involving energized electrical equipment >400 volts and 
grouped elecu·ical cables where no gaseous a lternative agent 
has been successfully tested. 

4.1.1.3 New total flooding carbon dioxide systems shall be 
permitted to be installed in normally occupied enclosures 
where design methods or hardware, or both, for unencloseable 
openings or extended discharge are not available for other 
gaseous agents. 

4.1.1.4 New total flooding carbon dioxide systems shall be 
permitted to be installed in marine cargo holds. 

4.1.1.5 New total flooding carbon dioxide systems shall be 
permitted to be installed in normally occupied enclosures in 
marine engine rooms where it is determined that an inerting 
concentration is required and the inerting concentration 
required using alternate ga~eous agents results in a concentra­
tion above the LOAEL or the oxygen concentration is less than 
8 percent. 

4.1.2 Existing Systems. Existing total flooding carbon dioxide 
systems shall b e permitted in normally occupied enclosures 
equipped with system lockout valves, pneumatic predischarge 
alarms, and pneumatic time delays specified in 4.5.6. 

4.2 Carbon Dioxide Use and Limitations. See a lso Annex G. 

4.2.1 * Carbon dioxide fire-extinguishing systems protecting 
areas where explosive aunospheres could exist shall utilize 
metal nozzles, and the entire system shall be grounded. 

4.2.2 In addition, objects exposed to dischat·ge from cat·bon 
dioxide nozzles shall be grounded to dissipate possible electro­
static charges. 

2022 Edition 
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4.3* Personnel Safety. 

4.3.1 * Hazards to Personnel. 

4.3.1.1 Consideration shall be given to the possibility of 
carbon dioxide drifting and settling into adjacent places 
outside the protected space. (See 4.3.1.3.) 

4.3.1.2 Consideration shal l also be given to where the carbon 
dioxide can migrate or collect in the event of a discharge fi·om 
a safety relief device of a storage containe1·. 

4.3.1.3* In any use of carbon dioxide, consideration shall be 
given to the possibility that personnel could be trapped in or 
enter into an atmosphere made hazardous by a carbon dioxide 
discharge. 

4.3.1.3.1 Safeguards shall be provided to ensure prompt evac­
uation, to prevent entry into such aunospheres as described in 
4.3.1.3, and to provide means for prompt rescue of any u·apped 
personnel . 

4.3.1.3.2 Personnel u·aining shall be provided. 

4.3.2 Signs. 

4.3.2.1 Warning signs shall be affixed in a conspicuous loca­
tion in every protected space; at eve1y enu·ance to p1·otected 
spaces; in spaces near the protected spaces where it is deter­
mined that carbon dioxide could migrate, creating a hazard to 
personnel; and at each entrance to carbon dioxide storage 
rooms and where carbon dioxide can migrate or collect in the 
event of a discharge from a safety device of a storage container. 

4.3.2.2 The safety sign format, color, letter style of signal 
words, message panel lettering, lettering size, and the safety 
provisions of symbols shall be in accordance with ANSI Z535.2. 

4.3.2.3 Safety signs and message wording shall be provided 
using a three-panel format as required by 4.3.2.3.1 through 
4.3.2.3.6 .2. 

4.3.2.3.1 The sign m Figure 4.3 .2.3.1 shall be used in eve1y 
protected space. 

4.3.2.3.2 The sign in Figure 4.3.2.3.2 shall be used at every 
enu·ance to protected space. 

4.3.2.3.3 The sign in Figure 4.3.2.3.3 shall be used at every 
entrance to protected space for systems provided with a winter­
g,·een odorizer. 

A WARNING 

Carbon dioxide gas can 
cause injury or death. 
When alarm operates, 
vacate immediately. 

FIGURE 4.3.2.3.1 Sign in Every Protected Space. 
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A WARNING 
Carbon dioxide gas can 
cause injury or death. 
When alarm operates, 
do not enter until 
ventilated. 

FIGURE 4.3.2.3.2 Sign at Every Entrance to Protected 
Space. 

A WARNING 
Carbon dioxide gas can 
cause injury or death. 
When alarm operates or 
wintergreen scent is 
detected, do not enter 
until ventilated. 

FIGURE 4.3.2.3.3 Sign at Every Entrance to Protected Space 
for Systems P rovided with a Wintergreen Odorizer. 

4.3.2.3.4 The sign in Figure 4.3.2.3.4 shall be used in every 
nearby space where carbon dioxide could accumulate to 
hazardous levels. 

4.3.2.3.5 The sign in Figure 4.3.2.3.5 shall be used outside 
each enu·ance to carbon dioxide storage rooms. 

4.3.2.3.6 Signs for Manual Operation. 

4.3.2.3.6.1 Warning signs shall be placed at eve1y location 
where manual operation of the system could occur. 

4.3.2.3.6.2 The sign in Figure 4.3.2 .3.6.2 shall be used at each 
manual actuation station. 

A WARNING 
Carbon dioxide gas discharge 
into nearby space can collect 
here. When alarm operates, 
vacate immediately. Carbon 
dioxide gas can cause 
injury or death. 

FIGURE 4.3.2.3.4 Sign in Every Nearby Space Where 
Carbon Dioxide Could Accumulate to Hazardous Levels. 
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A WARNING 
Carbon dioxide gas can 
cause injury or death. 
Ventilate the area before 
entering. A high carbon 
dioxide gas concentration 
can occur in this area and 
can cause suffocation. 

FIGURE 4.3.2.3.5 Sign Outside Each Entrance to Carbon 
Dioxide Storage Rooms. 

A WARNING 
Carbon dioxide gas can 
cause injury or death. 
Actuation of this device 
causes carbon dioxide to 
discharge. Before actuating, 
be sure personnel are clear 
of the area. 

FIGURE 4.3.2.3.6.2 Sign at Each Manual Actuation Station. 

4.3.2.4 For installations that have existing signs that differ 
from those required by 4.3.2.3 but that meet the requirements 
of4.3.2.1 , the existing signage shall be considered acceptable if 
the facility has a signage training program in place covering all 
suppression system-related signage, with all personnel with 
access to the protected space either trained on the signage or 
accompanied when in the protected space at a ll times by a 
person who has received the training required. New installa­
tions in facilities covered by this paragraph shall be equipped 
,.nth the same type of signage as used in existing signage in the 
facility. All signs \vithin the facil ity shall have the same style and 
format. 

4.3.3 Evacuation Procedures. 

4.3.3.1 All persons who can at any time enter a space protec­
ted by carbon dioxide shall be warned of the hazards involved 
and provided with safe evacuation pmcedures. 

4.3.3.1.1 Provisions shall be made to prohibit entry of unpro­
tected personnel to spaces made unsafe by a carbon dioxide 
discharge until the space is ventilated and appropriate tests of 
the atmosphere have verified that it is safe for unprotected 
persons to enter. Persons who are not properly u·ained in the 
use of and equipped with self-contained breathing apparatus 
(SCBA) shall not remain in spaces where the concenu·ation 
exceeds 4 percent. 

4.3.3.2 Audible and visible alarms shall be pmvided in accord­
ance \vith 4.5.6. 

4.3.3.3* All personnel shall be informed that discharge of 
carbon dioxide gas from either high- or low-pressure systems 

directly at a person \viii endanger the person's safety by causing 
eye injury, ear injury, o t· even falls due to loss of balance upon 
the impingement of the high-velocity discharging gas. 

4.3.3.4 A lockout shall be pmvided on all systems except 
whet·e dimensional constraints prevent pet·sonnel from enter­
ing the protected space. 

4.3.3.4.1 Lockout valves shall be installed on all systems where 
carbon dioxide could m igrate, creating a hazard to personnel. 

4.3.3.4.2 In a low-pressure system, the tank shutoff valve shal l 
not be considered as a lockout valve, except as permitted by 
4.3.3.4.3. 

4.3.3.4.3 \<\' here a single low-pressure storage tank supplies 
single or multiple systems protecting interrelated hazards, and 
when none of the hazards require pwtection if the equipment 
being protected is shut down, the storage tank shutoff valve 
shall be permitted to b e used as a lockout valve for the entire 
system. 

4.3.3.4.4* A setvice disconnect S\vitch shall not be used as a 
means of preventing agent discharge in lieu of a lockout valve. 
(See 4.5.4.12.) 

4.3.3.4.5 When maintenance or testing is being conducted on 
the system, it shall be locked out, or the protected space and 
affected spaces (migration) shall be evacuated. 

4.3.3.4.6 When protection is to be maintained during the 
lockout period, a person(s) shall be assigned as a "fire watch" 
,.nth suitable portable or semi portable fit·e-fighting equipment 
or means to restore protecti on. 

4.3.3.4.6.1 The fire watch shall have a communication link to 
a constantly monitored location . 

4.3.3.4.6.2 Authorities responsible for continuity of fire 
protection shall be notified of the lockout and subsequent 
restoration of the system. 

4.3.3.5* Safe handling procedures shall be followed when 
transporting system cylinders. 

4.3.4 Electrical Clearances. 

4.3.4.1 * All system componen ts shall be located so as to main­
tain minimum clearances from live parts as shown in Table 
4.3.4.1 and Figure 4.3.4.1. 

4.3.4.2* At altitudes in excess of 3300 ft (1000 m), the clear­
ance from Jive parts shall be increased at the rate of 1 percent 
for each 330 ft (100 m) increase in altitude above 3300 ft 
(1000m) . 

4.3.4.3* To coordinate the required clearance \vith the electri­
cal design, the design basic insulation level (BIL) of the equip­
ment being protected shall be used as a basis, although this is 
not material at nominal line voltages of 161 kV or less. 

4.3.4.4* The selected clearance to ground shall satisfy the 
greater ofs\vitching surge or BIL duty, rather than be based on 
nominal voltage. 

4.3.4.5 The clearance b etween uninsulated energized parts of 
the electrical system equipment and any portion of the carbon 
dioxide system shall be not less than the minimum clearance 
provided elsewhere for e lectrical system insulations on any indi­
vidual component. 
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Table 4.3.4.1 Clearance from Carbon Dioxide Equipment to 
Live Uninsulated Electrical Components 

Nominal Maximum Minimumt 
System System Design Clearance 
Voltage Voltage BlL* 

(kV) (kV) (kV) in . mm 

::;13.8 14.5 110 7 178 
::;23.0 24.3 150 10 254 
::;34.5 36.5 200 13 330 
::;46.0 48.3 250 17 432 
::;69.0 72.5 350 25 635 

::;115.0 121 550 42 1067 
::;138.0 145.0 650 50 1270 
::;161.0 169.0 750 58 1473 
::;230.0 242.0 900 76 1930 

1050 84 2134 
::;345.0 362.0 1050 84 2134 

1300 104 2642 
::;500.0 550.0 1500 124 3150 

1800 144 3658 
::;765.0 800.0 2050 167 4242 

*Basic insulation level (BIL) values are expressed as kilovolts (kV), the 
number being the crest value of the fhll wave impulse test that the 
electrical equipment is designed to withstand. For BtL values that are 
not listed in the table, clearances can be found by interpolation. 
tFor voltages up to I 61 kV, the clearances are taken from NN'A 70. For 
voltages 230 kV and above, the clearances are taken from Table 124 of 
ANSI/ LEEE C2. In Canada, refer to CSA C22.l. 
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FIGURE 4.3.4.1 Clearance from Carbon Dioxide Equipmen t 
to Live Uninsulated Electrical Components. 
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4.3.4.6 When the design BIL is not available, and when nomi­
nal voltage is used for the design criteria, the h igh est minimum 
clearance listed for this grou p sha ll be used. 

4.3.5* Duration of Protection. An effective agent concen tra­
t ion for total flooding systems shall be achieved and main­
tained for a period of time to al low effective emergency action 
by trai ned personnel. 

4.3.6* Visible predischarge alarms shall com ply with the 
following: 

(1) They shall be visible thwughout the protected space. 
(2) They shall be d istinct from th e bu ild ing fi re alarm signal 

and other a larm signals. 
(3) Visible appliances, except for su·obes, shall not be 

requ ired to be synch ronized with each other or with the 
build ing fire alarms. 

4.4 Specifications, Plans, and Approvals. 

4.4.1 Specifications. 

4.4.1.1 Specifications for carbon dioxide fire-extingu ishing 
systems shal l be prepared under the supetvision of a person 
fully experienced and qualified in the design of carbo n d ioxide 
extinguishing systems and with th e advice of the authority 
having j urisdiction. 

4.4.1.2 T he specificat ions sha ll include a ll pertinent items 
necessary for the design of th e system such as the designation 
of the authority having j urisdiction, variances fi·om the stand­
ard to be permitted by th e authority having jurisdiction, and 
the type and extent of approval testing to be performed after 
installation of the system. 

4.4.1.3 I ntegra ted fire protection and life safety system testi ng 
shall b e in accordance with NFPA 4. 

4.4.2 Plans. 

4.4.2.1 Plans and calculations sha ll be submitted for approval 
to the authority having j urisdiction before the installation 
begins. 

4.4.2.2 Plans and calculations shall be prepared by persons 
fully qua li fied in the design of carbon d ioxide fire­
extinguishing systems. 

4.4.2.3 T hese plans shall be drawn to an ind icated scale or be 
d imensioned. 

4.4.2.4 T he plans shall be so made that they can be easily 
reproduced. 

4.4.2.5 T hese plans shall contain suffi cient detail to enable th e 
authority having j urisdiction to evaluate the hazard or hazards 
and to evaluate the effectiveness of the system. 

4.4.2.6 The details of the plans shall include the followi ng: 

(1) Materials involved in the protected hazards 
(2) Location of the hazards 
(3) Enclosure or limits and isolation of the hazards 
(4) Surrou nding area that could affect the protected hazards 

4.4.2.7 T he details on the system sha ll include th e followi ng: 

(1) Information and calcula tions on the amount of carbon 
d ioxide 

(2) Location and flow rate of each nozzle, including orifice 
code number and actual orifice d iameter 
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(3) Location, size, and equivalent lengths of pipe, fittings, 
and hose 

( 4) Location and size of the carbon dioxide storage facility 

4.4.2.8 Details of pipe size reduction method (reducing 
couplings or bushings) and orientation of tees shall be clearly 
indicated. 

4.4.2.9 Information shall be submitted pertaining to the loca­
tion and function of the detection devices, operating devices, 
auxiliary equipment, and elecn-ical circuitry, if used. 

4.4.2.10 Information sha ll be indicated to identify the appara­
tus and devices used. 

4.4.2.11 Any special features shall be adequately explained. 

4.4.2.12 \<\'hen field conditions necessitate any s ubstantial 
change from approved plans, the change shall be submitted to 
the authority having jurisdic tion for approval. 

4.4.2.13 If the final instal lation varies fi·om the prepared draw­
ings and calculations, new drav.i.ngs and calculations rept·esent­
ing the "as-built" installation shall b e prepared. 

4.4.2.13.1 As-built drawings shall indicate inte rconnections of 
required equipment shutdowns and fuel shutoffs with the fire 
extinguish ing system. 

4.4.2.14 The system owner shall maintain an instruction and 
maintenance manual that includes a full sequence of opet·a­
tion, and a fu ll set of system drawings and calculations shall be 
maintained in a protective enclosure. 

4.4.3* Approval oflnstallations. 

4.4.3.1 * The completed system sha ll be inspected, tested, and 
documented by qualified personnel to meet the approval of the 
authority having jurisdiction. 

4.4.3.1.1 The acceptance testing required by 4.4.3 .1 shall be 
documented in a test report. 

4.4.3.1.2 The acceptance test t·eport shall be maintained by 
the system owner for the life of the system. 

4.4.3.2* Only listed or approved equipment and devices shall 
be used in the system. 

4.4.3.3 To determine that the system has been properly in­
stalled and will function as specified, the procedures given in 
4.4.3.3. 1 tht·ough 4.4.3.3.4.2 shall be perfonned. 

4.4.3.3.1 Visual Inspection. A thorough visual inspection of 
the installed system and hazard area shall be conducted. 

4.4.3.3.1.1 The piping, operational equipment, and discharge 
nozzles shall be inspected for proper size and location. 

4.4.3.3.1.2 The locations of alarms and manual emergency 
t-el eases shall be confirmed. 

4.4.3.3.1.3 The configuration of the hazard shall b e compared 
to the original hazard specifi cation. 

4.4.3.3.1.4 The hazard shall be inspected closely for unclosa­
ble openings and sources of agent loss that could have been 
overlooked in the original specification. 

4.4.3.3.2 Labeling. 

4.4.3.3.2.1 A check of labeling of devices for proper designa­
tions and instructions shall be pe rformed. 

4.4.3.3.2.2 Nameplate data on the storage containers shall be 
compared to specifications. 

4.4.3.3.3 Operational Tests. Nondesn·uctive opera tional tests 
on all devices necessary for the functioning of the system, 
including detection devices, actuation devices, and notification 
appliances, shall be condu cted. 

4.4.3.3.4* Full Discharge Test. 

4.4.3.3.4.1 A full d ischarge test shall b e performed on each 
instal led system. 

4.4.3.3.4.2 Where multiple hazards a re protected from a 
common supply, a full discharge test sh all be performed for 
each hazard. 

4.4.3.4 Prior to testing, safe ty procedures sha ll be reviewed. 
(See Section 4.4.) 

4.4.4 Testing of Systems. Systems shall be tested as stated in 
4.4.4.1 through 4.4.4.3. 

4.4.4.1 Local Application. A full d ischarge of the design quan­
tity of carbon dioxide through system piping shall be conduc­
ted to ensure that carbon dioxide effectively covers the hazard 
for the full period of time required by the design speci fications 
and that a ll pressure-operated devices function as intended. 

4.4.4.2 Total Flooding. A full d ischa rge of the entire design 
quantity of carb on dioxide through system piping shall be 
conducted to ensure that carb on dioxide is discharged into the 
hazard, that the concen tration is achieved and maintained for 
the period of time required by the design specifications, and 
that all pressttre-operated devices function as intended. 

4.4.4.3 Handheld Hose Lines. 

4.4.4.3.1 A full discharge test of handheld hose line systems 
shall b e conducted. 

4.4.4.3.2 Evidence of liquid flow from each nozzle with an 
adequate pattern of coverage shall be requit-ed. 

4.5 Detection, Actuation, and Control. 

4.5.1 Classification. Systems sha ll be classified as automa tic or 
manual in accordance with the methods of acntation descdbed 
in 4.5.1.1 through 4.5.1.3.2. 

4.5.1.1 Automatic Operation. Operation that does not 
require any human action shall be considered automatic opera­
tion. 

4.5.1.2 Normal Manual Operation. 

4.5. 1.2.1 Operation of the system requtnng human action 
where the location of the device used to cause operation makes 
it easily accessible at all times to the hazard shall be conside red 
normal manual operation. (See 4.5.4.5.) 

4.5.1.2.2 Operation of one control sha ll be a ll th a t is required 
to bring about the full operation of the system. 

4.5.1.3* Emergency Manual Operation. 

4.5.1.3.1 Operation of the system by human mean s where the 
device used to cause operation is fully mechanical in natu re 
and is located at or near the device being controlled shall be 
considered emergency manua l operation. 
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4.5.1.3.2 A fully mechanical device shall be permitted to incor­
porate the use of system pressure to complete operation of the 
device. (See 4.5.4.6.) 

4.5.2* Automatic Detection and Automatic Actuation. Auto­
matic detection and automatic acntation shall be used, except 
in the following simations: 

(1) Manual-only actuation shall be pe1·mitted if acceptable to 
the authority having jurisdiction where automatic release 
could result in an increased risk. 

(2) Automatic detection and automatic actuation shall not 
apply to hand hose li ne and standpipe systems. 

(3) Automatic detection and automatic acntation shall not 
apply to marine systems except as permitted in 9.3.3. 

4.5.2.1 * Automatic acmation controls shall be arranged to 
require a sustained fire alarm initiation signal prior to acma­
tion of predischarge alarms and to require actuation of any 
electrically operated predischarge time delays and elecu·ically 
operated predischarge alarms prior to actuation of releasing 
devices. 

4.5.3* Automatic Detection. Automatic detection shall be by 
any listed or approved method or device that is capable of 
detecting and indicating heat, flame, smoke, combustible 
vapors, or an abnormal condition in the hazard such as process 
trouble that is likely to produce fire. 

4.5.4 Operating Devices. Operating devices shall include 
carbon dioxide releasing devices or valves, discharge controls, 
and equipment shutdown devices, a ll of which are necessary for 
successful perfo1·mance of the system. 

4.5.4.1 Listed and Approved. 

4.5.4.1.1 Operation shall be by listed or approved mechanical, 
e lecu·ical, 01· pneumatic means. 

4.5.4.1.2 The conu·ol equipment shall be specifically listed or 
approved for the number and type of acntating devices utilized, 
and their compatibility shall be listed or approved. 

4.5.4.2 Device Design. 

4.5.4.2.1 All devices shall be designed for the service they will 
encounter and shall not be readily rendered inoperative or 
susceptible to accidental operation. 

4.5.4.2.2 Devices shall be normally designed to function from 
- 20°F to 150°F (- 29°C to 66°C) or marked to indicate tempera­
mre limitations. 

4.5.4.3 All devices shall be located, installed, or protected so 
that they are not subject to mechanical, chemical, or other 
damage that would render them inoperative. 

4.5.4.4 Devices with manufacmrer-specific connections used 
to control the 1·elease of carb on dioxide shall have connections 
that are distinctive or distinctively marked where there is a 
poten rial for improper installation of the devices. 

4.5.4.4.1 New devices inu·oduced after January 1, 2008, shall 
comply with this requirement. 

4.5.4.5* The normal manual controls for actuation shall be 
located for easy accessibility at a ll times, including the time of 
fire . 

4.5.4.5.1 The manual control(s) shall be of distinct appear­
ance and clearly recogn izable fo1· the purpose intended. 
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4.5.4.5.2 The manual control(s) shall cause the complete 
system to operate in its normal fashion. 

4.5.4.5.3 Operation of this manual control shall not cause the 
time delay to recycle . (See 4.5.6.2.2.) 

4.5.4.6* All valves controlling the 1·elease and distribution of 
carbon dioxide shall be provided with an emergency manual 
controL 

4.5.4.6.1 The emergency manual control shall not be requi1·ed 
of slave high-pressme cylinders. 

4.5.4.6.2 The emergency means shall be easily accessible and 
located close to the valves controlled. 

4.5.4.6.3 These devices shall be clearly marked with a warning 
placard to indicate the concept in 4.5.4.6.2. 

4.5.4. 7* Cylinders. 

4.5.4.7.1 Where gas pressure from pilot cyli nders fed through 
the system discharge manifold (i.e ., using back pressure rather 
than a sepa1·ate pilot line) is used to release remaining slave 
cylinders and the supply consist~ of fewer than three cylinders, 
at least one cylinder shal l be used for such operation. 

4.5.4.7.2 Where gas pressme from pilot cylinders that is fed 
through the system discharge manifold (i .e ., using back pres­
sure rather than a separate pilot line) is used to release remain­
ing slave cylinde1·s, and where the supply consists of three or 
more cylinders, there shall be at least one pilot cylinder more 
than the minimum required to acntate the system. 

4.5.4.7.3 During the full discharge acceptance test, the extra 
pilot cylinder shall be arranged to operate as a slave cylinder. 

4.5.4.7.4* Automatic acntation conu·ols shall be arranged as 
follows: 

(1) To require a sustained fire alarm initiation signal prior to 
activation of predischarge alarms. 

(2) To require activation of any electrically operated predis­
charge time delays and electrically operated predischarge 
alarms prior to activation of releasing devices. 

4.5.4.8 Manual Controls. 

4.5.4.8.1 Manual conu·ols shall not require a pull of more 
than 40 lbf (178 N) no1· a movement of more than 14 in. 
(356 mm) to secure operation. 

4.5.4.8.2 At least one manual control for actuation shall be 
positioned not more than 4ft (1.2 m) above the floor. 

4.5.4.9 Vl' here the continuing operation of equipment associ­
ated with a hazard being protected could conu·ibute to sustain­
ing d1e fire in that hazard, the source of power or fuel shall be 
automatically shut off. 

4.5.4.9.1 All shutdown devices shall be considered integral 
parts of the system and shall function with the system opera­
tion. 

4.5.4.9.2 The requirement in 4.5.4.9 shall not apply to lubri­
cating oil systems associated with large mtating equipment, 
where an extended discharge system is provided that is 
designed to operate for the deceleration/ cool down period. 

4.5.4.10 All manual operating devices shall be identified as to 
the hazard they protect, the ftmction they perform, and d1eir 
method of operation. 
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4.5.4.11 Abort switches shall not be used on carbon dioxide 
systems. 

4.5.4.12 For elecu·ically operated systems, a service disconnect 
switch shall be provided to allow the system to be tested without 
actuating the lhe suppression system. The service disconnect 
switch, when operated, shall interrupt the releasing circuit to 
the suppression system and shall cause a supervisory signal at 
the suppression system releasing panel. 

4.5.4.13 Discharge Pressure Switch. 

4.5.4.13.1 A discharge pressure switch shall be installed 
between the carbon dioxide supply and the lockout valve. 

4.5.4.13.2 For low-pressure C02 systems where the manual, 
supervised, main shutoff valve can be considered a lockout 
valve (i.e., meets the requirements of 4.3.3.4 through 4.3.3.4.5), 
the pressure switch shall be located downstream of the auto­
matic valve (master-selectot~ selector valve) supplying the 
hazard or hazards. 

4.5.4.13.3 The discharge pressure switch shall provide an 
alarm-initiating signal to the releasing panel to operate elec­
u·ic/ electronic alarm appliances. 

4.5.5 Supervision and Lockout Valves. 

4.5.5.1 Supervision of automatic systems and manual lockout 
valves shall be provided unless specifi cally waived by the author­
ity havingjurisdiction. 

4.5.5.2* Interconnections between the components that are 
necessary for the control of the system and life safety shall be 
supervised. 

4.5.5.3 Normally unpressurized interconnections of pipe and 
tube shal l not be required to comply with 4.5.5.2. 

4.5.5.4 An open circuit, ground-fault condition, or loss of 
integrity in the pneumatic control lines that would impair full 
system operation shall result in a u·ouble signal. 

4.5.5.5 The alarm and trouble signals shall be u·ansmitted by 
one ofd1e methods described in NFPA 72. 

4.5.5.6 High-pressure pneumatic-operated slave cylinder 
connections immediate ly adjacent to pilot cylinders shall not 
be required to be supervised. 

4.5.5.7 Where manual bypasses are provided and such 
bypasses are capable of be ing left in an open position, these 
bypasses shall be supervised. 

4.5.6* Alarms. Audible and visible warning alarms shall be 
provided for the following purposes: 

(1) To alert personnel not to enter a space, because the 
atmosphere in the space could be hazardous due to the 
presence of a high concenu·ation of carbon dioxide 

(2) To provide personnel the oppornmity to evacuate spaces 
that could be made unsafe by the discharge of a carbon 
dioxide system 

4.5.6.1 Audible and visual carbon dioxide system alarms shall 
be distinct from all other alarms, including the building fit·e 
alarm system. 

4.5.6.2 Predischarge Alarm and Time Delay. A pneumatic 
predischarge alarm and pneumatic time delay and visible 
predischarge alarm shall be provided for the following enclo­
sures: 

(1) Normally occupied and occupiable enclosures protected 
by total flooding systems except as outlined in 4.5.6.2.3 

(2) Local application systems protecting hazards where the 
discharge exposes personnel to concentrations of carbon 
dioxide in excess of 7.5 percent by volume of agent in air 
for longer than 5 minutes 

4.5.6.2.1 The predischarge alarms, where required, shall be 
located within the enclosure. 

4.5.6.2.2 The predischarge time delay shall provide a time 
delay for purpose of predischarge alarm of sufficient duration 
to allow evacuation of personnel from areas within the spaces 
most remote from the exits. 

4.5.6.2.3* Time delays shall be permitted to be eliminated for 
occupiable hazard areas where the pwvision of a time delay 
would result in unacceptable risk to personnel or unacceptable 
damage to critical pieces of equipment. 

4.5.6.2.4 \<\Thet·e time delays are omitted, provision shall be 
made to ensure that the carbon dioxide system is locked out 
any time personnel are present in the protected area or space. 

4.5.6.2.5 Dry runs shall be made to determine the minimum 
time needed for persons to evacuate the hazard area, allowing 
time to identity the \varning signal . 

4.5.6.2.6 Audible signal appliances shall have either sound 
levels in accordance wid1 4.5.6.2 .6.1 and 4.5.6.2.6.2 or acoustic 
characteristics in accordance with 18.4.6 of NFPA 72. 

4.5.6.2.6.1 Audible predischat·ge alarms shall be at least 15 dB 
above ambient noise level or 5 dB above maximum sound level, 
whichever is greater, measured 5 ft (1.5 m) above the Aoor of 
the occupiable area. 

4.5.6.2.6.2 Audible signal appliances shall have a sound level 
not more than 120 dB at d1e minimum hearing distance fi·om 
the audible appliance. 

4.5.6.2.6.3 The predischarge alarm shall have a minimum 
decibel rating of90 dBA at 10ft (3m). 

4.5.6.3 Visible and audible alarms shall be located outside 
each entrance to the following: 

(1) Normally occupied and occupiable space pwtected by a 
total Aooding carbon dioxide system 

(2) Normally occupied and occupiable enclosures where the 
discharge ft·om a local application system will expose 
personnel to hazardous concentrations of carbon dioxide 

(3) Normally occupied and occupiable spaces where carbon 
dioxide could migrate, creating a hazat·d to personnel 

4.5.6.3.1 These alarms shall begin operation prior to or at the 
start of the discharge. 

4.5.6.3.2* These alarms shall continue to operate after agent 
discharge until one of the following occurs: 

(1) Other positive action has bee n taken to prevent entry of 
personnel to the space containing an aunosphere made 
unsafe by the carbon dioxide d ischarge. 

(2) The space is ventilated and the safety of the aunosphere 
for enu·y by unprotected persons has been verified. 

4.5.6.3.3 Silencing of audible alarms while keeping visual noti­
fication appliances activated shall be permitted after the action 
described in 4.5 .6.3.2(1) is accomplished. 
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4.5.6.3.4 Visual alarms shall remain activated until the space is 
ventilated as required in 4.5.6.3.2(2) . 

4.5.6.4 An alarm or indicator shall be provided to show that 
the system has operated and needs recharging. 

4.5.6.5* An alarm shall be pmvided to indicate the opet·ation 
of automatic systems and that immediate personnel response is 
desired. 

4.5.6.6 Alarms indicating failure of supervised devices or 
equipment shall give prompt and positive indication of any fail­
ure and shall be distinctive from a larms indicating operation or 
hazardous conditions. 

4.5.7 Power Sources. 

4.5.7.1 The primary source of energy for the operation and 
control of the system shall have the capacity for intended serv­
ice and shal l be reliable. 

4.5.7.1.1 vVhere failure of the primary source of energy will 
jeopat·dize pmtection pmvided for the hazard or for life safety, 
or for both, an independent secondary (standby) power supply 
shall supply energy to the system in the event of total failure or 
low voltage (less than 85 percent of the nameplate voltages) of 
the primary (main) power supply. 

4.5.7.1.2 The secondary (standby) supply shall be capable of 
operating the system under maximum normal load for 
24 hours and d1en be capable of operating the system continu­
ously for the full design discharge period. 

4.5.7.1.3 The secondary (standby) power supply shall auto­
matically transfer to operate the system \vithin 30 seconds of 
the loss of the primary (main) power supply. 

4.5.7.2 All electrical devices shall be operable between 
85 percent and 105 percent of rated voltage. 

4.6 Carbon Dioxide Supply. 

4.6.1 * Quantities. The amount of the main supply of carbon 
dioxide in the system shall be at least sufficient for the largest 
single hazard protected or group of hazards that are to be 
protected simultaneously. 

4.6.1.1 V\There hand hose lines are provided for use on a 
hazard protected by a fixed system, separate supplies shall be 
provided unless sufficient carbon dioxide is provided to ensure 
that the fixed protection for the largest single hazard on which 
the hose lines can be used will not be jeopardized. (See 
Section 7.4 and A. 7.1.1.) 

4.6.1.2 V\There the authority having jurisdiction determines 
that continuous protection is required, d1e quantity of reserve 
supply shall be as many multiples of the quantities required in 
4.6.1 and 4.6.1.1 as d1e authority havingjurisdiction considers 
necessary. 

4.6.1.3 Both main and reserve supplies for fixed storage 
systems shall be permanently connected to the piping and 
arranged for easy changeover, except where the authority 
havingjurisdiction permits an unconnected reserve. 

4.6.2 Replenishment. The time needed to obtain carbon 
dioxide for replenishment to restore systems to operating 
condition shall be considered as a major factor in detennining 
the reserve supply needed. 
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4.6.3* Quality. Carbon d ioxide shall have the following mini­
mwn properties: 

(1) The vapor phase shall be not less than 99.5 percent 
cat·bon dioxide with no detectable off-taste or od01·. 

(2) The water content of the liquid phase shall comply with 
CGA G-{).2. 

(3) Oil content shall be not more than 10 ppm by weight. 

4.6.4 Storage Containers. 

4. 6.4.1 Storage containers and accessories shall be so located 
and at-ranged to facilitate inspection, maintenance, and 
recharging. 

4.6.4.2 Interruption to protection shall be held to a mtm­
tnum. 

4.6.4.3 Storage containers shall be located as near as possible 
to the hazard or hazards they protect, but they shall not be 
located where d1ey will be exposed to a fire or explosion in 
these hazards. 

4.6.4.4 Storage containers shal l not be located where they will 
be subject to severe weather conditions or to mechanical, 
chemical, or other damage. 

4. 6.4.5 V\lhere excessive climatic or mechanical exposures are 
expected, guards ot· enclosures shall be provided. 

4.6.5* High-Pressure Cylinders. The carbon d ioxide supply 
shall be stored in rechargeable cylinders designed to hold 
carbon dioxide in liquid form at ambient temperatures. 

4.6.5.1 The containers used in these systems shall be designed 
to meet the requirements of the U .S. Department of Transpor­
tation, d1e Canadian Transpot·t Commission , or the equivalent 
governing agency. 

4.6.5.2* High-pressure cyli nders used in fire-extinguishing 
systems shall not be recharged without a h ydrostatic test (and 
remarking) if more d1at1 5 yeat·s have elapsed from the date of 
t11e last test. 

4.6.5.2.1 Cylinders continuously in service without d ischarg­
ing shall be permitted to be retained in service for a maximum 
of 12 years fi·om the date of the last hydrostatic test. 

4.6.5.2.2 At tl1e end of 12 years, cylinders continuously in serv­
ice without dischat·ging shall be dischat·ged and retested before 
being returned to service . 

4.6.5.3 Pressure Relief Device. 

4.6.5.3.1 Each cylinder shall be provided with a pressure relief 
device of the rupture disk type. 

4.6.5.3.2 The pt·essure relief device shall be sized and fitted in 
accordance \-vid1 the requirements specified in Department of 
Transportation (DOT) regulations 49 CFR 171-190. 

4.6.5.4 Manifolded Cylinders. 

4.6.5.4.1 When manifolded, cylinders shall be mounted at1d 
supported in a rack provided for the purpose, including facili­
ties f01· convenient individual servicing and content weighing. 

4.6.5.4.2 Automatic means shall be provided to prevent me 
loss of carbon dioxide fi·om the manifold if tl1e system is oper­
ated when any cylinder is removed for maintenance. 
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4.6.5.4.3 In a multipl e-cylinder system, all cylinders supplying 
the same manifold oudet for distribution of agent shall be 
interchangeable and of one select size . 

4.6.5.5 The ambient storage temperatures for local applica­
tion systems shall not exceed 120°F ( 49°C) nor be less than 
32°F (O'C) . 

4.6.5.5.1 For total flooding systems, the ambient storage 
temperantres shall not exceed 130°F (54°C) nor be less than 
0°F (- l 8°C) unless the system is designed for operation with 
storage temperatures outside of this range. 

4.6.5.5.2 External heating or cooling shal l be permitted to be 
used to keep the temperantre within the range given in 
4.6.5.5.1. 

4.6.5.5.3 '<\There special cylinder charges are used to compen­
sate for storage temperatures outside the ranges stated in 
4.6.5.5 and 4.6.5.5.1 , the cylinders shall be marked in a penna­
nent tnannet·. 

4.6.6* Low-Pressure Storage Containers. Low-pressure stor­
age containers shall be designed to maintain the carbon diox­
ide supply at a nominal pressure of 300 psi (2068 kPa) 
corresponding to a temperantre of approximately 0°F (- l SOC) . 

4.6.6.1 Container Requirements. 

4.6.6.1.1 The pressure container shall be made, tested, 
approved, equipped, and marked in accordance with the 
current specifications of API-ASME Code for Unfired Pressun: 
Vessel5 far Petmleum Liquids and Gases, or, in the case of mobile 
supply containers, if applicable, the requirements of DOT 
49 CFR 171-190, or both. 

4.6.6.1.2 The design pressure shall be at least 325 psi 
(2241 kPa) . 

4.6.6.2* In addition to the ASME and DOT code require­
ments referenced in 4.6.6.1.1 , each pressure containet· shall be 
equipped with a liquid level gauge, a pressure gauge, and a 
high/ low-pressure supervisory a larm set to alarm at no more 
than 90 percent of the pressure vesse l's design maximum allow­
able working pressure (MAWP) and no less than 250 psi 
(1724 kPa) . 

4.6.6.3 The pressure containet· shall be insulated and 
equipped with automatically controlled refrigeration or heat­
ing, or both, if necessary. 

4.6.6.4 The refrigeration system shall be capable of maintain­
ing 300 psi (2068 kPa) in the pressure container under the 
highest expected ambient temperature . 

4.6.6.5 Heating. 

4.6.6.5.1 The heating system , where required, shal l be capable 
of maintaining 0°F (- l 8°C) in the pressure container under 
the lowest expected ambient temperantre. 

4.6.6.5.2 Heating shall not be required to be provided unless 
known meteorological data indicate the likely occurrence of 
ambient temperantres that will cool the contents of the tank to 
reduce the pressure be low 250 psi (1724 kPa) [approximately 
- 10°F ( - 23°C)) . 

4. 7* Distribution Systems. 

4.7.1 * Piping shall be of metallic noncombustible material 
having physical and chemical characteristics such that its dete­
rim·ation under stress can be predicted with reliability. 

4.7.1.1 Where piping is installed in severe ly conosive atmos­
pheres, special corrosion-resistant materials or coatings sha ll be 
used. 

4. 7.1.2 Materials for piping and the standards covering these 
materials shall be as described in 4.7.1.2.1 through 4.7.1.2.5. 

4. 7.1.2.1 Black or galvanized steel pipe shal l be e ither ASTM 
A53 seamless or e lectric welded, Grade A or B; o r ASTM Al06, 
Grade A, B, or C. 

4.7.1.2.1.1 ASTM A120 and ordinary cast-iron pipe shall not 
be used. 

4.7.1.2.1.2 Stainless steel shall be TP304 or TP316 for 
threaded connec tions or TP304, TP316, TP304L, or TP316L 
fot· welded connections. 

4.7.1.2.2 In systems using high-pressure supply, 1:; in. (20 mm) 
and smaller pipe shall be pet·mitted to be Schedule 40. 

4.7.1.2.2.1 Pipe that is 1 in. (25 mm) through 4 in. (100 mm) 
shall be a minimum of Schedule 80. 

4.7.1.2.2.2 Fmnace butt-weld ASTM A53 pipe shall not be 
used. 

4.7.1.2.3 In systems using low-pressure supply, pipe sha ll be a 
minimum of Schedule 40. 

4.7.1.2.3.1 Fmnace butt-weld AST M A53 pipe sha ll be permit­
ted to be used. 

4.7.1.2.4 A dirt trap consisting of a tee with a capped nipple, 
at least 2 in. (51 mm) long, shall be installed at the end of each 
pipe run. 

4.7.1.2.5 Piping sections not normally opened to aunosphere 
sha ll not be required to have corrosion-resistant finish on the 
inside. 

4. 7.1.3* Flexible piping system components not specifi cally 
covered in this standard sha ll have a minimum burst pressure 
of 5000 psi (34,474 kPa) for high-pressu re systems or 1800 psi 
(12,411 kPa) for low-pressure systems. 

4.7.1.4 Class 150 and cast-iron fittings sha ll not be used. 

4.7.1.5 Fittings for high- and low-pressure systems shall be as 
described in 4.7.1.5.1 and 4.7.1.5.2. 

4.7.1.5.1 High-Pressure Systems. 

4.7.1.5.1.1 Class 300 malleable iron fittings shall be used 
through 2 in. nominal pipe size (NPS) and forged steel fittings 
in aU larger sizes. 

4. 7.1.5.1.2 Flanged joints upstream of any stop valves shall be 
Class 600. 

4. 7.1.5.1.3 Flanged joints d ownstream of stop valves or in 
systems with n o stop valves shall be permitted to be Class 300. 

4. 7.1.5.1.4 Threaded unions shall, as a minimum, be equiva­
lent to Class 2000 forged steel. 
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4.7.1.5.1.5 Stainless steel fittings shall be Type 304 or 316, 
wrought or fixged in accordance with AST M A182, threaded or 
socket weld, for a ll sizes, Ys in. (3 mm) through 4 in. (100 mm). 

4.7.1.5.2 Low-Pressure Systems. 

4.7.1.5.2.1 Class 300 malleable or ductile iron fittings shall be 
used th rough 3 in . (80 mm) nominal pipe size (NPS) and 
forged steel fittings in all larger sizes. 

4.7.1.5.2.2 Flanged j oints shall be C lass 300. 

4.7.1.5.2.3 Stainless steel fittings shal l be Type 304 or 316 for 
threaded connections or Type 304, 316, 304L, or 316L for 
we lded connections, wrought or forged in accordance with 
ASTM A182, Class 2000, threaded or socket weld, for all sizes, 
Ys in. (3 mm) through 4 in . (100 mm) . 

4.7.1.6 Pipe Connections. 

4.7.1.6.1 Welded joints and screwed or flanged fittings (malle­
able iron or ductile iron) shal l be permitted to be used. 

4.7.1.6.2 Mechanical grooved couplings and fittings shall be 
permitted to be used if they are specifically listed for carbon 
d ioxide service. 

4.7.1.6.3 Flush bushings shall not be used. 

4.7.1.6.4 Where hex bushings at·e used fot· one pipe size 
reduction, a Class 3000 steel bushing shall be provided to main­
tain adequate strength . 

4.7.1.6.5 Where hex bushings are used for more than one 
pipe size reduction, 4.7.1.5 shall be followed. 

4.7.1.6.6 Flared, compression-type, or brazed fittings shall be 
used with compatible tubing. 

4.7.1.6.7 vVhere brazed j oints are used, the brazing al loy shall 
have a melting point of 10000F (538°C) or higher. 

4.7.1.7 High-Pressure Supply. 

4.7.1.7.1 * In systems using high-pressure supply with pipe 
other than that specified in 4.7.1 , the thickness of the pipe 
shall be calculated in accordance with A..')ME B31.1. 

4.7.1.7.2 The internal pressure for th is calculation shal l be 
2800 psi (19,306 kPa) . 

4.7.1.8 Low-Pressure Supply. 

4.7.1.8.1 * In systems using low-pressure supply with pipe other 
than that specified in 4. 7.1 , the thickness of th e pipe shall be 
calculated in accordance with ASME B31 .1. 

4.7.1.8.2 The in ternal pressure for this calculation shall be 
450 psi (3103 kPa). 

4.7.2 The piping system shall not be subject to damage. 

4.7.2.1 Pipe shall be reamed and cleaned before assembly, and 
after assembly the entire piping system shall b e blown out 
before nozzles or discharge devices at·e installed. 

4.7.2.2 In systems where valve arrangement introdu ces 
sections of closed piping, such sections shall be equipped with 
pressure relief devices, or the valves shall be designed to 
prevent entrapment of liquid carbon dioxide. 
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4. 7.2.2.1 For high-pressure systems, the pressure relief devices 
shall operate at a pressure no less than 2400 psi (16,547 kPa) 
and no more than 3000 psi (20,684 kPa) . 

4. 7.2.2.2 For low-pressure systems, the pressure relief devices 
shall operate at a pressure no highet· than 450 psi (3103 kPa) . 

4. 7.2.2.3 Where pressure-operated cylinder valves are used, a 
means shall be provided to vent any cylinder gas leakage from 
the manifold, but the means shall a lso prevent loss of gas when 
the system operates. 

4. 7.2.3 All pressure rei ief devices shall be of such design and 
so located that the d ischarge of carbo n d ioxide therefrom will 
not injure personnel. 

4. 7.3 Valves. 

4. 7.3.1 All valves shall be suitable fot· the intended use, partic­
ularly regarding flow capacity and operation. 

4.7.3.2 All valves shall be used only under temperanu·es and 
other conditions for wh ich they at·e listed or approved. 

4. 7.3.3 Valves used in systems with high-pressure storage and 
constantly under pressure shall have a minimum bursting pres­
sure of 6000 psi (41,369 kPa), whe t·eas those n ot under 
constant pressure shal l have a minimum bursting pressure of at 
least 5000 psi (34,474 kPa) . 

4. 7.3.4 Valves used in systems using low-pt·essure storage shall 
\'lithstand a hydrostatic test to 1800 psi (12,411 kPa) without 
permanent distortion. 

4.7.3.5 For flanged valves, the class and style of .flanges 
required to match the valve's flanged connection shall be used. 

4.7.3.6 Valves shall be located , installed, or suitably protected 
so that they at·e not subject to mechanical, chemical, or other 
damage that would render them inoperative. 

4.7.3.7 Valves shall be rated for equivalent length in terms of 
the pipe or tubing sizes with wh ich they will be used. 

4.7.3.8 The equivalent length of cylinder valves sha ll include 
siphon tube, valve, discharge head, and flexible connector. 

4. 7.4* Discharge Nozzles. Discharge nozzles shall be for the 
use intended and shall be listed or approved for discharge 
characteristics. 

4. 7.4.1 Dischat·ge nozzles sha ll be of proper strength for use 
wit11 the expected working pressures, shall be able to resist 
nominal mechanical abuse, and shall be constructed to with­
stand expected temperarnres without deformation. 

4. 7.4.2 Discharge orifices shall be of corrosio n-resistant metal . 

4. 7.4.3 Discharge nozzles used in local appli cation systems 
shall be conn ected and supported so that t11ey cannot readily 
be putoutofadjustment. 

4. 7.4.4* Discharge nozzles shall be permanently marked to 
identify the nozzle and to show the equivalent single-orifice 
diameter regardless of shape and number of orifices. 

4.7.4.4.1 This equivalent d iameter shall refer to the orifice 
diametet· of the standard single-odfice-type nozzle having the 
same flow rate as the nozzle in question. 

4. 7.4.4.2 The marking shall be readily discernible after in­
stallation . 



GENERAL INFORMATION 12-17 

4.7.4.4.3* The standard orifi ce shall be an orifice having a 
ww1ded enU)' with a coefficient of discharge not less than 0.98 
and with the flow characteristics as given in Table 4.7 .5.2.1 and 
Table 4.7.5.3.1. 

4.7.4.4.4 Orifice sizes other than those sh own in Table 
A.4.7.4.4.3 shall be permitted to be used and shall be permitted 
to be marked as decimal orifice equipment. 

4.7.4.5 Discharge Devices. 

4.7.4.5.1 Discharge nozzles shall be provided with frangible 
disks or blowout caps where clogging by foreign materials is 
likely. 

4.7.4.5.2 T hese devices shall provide an unobstructed opening 
upon system operation. 

4.7.5 Pipe and Orifice Size Determination. Pipe sizes and 
orifice areas shall be selected on the basis of calculations to 
deliver the req uired rate of flow at each nozzle. 

4.7.5.1 * The following equation or curves developed thet-e­
from shal l be used to determine the pressure drop in the pipe­
Line: 

where: 

2 
(3647)(D525Y) 

Q = L +8.08(D125Z ) 

Q =flow rate [lb/ min (kg/ min)l 
D = actual inside pipe diameter [ in. (mm)] 
L =equivalent length of pipeline [ft (m)] 

[4 .7.5.1] 

Yand Z = factors depending on storage and line pressure 

4.7.5.2 For systems with low-pt-essure storage, flow shall be 
calculated on the basis of an average storage pressure of 300 psi 
(2068 kPa) during discharge. 

4.7.5.2.1 The discharge rate for equivalent orifices shall be 
based on the values given in Table 4.7.5.2.1. 

4.7.5.2.2 Design nozzle pressures shal l not be less than 150 psi 
(1034 kPa) . 

4.7.5.3 For systems with high-pressure storage, flow shall be 
calculated on the basis of an average storage pressure of 750 psi 
(5171 kPa) during discharge fot· normal 70of (21 °C) storage. 

4.7.5.3.1 The discharge rate through equivalent orifices shall 
be based on the values given in Table 4.7.5.3.1. 

4.7.5.3.2 Design nozzle pressure at 70°F (21 °C) storage shall 
be greater than or equal to 300 psi (2068 kPa) . 

4.7.6* Pipe Hangers and Supports. Pipe hangers and 
supports shall be designed and instal led in accordance with 
recognized indusu-y practices and manufacmrer's insu-uctions. 

4.7.6.1 All pipe hangers and supports shall be attached 
directly to a rigid, fixed structure . 

4.7.6.2 All hangers and components shall be steel. 

4.7.6.3 Ordinat)' cast-iron hangers/ supports, conduit clamps, 
or "C" clamps shall not be used. 

4.7.6.4 All pipe supports shall be designed and installed to 
prevent lateral movement of supported pipe during system 

Table 4.7.5.2.1 Discharge Rate per Square Inch of Equivalent 
Orifice Area for Low-Pressure Storage [300 psi (2068 kPa)] 

Orifice Pressure Discharge Rate 

psi kPa lb/ min·in.2 kg/ min·mm2 

300 2068 4220 2.970 
290 1999 2900 2.041 
280 1931 2375 1.671 
270 1862 2050 1.443 
260 1793 1825 1.284 
250 1724 1655 1.165 
240 1655 1525 1.073 
230 1586 1410 0.992 
220 1517 1305 0.918 
210 1448 1210 0.851 
200 1379 1125 0.792 
190 1310 1048 0.737 
180 1241 977 0.688 
170 1172 912 0.642 
160 1103 852 0.600 
150 1034 795 0.559 

Table 4. 7 .5.3.1 Discharge Rate per Square Inch of Equivalent 
Orifice Area for High-Pressure Storage [750 psi (5171 kPa)] 

Orifice Pressure Discharge Rate 

psi kPa 1b/ min·in. 2 kg/ min·mm2 

750 5171 4630 3.258 
725 4999 3845 2.706 
700 4826 3415 2.403 
675 4654 3090 2.174 
650 4481 2835 1.995 
625 4309 2615 1.840 
600 4137 2425 1.706 
575 3964 2260 1.590 
550 3792 2115 1.488 
525 3620 1985 1.397 
500 3447 1860 1.309 
475 3275 1740 1.224 
450 3103 1620 1.140 
425 2930 1510 1.063 
400 2758 1400 0.985 
375 2586 1290 0.908 
350 2413 1180 0.830 
325 2241 1080 0.760 
300 2068 980 0.690 

discharge while permitting longimdinal movement to accom­
modate expansion and contraction caused by temperature 
changes. 

4.7.6.4.1 Rigid hangers shall be installed wh erever a change in 
elevation o r direction occurs. 

4.7.6.4.2 Nozzles shall be supported so as to prevent move­
ment of tl1e nozzle during discharge. 

4.7.6.5 Where seismic bracing is required, bracing shall be in 
accordance with local codes and the authority havingjurisdic­
tion. 
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4.8* Inspection, Maintenance, and Instruction. 

4.8.1 * Inspection. At least every 30 days, an inspection shall 
be conducted to assess the system's operational condition. 

4.8.2 Hose Testing. 

4.8.2.1 All system hose, including those used as flexible 
connectors, shall be tested at 2500 psi (17,239 kPa) for high­
pressure systems and at 900 psi (6205 kPa) for low-pressure 
systems. 

4.8.2.2 Hose shall be tested as follows: 

(l) The hose shall be removed from any attachment. 
(2) Hose for hand lines shall be checked for electrical 

continuity benveen couplings. 
(3) The hose assembly shall then be placed in a protective 

enclosure designed to permit visible observation of the 
test. 

( 4) The hose shall be completely filled with water before 
testing. 

(5) Pressure shall then be applied at a rate-of-pressure rise 
to reach the test pressure within 1 minute . 

(6) The test pressure shall be maintained for l full minute . 
(7) Observations shall then be made to note any distortion 

or leakage. 
(8) If the test pressure has not dropped and if the couplings 

have not moved, the pressure shall be released. 
(9) The hose assembly shal l be considered to have passed 

the hydrostatic test if no permanent distortion has taken 
place. 

(10) Hose assembly passing the test shall be completely dried 
internally. 

(11) If heat is used for drying, the temperature shall not 
exceed 150°F (66°C) . 

(12) Hose assemblies failing this test shall be marked, 
destroyed, and replaced with new assemblies. 

(13) Hose assemblies passing this test shall be marked with 
the date of the test on the hose. 

4.8.2.3 All system hose, including those used as flexible 
connectors, shal l be tested every 5 years in accordance with 
4.8.2. 

4.8.3* Maintenance. 

4.8.3.1 Test and Maintenance Procedures. A manufacnu-er's 
test and maintenance procedure shall be provided to the 
owner for testing and maintenance of the system. This proce­
dure shall pmvide for the initial testing of the equipment as 
well as for periodic test inspection and maintenance of the 
system. Acntation, impairment, and restoration of this protec­
tion shall be reported promptly to d1e authority havingjurisdic­
tion . 

4.8.3.2 The following shall be verified by competent person­
nel at least annually using available documentation requit·ed in 
4.4.2.14: 

(1) Check and test the carbon dioxide system for operation. 
(2) Check that there have been no changes to d1e size, type, 

and configuration of the hazard and system. 
(3) Check and test all time delays for operation. 
( 4) Check and test all audible alarms for operation. 
(5) Check and test all visible signals for operation. 
(6) Check that all warning signs are installed in accordance 

with 4.3.2. 
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(7) Check to ensure that the procedures in 4.5.6 are appro­
priate and the devices in 4.5.6 are ope t-able. 

(8) Check and test each detector using methods specified in 
NFPA 72. 

4.8.3.2.1 The goal of this maintenance and testing shall be not 
only to ensure that the system is in full operating condition, 
but shall also indicate the probable continuance of that condi­
tion until the next inspection. 

4.8.3.2.2 Discharge tests shall be made when any maintenance 
indicates their advisability. 

4.8.3.2.3 Prior to testing, safety procedures shall be reviewed. 
(See Section 4.3 and A.4.3.) 

4.8.3.3* A maintenance report with recommendations shall 
be filed with the owner. 

4.8.3.4* Any peneu·ations made through the enclosure protec­
ted by the carbon dioxide total flooding system shall be sealed 
immediately. The method of sealing shall restore the original 
fire resistance rating of the enclosure. 

4.8.3.5 High-Pressure Cylinder Weights. 

4.8.3.5.1 At least semiannually, a ll high-pressure cylinders 
shall be weighed, and the date of the last hydrostatic test noted. 
(See 4.6.5.2.) 

4.8.3.5.2 If, at any time, a container shows a loss in net 
content of more man 10 percent, it shall be refilled or 
replaced . 

4.8.3.6 Low-Pressure Container Liquid Levels. 

4.8.3.6.1 At least weekly, the liquid level gauges of low­
pressure containers shall be observed. 

4.8.3.6.2 If at any time a container shows a loss of more man 
10 percent, it shall be refilled, unless me minimum gas require­
ments are still provided. 

4.8.4* Instruction. Persons who inspect, test, maintain, ot­
operate carbon dioxide fire-extinguishin g systems shall be thor­
oughly trained in the functions mey perform. 

Chapter 5 Total Flooding Systems 

5.1 General Information. See also Annex D. 

5.1.1 Description. A total floodin g system shall consist of a 
fixed supply of carbon dioxide permanen tly connected to fixed 
piping, with fixed nozzles at-ranged to discharge carbon d iox­
ide into an enclosed space or enclosure about me hazard. 

5.1.2* Uses. A total flooding system shall be used where there 
is a permanent enclosure around the hazard iliat enables the 
required concenu·ation of carbon dioxide to be built up and to 
be maintained for tl1e required period of time . 

5.1.3 General Requirements. Total flooding systems shall be 
designed, installed, tested, and maintained in accordance with 
me applicable requirements in Chapter 4 and with the addi­
tional requirements set forth in iliis chapter. 

5.1.4 Safety Requirements. See Section 4.3 and 4.5.6. 
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5.2 Hazard Specifications. 

5.2.1 * Enclosure. 

5.2.1.1 * For flash- or surface-type fires, such as will be present 
with flammable liquids, any unclosable openings shall be 
compensated for by additional cat-bon dioxide as specified in 
5.3.5.1. 

5.2.1.2 If the quantity of carbon dioxide required for compen­
sation exceeds the basic quantities required for flooding with­
out leakage, the system shall be permitted to be designed for 
local application in accordance with Chapter 6. 

5.2.1.3* Fot· deep-seated fit-es, such as will be involved with 
solids, unclosable openings shall be restricted to those border­
ing or actually in the ceiling where the size of the openings 
exceeds the pressure relief venting requit-ements set forth in 
5.6.2. 

5.2.1.4 To prevent fire from spreading through openings to 
adjacent hazards or wot-k areas that can be possible t·e-ignition 
sources, su ch openings shall be provided with automatic 
closures or local application nozzles. 

5.2.1.4.1 The gas required for such protection shall be in 
addition to the normal requirement for total flooding. (See 
6.4.3.6.) 

5.2.1.4.2 vVhere neither method in 5.2.1.4 or 5.2 .1.4.1 is prac­
tical, protection shall be extended to include these adjacent 
hazards or work areas. 

5.2.1.5 In the case of process and st01·age tanks where safe 
venting of flammable vapors and gases cannot be realized, the 
use of external local application systems outlined in 6.4.3.6 
shall be required. 

5.2.2 Leakage and Ventilation. Because the efficiency of 
carbon dioxide systems depends on the maintenance of an 
extinguishing concentration of carbon dioxide, leakage of gas 
from the space shal l be kept to a minimum and compensated 
for by applying extra gas. 

5.2.2.1 \\There possible, openings such as doonvays, windows, 
and so forth, shall be arranged to close automatically before, or 
simultaneously \vith, the start of the carbon dioxide discharge, 
or 5.3.5.1 and 5.4.4.1 shall be followed. (FoT personnel safety, see 
Section 4.3.) 

5.2.2.2 Where forced-air ventilating systems are involved, they 
preferably sh all be shut down or closed, or both, before, or 
simultaneously with, the start of the carbon dioxide discharge, 
or additional compensating gas shall be provided. (See 5.3.5.2.) 

5.2.3* Types of Fires. Fires that can be extinguish ed by total 
flooding methods shall be divided into the following two cate­
gories: 

( 1) Surface fires involving flammable liquids, gases, and 
solids 

(2) Deep-seated fires involving solids subject to smoldering 

5.2.3.1 * Surface Fires. For surface fires, carbon d ioxide shall 
be quickly introduced into the enclosme in a quantity to over­
come leakage and provide an extinguishing concentration for 
the specific materials involved. 

5.2.3.2* Deep-Seated Fires. For deep-seated fires, the design 
concentration shall be maintained for a pet·iod of time to allow 
the smoldering to b e extinguished and the material to cool to a 

point at which re-ignition will n ot occur when the inert atmos­
phere is dissipated. 

5.3 Carbon Dioxide Requirements for Surface Fires. 

5.3.1 General. 

5.3.1.1 The quantity of carbon d ioxide for surface-type fires 
shall be based on average conditions assuming fairly prompt 
extinguishment. 

5.3.1.2 Although a reasonable allowance for normal leakage is 
included in the basic volume factors, corrections shall be made 
for the type of material involved and any other special condi­
tions. 

5.3.2 Flanunable Materials. 

5.3.2.1 Consideration shall be given to the determination of 
the design concentration of carbon dioxide required for the 
type of flammable material involved in the hazard. 

5.3.2.1.1 The design concentration shall be determined by 
adding a factor (20 percent) to the minimum effective concen­
u-ation. 

5.3.2.1.2 In no case shall a concenu-ation less than 34 percent 
be used. 

5.3.2.2* Table 5.3.2.2 shall be used to determine the mini­
mum carbon dioxide concentrations for the liquids and gases 
shown in the table. 

5.3.2.3 For materials not given in Table 5.3.2.2, the minimum 
theoretical carbon dioxide concentration shall be obtained 
from some recognized source or determined by test. 

5.3.2.4 If maximum residual oxygen val ues are available, the 
theoretical carbon dioxide concentration sha ll be calculated by 
using the following formula: 

[5.3.2.4] 

%Co 2= (21 ; 1o2 )(loo) 

5.3.3 Volume Factor. The volume factor used to determine 
the basic quantity of carbon dioxide to protect an enclosure 
containing a matet·ial requiring a design concenu-ation of 
34 percent shall be in accordance with Table 5.3.3(a) and Table 
5.3.3(b ) . 

5.3.3.1 * In figuring the net cubic capacity to be protected, 
clue allowance shall be permitted to be made for permanent 
nonremovable, impermeable strucmres materially reducing the 
volwne. 

5.3.3.2 Interconnected Volumes. 

5.3.3.2.1 In two or more interconnected volumes wh ere free 
flow of cat·bon dioxide can take place, the carbon dioxide 
quantity shall be the sum of the quantities calculated for each 
volume, using its respective volume factor from Table 5.3.3(a) 
01· Table 5.3.3(b) . 

5.3.3.2.2 If one volume requires greater t han normal concen­
tration (see 5.3.4), the h igher concentration shall be used in all 
interconnected volumes. 
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Table 5.3.2.2 Minimum Carbon Dioxide Concentrations for 
Extinguishment 

Theoretical Minimum 
Minimum C02 Design C02 

Concentration Concentration 
Material (%) (%) 

Acetyle ne 55 66 
Acetone 27* 34 
Aviation gas grades 30 36 

115/145 
Benzol, benzene 31 37 
Butadie ne 34 41 

Butan e 28 34 
Butane-I 31 37 
Carbon disulfide 60 72 
Carbon monoxide 53 64 
Coal or nantral gas 31* 37 

Cyclopropane 31 37 
Dieth yl ether 33 40 
Dimethyl ether 33 40 
Dowtherm 38* 46 
Ethane 33 40 

Ethyl a lcoho l 36 43 
Ethyl e ther 38* 46 
Eth)rle ne 41 49 
Ethyle ne d ichloride 21 34 
Ethylene oxide 44 53 

Gasoline 28 34 
Higher paraffin 28 34 

hydrocarbons C, H2,+2,n~5 

H ydrogen 62 75 
H ydrogen sulfide 30 36 

Isobutane 30* 36 
Isobutyle ne 26 34 
Isobutyl formate 26 34 
JP-4 30 36 
Kerosene 28 34 

Methane 25 34 
Me thyl acetate 29 35 
Meth yl alcohol 33 40 
Methyl butene-! 30 36 
Methyl e thyl ketone 33 40 

Methyl formate 32 39 
Pe ntane 29 35 
Propane 30 36 
Propylene 30 36 
Que nch, lube o ils 28 34 
Note: The theoretical minimum exti nguishing concentrations in air for 
the materials in the table were obtained from a compilation of Bureau 
of Mines, Bulletins 503 and 627. 
*Calculated from accepted residual oxygen values. 
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Table 5.3.3(a) Volume Factors and Flooding Factors 

(A) (B) (C) 

Volume of Volume Flooding Calculated 
Space Factor Factor Quantity (lb) 
(ft3) (ft3 / lb C02) (lb C0d ft3) (Not Less Than) 

Up LO 140 14 0.072 
141-500 15 0.067 10 

501-1600 16 0.063 35 
1601-4500 18 0.056 100 

4501-50,000 20 0.050 250 
O ver 50,000 22 0.046 2500 

Table 5.3.3(b) Volume Factors and Flooding Factors (SI Units) 

(A) (B) (C) 

Volume of Volume Flooding Calculated 
Space Factor Factor Quantity (kg) 
(m3) (m3/ kg C02) (kgC02/ m3) (Not Less Than) 

Up LO 3.96 0.86 1.15 
3.97-14.15 0.93 1.07 4.5 
1 4.1~5.28 0.99 1.01 15.1 

45.29-127.35 1.11 0.90 45.4 
1 27.3~1415.0 1.25 0.80 113.5 
O ver 1415.0 1.37 0.74 11 35.0 

5.3.4 Material Conversion Factor. For ma teria ls reqmn ng a 
design concentratio n over 34 p ercent, the basic quantity of 
carbon d ioxide calculated fi·om the volume factot· given in 
Table 5 .3.3(a ) a nd Table 5 .3 .3(b ) sha ll be increased by multi­
plying this quantity by the appropriate conversion factor given 
in Figure 5 .3 .4. 

5.3.5 Special Conditions. Additional quantities of carbon 
dioxide shal l be p rovided to compensate for a ny special condi­
t ion that could adversely affect the extinguishing efficie ncy. 
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FIGURE 5.3.4 Material Conversion Factors. 
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5.3.5.1 * Openings That Cannot Be Closed. 

5.3.5.1.1 Any openings d1at cannot be closed at the time of 
extingttishment shall be compensated for by me addition of a 
quantity of carbon dioxide equal to me anticipated loss at the 
design concenu·ation dud.ng a 1-minute period. 

5.3.5.1.2 This amount of carbon dioxide shall b e applied 
mrough d1e regular distribution system. (See 5. 2.1. I and 
A.5.5.2.) 

5.3.5.2 Ventilating Systems. 

5.3.5.2.1 For ventilating systems that cannot be shut down, 
additiona l carbon dioxide shall be added to me space through 
the regular distribution system in an amount computed by 
dividing the volume moved during me liquid discharge period 
by me fl ooding factor. 

5.3.5.2.2 This additional amount of carbon dioxide shall be 
multiplied by the material conversion factor (determined from 
Figme 5.3.4) when me design con centration is g reater than 
34 percent. 

5.3.5.3* For applications where the normal temperature of 
me enclosw·e is above 200°F (93oC), a 1 percent increase in 
me calculated total quantity of carbon dioxide shall be provi­
ded for each additional 5°F (2.8°C) above 200°F (93°C) . 

5.3.5.4 For applications where me nonnal temperature of the 
enclosure is below 0°F (- 18°C), a 1 percent increase in the 
calculated total quantity of carbon dioxide shall be provided 
for each degree Fahrenhe it below OOF (-18°C) . 

5.3.5.5* Except for unusual conditions, it shall not be 
required to provide extra carbon dioxide to maintain the 
design concentration . 

5.3.5.6 If a hazard contains a liquid having an auto-ignition 
temperantre b elow its boiling point, me carbon dioxide 
concenu·ation shall b e maintained fot· a sufficient period to 
a llow me liquid temperature to cool below its auto-ignition 
temperature. (See 6.3.3.5.) 

5.3.5.7* Flooding Factor. 

5.3.5.7.1 A flooding factot· of 8 ft3/ lb (0.50 m3/ kg) shall be 
used in ducts and covered trenches. 

5.3.5.7.2 If me combustibles represent a deep-seated fire, the 
fire shall be u·eated as described in Section 5.4. 

5.4 Carbon Dioxide Requirements for Deep-Seated Fires. 

5.4.1 * General. 

5.4.1.1 After m e design concentration is reached, me concen­
tration shall be maintained for a substantial period of time, but 
not less than 20 minutes. 

5.4.1.2 Any possible leakage sh all be g iven special considera­
tion b ecause no allowance is included in the basic flood ing 
factors. 

5.4.2* Combustible Materials. 

5.4.2.1 * The d esign concentrations listed in Table 5.4.2.1 shall 
be achieved for me hazat·ds listed. 

5.4.2.2 Other Deep-Seated Fires. 

5.4.2.2.1 Flooding factors for omer deep-seated fires shall be 
justified to the satisfaction of me auth01·ity having jurisdiction 
b efore use . 

5.4.2.2.2 Consideration sha ll be given to the mass of materia l 
to be protected because the mermal insulating effects reduce 
me rate of cooling. 

5.4.3 Volume Consideration. 

5.4.3.1 T he volume of the space shall be determined m 
accordance wim 5.3.3.1. 

5.4.3.2 The basic quantity of carbon dioxide required to 
pmtect an enclosure sha ll be obtained by treating the volume 
of the enclosure by th e flooding fac tor given in 5.4.2. 

5.4.4 Special Conditions. Additional quantities of carbon 
dioxide shall be provided to compensate for any specia l condi­
tion mat could adversely affect the extinguishing efficiency. (See 
5.3.5.2, 5.3.5.3, and 5.3.5.4.) 

5.4.4.1 Any openings mat cannot be closed at m e time of 
extinguishment shall be compensated for by the addition of 
carbon dioxide equal in volume to the expected leakage 
volume during the extinguishing period. 

5.4.4.2 If leakage is appreciable, consideration sha ll be given 
to an exte nded discharge system. (See A.5.5.2. ) 

5.5 Distribution System. 

5.5.1 General. The distribution system for applying carbon 
dioxide to enclosed hazards sh a ll be d esigned with due consid­
eration for me matet·ials involved and the nature of me enclo­
sure, because d1ese items can require various discharge times 
and rates of application. 

Table 5.4.2.1 Volume Factors and Flooding Factors for Specific Hazards 

Design Volume Factors 
Concentration 

(%) ft3/ lb C02 m3/ kg C02 

50 10 0.62 

50 12 0.75 

65 8 0.50 

75 6 0.38 

Flooding Factors 

0.100 

0.083 
(200 lb minimum) 

0.125 

0.166 

1.60 

1.33 
(91 kg m inim um) 

2.00 

2.66 

Specific Hazards 

Dry electrical hazards in general [spaces 
less than 2000 ft3 (56.6 m3)] 

Dr-y electrical hazards in general [spaces 
greate r than 2000 ft3 (56.6 m 3) ] 

Record (bulk paper) storage, ducts, 
covered trench es 

Fur sto rage vaults, dust collectors 
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5.5.2* Rate of Application. The m1mmum design rate of 
application shall be based on the quantity of carbon dioxide 
and the maximum time to achieve design concentration. 

5.5.2.1 * For surface fires, the design concentration shall be 
achieved within 1 minute from start of discharge . 

5.5.2.2 For high-pressure systems, if a part of the hazard is to 
be protected by total flooding, the discharge rate for the total 
flooding portion shall be computed as specified in 6.3.2.3. 

5.5.2.3 For deep-seated fires, the design concenu·ation shall 
be achieved within 7 minutes, but the rate shall be n ot less than 
that required to develop a concenu·ation of 30 percent in 
2 minutes. 

5.5.3* Enclosed Rotating Electrical Equipment. For enclosed 
rotating electrical equipment, a minimum concenu-ation of 
30 percent shall be maintained for the deceleration period, but 
not less than 20 minutes. 

5.5.4 Piping Systems. 

5.5.4.1 Piping shall be designed in accordance with 4.7.5 to 
deliver the required rate of application at each nozzle . 

5.5.4.2* High-pressure storage temperatures shall be permit­
ted to range from 0°F to 130°F ( - 18oC to 54 oq without requir­
ing special methods of compensating for changing flow rates. 
(See 4.6.5.5. ) 

5.5.5 Nozzle Sizing and Distribution. Nozzles used in connec­
tion with total flooding systems with either high- or low­
pressme supply shall be of a type suitable for the intended 
purpose and shall be located to achieve the best result~. 

5.5.5.1 Nozzle Selection. 

5.5.5.1.1 The types of nozzles selected and their placement 
shal l be such that the discharge will not unduly splash flamma­
ble liquids or create dust clouds that could extend the fire, 
create an explosion, or otherwise adversely affect the contents 
of the enclosure. 

5.5.5.1.2 Nozzles vary in design and discharge characteristics 
and shall be selected on the basis of their adequacy for the use 
intended. 

5.5.5.2 Spacing and sizing of nozzles in ductwork is depend­
ent on many factors such as velocity in duct, location and effec­
tiveness of dampers, possible loading of duct walls with 
combustible deposits, duct length, and cross-sectional dimen­
sions. 

5.5.5.2.1 The nozzle locations and sizing shaH be selected to 
ensure disu-ibution of the carbon dioxide throughout the 
entire length of the ductwork. 

5.5.5.2.2 Automatic dampers shall be provided to close on 
system operation . 

5.5.5.2.3 No allowance shall be required for inlet and outlet 
duct openings that have surface hazards only. (See 5.3.5. 7 and 
Table 5.4.2.1.) 

5.6 Venting Consideration. 

5.6.1 * General. The venting of flammable vapors and pres­
sure buildup from the discharge of quantities of carbon diox­
ide into closed spaces shall be considered. (See 5.2.1.5.) 
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5.6.2* Pressure Relief Venting. For very tight enclosures, the 
necessary a•·ea of fi·ee venting shall be calculated fi·om the 
following equation: 

where: 

X=-Q-
1.3JP 

X= free venting area (in .2) 

Q = calculated carbon dioxide flow rate (lb/ min) 
P = allowable su-ength of enclosure (lb/ ft2

) 

[5.6.2] 

5.6.2.1 Satisfactory results shall be achieved by assuming the 
expansion of carbon dioxide to be 9 ft3 / lb (0.56 m3 / kg) . 

5.6.2.2 For SI units, the following equation shall apply: 

where: 

X - 239Q 
- JP 

X= f•·ee venting area (mm2
) 

Q = calculated carbon d ioxide flow •·ate (kg/ min) 
P = allowable su-ength of enclosure (kPa) 

Chapter 6 Local Application Systems 

6.1 General Information. See also Annex F. 

[5.6.2.2] 

6.1.1 Description. A local application system shall consist of a 
fixed supply of carbon dioxide permanently con nected to a 
system of fixed piping with nozzles arranged to discharge 
directly into the fire. 

6.1.2* Uses. Local application systems shall be used for the 
extinguishment of surface fires in flammable l iquids, gases, and 
shallow solids, where the hazard is not enclosed o•- where the 
enclosure does not conform to the requirements for total 
flooding. 

6.1.3 General Requirements. Local application systems shall 
be designed, instal led, tested, and maintain ed in accordance 
with the applicable requirements in previous chapters and with 
the additional requirement~ set forth in this chapter. 

6.1.4* Safety Requirements. 

6.2 Hazard Specifications. 

6.2.1 Extent of Hazard. The hazard shall be so isolated from 
other hazards or combustibles that fire will not spread outside 
the protected area. 

6.2.1.1 The entire hazard sha ll be protected. 

6.2.1.2 The hazard shall include a ll areas that are, or can 
become, coated by combustible liquids or shallow solid coat­
ings, such as a•·eas subject to spillage, leakage, dripping, splash­
ing, or condensation. 

6.2.1.3 The hazard shall also include a ll associated materials 
or equipment, such as fresh ly coated stock, drain boards, 
hoods, ducts, and so forth, that could extend fire outside or 
lead fire into the protected area. 
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6.2.1.4 A series of interexposed hazards shall be permitted to 
be subdivided into smaller groups or sections with the approval 
of the authority havingjurisdiction. 

6.2.1.5 Systems for such hazards shall be designed to give 
immediate independent protection to adjacent groups or 
sections as needed. 

6.2.2 Location of Hazard. 

6.2.2.1 The hazard shall be permitted to be indoors, partly 
sheltered, or completely outdoors. 

6.2.2.2 It is essential that the carbon dioxide d ischarge shall 
be such that winds or su-ong air currents do not impair the 
protection. 

6.3 Carbon Dioxide Requirements. 

6.3.1 * General. The quantity of carbon dioxide required for 
local application systems shall be based on the total rate of 
discharge needed to blanket the area or volume protected and 
the time that the discharge must be maintained to ensure 
complete extinguishment. 

6.3.1.1 * High-Pressure Storage. 

6.3.1.1.1 FN systems with high-pressure storage, the compu­
ted quantity of carbon dioxide shall be increased by 40 percent 
to determine nominal cylinder storage capacity because only 
the Liquid portion of the discharge is effective. 

6.3.1.1.2 This increase in cylinder storage capacity shall not be 
required for the total flooding portion of combined local appli­
cation-total flooding systems. 

6.3.1.2* The quantity of carbon dioxide in storage shall be 
increased by an amount to compensate for liquid vaporized in 
cooling the piping. 

6.3.2 Rate of Discharge. Nozzle discharge rates shall be deter­
mined by either the surface method, as covered in Section 6.4, 
or the volume method, as covered in Section 6.5. 

6.3.2.1 The total rate of discharge for the system shall be the 
sum of the individual rates of all the nozzles or discharge devi­
ces used on the system. 

6.3.2.2 For low-pressure systems, if a part of the hazard is to be 
protected by total flooding, the discharge rate for the total 
flooding part shall develop the required concenu-ation in not 
more than the discharge time used for the local application 
part of the system. 

6.3.2.3 For high-pressure systems, if a part of the hazard is to 
be protected by total flooding, the discharge rate for the total 
flooding part shall be computed by dividing the quantity 
required for total flooding by the factor 1.4 and by the time of 
the local application discharge in minutes, as shown in the 
following equation: 

[6.3.2.3] 

where: 
Q,.- = rate of flow for the total flooding portion [ lb/ min (kg/ 

min)) 

~- = total quantity of carbon d ioxide for the total flooding 
portion [lb (kg)) 

1~ = liquid discharge time for the local application portion 
(min) 

6.3.3* Duration of Discharge. 

6.3.3.1 The minimum Liquid discharge time from all nozzles 
shall be 30 seconds. 

6.3.3.2* AU local application nozzles protecting a single 
hazard shall concurrently discharge liquid for a period not less 
than the minimum liquid d ischarge time . 

6.3.3.3 The minimum time shall be increa5ed to compensate 
for any hazard condition that would require a longer cooling 
period to ensure complete extinguishment. 

6.3.3.4 Where there is a possibility that metal or other mate­
rial can become heated above the ignition temperature of the 
fuel, the effective discharge time shall be increased to a llow 
adequate cooling time . 

6.3.3.5* Vl'here the fuel has an auto-ignition point below its 
boiling point, such as paraffin wax and cooking oils, the effec­
tive discharge time shall be increased to permit cooling of the 
fuel to prevent re-ignition. 

6.3.3.5.1 The minimum liquid d ischarge time shall be 
3 minutes. 

6.4 Rate-by-Area Method. 

6.4.1 * General. The area method of system design shall be 
used where the fire hazard consists primarily of flat surfaces or 
low-level objects associated with horizontal surfaces. 

6.4.1.1 System design shall be based on listing or approval 
data fot· individual nozzles. 

6.4.1.2 Extrapolation of such data above or below the upper 
or lower limits shall not be permitted. 

6.4.2 Nozzle Discharge Rates. The design discharge rate 
through individual nozzles shall be determined on the basis of 
location or projection distance in accordance with specific 
approvals or listings. 

6.4.2.1 * The discharge rate for overhead-type nozzles shall be 
determined solely on the basis of distance from the surface 
each nozzle protects. 

6.4.2.2* The discharge rate for tankside nozzles shall be deter­
mined solely on the basis of the throw or projection required 
to cover the surface each nozzle pt-otect~. 

6.4.3 Area per Nozzle. The maximum area protected by each 
nozzle shall be determined on the basis of location or projec­
tion distance and the design discharge rate in accordance with 
specific approvals or listings. 

6.4.3.1 The same factors used to determine the design 
discharge rate shall be used to determine the maximum area to 
be protected by each nozzle. 

6.4.3.2 The portion of the hazard p rotected by individual 
overhead-type nozzles shall be considered as a square area. 

6.4.3.3 The portion of the hazard protected by individual 
tankside or linear nozzles is either a rectangular or square area 
in accordance with spacing and discharge limitations stated in 
specific approvals or listings. 
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6.4.3.4* Where coated rollers or other similar irregular shapes 
are to be protected, the projected wetted area shall be used to 
determine nozzle coverage. 

6.4.3.5 Where coated surfaces are to be protected, the area 
per nozzle shall be pennitted to be increa5ed to a maximum of 
40 percent over the areas given in specific approvals or listings. 

6.4.3.5.1 Coated surfaces shall be defined as those designed 
for drainage that are constructed and maintained so that no 
pools of liquid will accumulate over a total area exceeding 
10 percent of the protected surface. 

6.4.3.5.2 Paragraph 6.4.3.5 shal l not apply where there is a 
heavy buildup of residue. (See 6.1.2.) 

6.4.3.6 Where local application nozzles are used for protec­
tion across openings as defined in 5.2.1.4 and 5.2.1.5, the area 
per nozzle given by specific approval or listing shall be permit­
ted to be increased to a maximum of20 percent. 

6.4.3.7 vVhere deep-layer flammable liquid fit·es are to be 
protected, a minimum freeboard of 6 in. (152 mm) shall be 
provided unless otherwise noted in approvals or listings of 
nozzles. 

6.4.4 Location and Number of Nozzles. A quantity of nozzles 
shall be used to cover the entire hazard area on the basis of the 
unit areas protected by each nozzle. 

6.4.4.1 Tankside or Linear nozzles shall be located in accord­
ance with spacing and discharge rate limitations stated in 
specific approvals or listings. 

6.4.4.2 Overhead-type nozzles shall be installed perpendicular 
to the hazard and centered over the area protected by the 
nozzle. 

6.4.4.2.1 Overhead-type nozzles shall also be permitted to be 
installed at angles between 45 degrees and 90 degrees from the 
plane of the hazard surface as prescribed in 6.4.4.3. 

6.4.4.2.2 The height used in determining the necessary flow 
rate and area coverage shall be the distance from the aiming 
point on the protected sw·face to the face of the nozzle meas­
ured along the axis of the nozzle. 

6.4.4.3 Nozzles Installed at an Angle. 

6.4.4.3.1 vVhen nozzles are installed at an angle, they shall be 
aimed at a point measured from the near side of the area 
protected by the nozzle. 

6.4.4.3.2 This location shall be calculated by multiplying the 
fractional aiming factor in Table 6.4.4.3.2 by the width of the 
area protected by the nozzle . 

Table 6.4.4.3.2 Aiming Factors for Angular Placement of 
Nozzles, Based on 6 in. (152 mm) Freeboard 

Discharge Angle* 

45-60 
60-75 
75-90 

90 (perpendicular) 
*Degrees from p lane of hazard surface. 
t Frac rional amount of nozzle coverage area. 
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Aiming Factorst 

~ 
~-% 
%-~ 

~ (center) 

6.4.4.4 Nozzles shall be located so as to be free of possible 
obsu·uctions that could interfere with the projection of the 
discharged carbon dioxide. 

6.4.4.5* Nozzles shall be located so as to develop an extin­
guishing atmosphere over coated stock extending above a 
protected surface. 

6.4.4.6 The possible effect5 of air currents, wi nds, and forced 
drafts shall be compensated for by nozzle locations or by 
providing additional nozzles to protect the outside areas of d1e 
hazard. 

6.5 Rate-by-Volume Method. 

6.5.1 * General. The volume method of system design shall be 
used where d1e fire hazard consist5 of three-dimensional irregu­
lar object5 that cannot be ea5ily t·educed to equivalent surface 
areas. 

6.5.2 Assumed Enclosure. The total discharge rate of the 
system shall be based on the volume of an assumed enclosure 
entirely surrounding the hazard. 

6.5.2.1 The assumed enclosure shall be based on an actua l 
closed floot· unless special provisions are made to take care of 
bottom conditions. 

6.5.2.2 T he assumed walls and ce iling of this enclosure shall 
be at least 2ft (0.6 m) from the main hazard unless actual walls 
are involved, and they shall enclose all areas of possible leak­
age, splashing, or spillage. 

6.5. 2.3 No deductions shall be made for solid objects within 
this volume. 

6.5.2.4 A minimum d imension of 4ft (1.2 m) shall be used in 
calculating the volume of the assumed enclosure. 

6.5.2.5 If the hazard can be subjected to winds or forced 
draft5, the assumed volume shall be increased to compensate 
for losses on the windward sides. 

6.5.3 System Discharge Rate. 

6.5.3.1 The total discharge rate for the basic system shall be 
equal to 1 lb/ min·ft3 (16 kg/ m in·m3

) of assumed volume. 

6.5.3.2* If the assumed enclosure has a closed floor and is 
partly defined by permanent continuous walls extending at 
least 2 ft (0.6 m) above the hazard (where the walls are not 
normally a part of the hazard), d1e dischat·ge rate sha ll be 
permitted to be proportionately reduced to not less than 
0.25 lb/ min·ft3 (4 kg/ min·m3) for actual walls completely 
surrotmding the enclosw·e. 

6.5.4 Location and Number of Nozzles. A quantity of nozzles 
shall be used to cover the entire hazard volume on the basis of 
the system discharge rate as determined by the assumed 
volume. 

6.5.4.1 Nozzles shall be located and d irected so as to retain 
the discharged cat·bon dioxide in the hazard volume by cooper­
ation between nozzles and objects in d1e hazard volume. 

6.5.4.2 Nozzles shall be located so as to compensate for any 
possible effects of air curren ts, winds, or forced drafts. 

6.5.4.3 The design discharge rates duough individual nozzles 
shall be determined on the basis of location or projection 
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distance in accordance with specifi c approvals or listings for 
surface fires. 

6.6 Distribution System. 

6.6.1 General. The system shall be designed to provide an 
effective dischat·ge of carbon dioxide promptly before excessive 
amounts of heat can be absorbed by materials \vithin the 
hazard. 

6.6.1.1 The carbon dioxide supply shall be located as near to 
the hazard as practicable and yet not be exposed to the fire, 
and the pipeline shall be as direct as practicable \vith a mini­
mum number of turns in order to get carbon dioxide to the 
fire promptly. 

6.6.1.2 The system shall be designed for automatic operation 
except where the authorities having jurisdiction permit manual 
operation. 

6.6.2* Piping Systems. Piping shall be designed in accord­
ance \vith 4.7.5 to deliver the required rate of application at 
each nozzle. 

6.6.3 Discharge Nozzles. The nozzles used shall be listed or 
approved for rate of discharge, effective range, and pattern or 
area coverage. 

6.6.3.1 The equivalent orifice size used in each nozzle shall be 
determined in accordance with 4.7.5 to match the design 
discharge rate. 

6.6.3.2 Nozzles shall be accurately located and directed in 
accordance with the system design requirements as covered in 
Sections 6.4 and 6.5. 

Chapter 7 Hand Hose Line Systems 

7.1 General Information. 

7.1.1* Description. Hand hose line systems shall consist of a 
hose reel or rack, hose, and a discharge nozzle assembly 
connected by fixed piping to a supply of carbon dioxide . 

7.1.2 Uses. Hand hose line systems shall be permitted to be 
used to supplement fixed fire protection systems or to supple­
ment first aid fire extinguishers for the protection of specific 
hazards for which carbon dioxide is the extinguishing agent. 

7.1.2.1 These systems shall not be used as a substitute for 
other fixed carbon dioxide fire-extinguishing systems equipped 
\vith fixed nozzles, except where the hazard cannot adequately 
or economically be provided \vith fixed protection. 

7.1.2.2 The decision as to whether hose lines are applicable to 
the particular hazard shall rest \vith the authority having juris­
diction. 

7.1.3 General Requirements. Hand hose line systems shall be 
installed and maintained in accordance with the applicable 
requirements of Chapters 4 through 6, except as outlined in 
Sections 7.2 through 7.6. 

7.1.4* Safety Requirements. 

7.2 Hazard Specifications. Hand hose line systems shall be 
permitted to be used to combat fires in all hazards covered 
under Chapter 1, except those that are inaccessible and beyond 
the scope of manual fire fighting. 

7.3 Location and Spacing. 

7.3.1 Location. 

7.3.1.1 Hand hose line stations shall be placed such that they 
are easily accessible and within reach of the most d istant hazard 
that they are expected to protect. 

7.3.1.2 In general, hand hose line stations shall not be located 
such that they are exposed to the hazard, nor sha ll they be loca­
ted inside any hazard area pmtected by a total flooding system. 

7.3.2 Spacing. If multiple hose stations are used, they shall be 
spaced so that any area witl1in the hazard can be covered by 
one or more hose lines. 

7.4 Carbon Dioxide Requirements. 

7.4.1 Rate and Duration of Discharge. 

7.4.1.1 The t·ate and duration of dischat·ge, and consequently 
tl1e amount of carbon dioxide, shall be determined by the type 
and potential size of the hazard. 

7.4.1.2 A hand hose line shall have a quantity of carbon diox­
ide to permit its use for at least 1 minute. 

7.4.2 Provision for Use by Inexperienced Personnel. The 
possibility of these hose lines being used by inexperienced 
personnel shall be considered, and a provision shall be made 
so that there \vill be a supply of carbon d ioxide to enable 
personnel to effect extinguishment of the hazards that they are 
likely to encounter. 

7.4.3 Simultaneous Use. 

7.4.3.1 \<\There simultaneous use of two ot· more hose lines is 
possible, a quantity of carbon dioxide shall be available to 
support the maximum number of nozzles that are likely to be 
used at any one time for at least 1 minute . 

7.4.3.2 All supply piping shall be sized for the simultaneous 
operation of the number of nozzles that are likely to be used. 

7.5 Equipment Specifications. 

7.5.1 Hose. Hose lines on systems with high-pressure supply 
shall have a min imum bursting pressure of 5000 psi 
(34,474 kPa), and h ose lines of systems \vith low-pressure 
supply shall have a minimum bursting pressme of 1800 psi 
(12,411 kPa) . (See 4.8.2.) 

7.5.2* Discharge Nozzle Assembly. Hose lines sh a ll be 
equipped witl1 a discharge nozzle assembly tl1at can be easily 
handled by one operator and tl1at contains a quick-opening 
shutoff valve to control tl1e flow of carbon dioxide tlrrough tl1e 
nozzle and a handle for d irecting the d ischarge. 

7.5.3 Hose Line Storage. 

7.5.3.1 The hose shall be coiled on a hose reel or t·ack such 
that it \viii be ready for immediate use witl1out the necessity of 
coupling and such that it can be uncoiled \vitl1 a minimum of 
delay. 

7.5.3.2 If installed outdoors, the hose line shall be protected 
against tl1e weather. 

7.5.4* Charging the H ose Line. 

7.5.4.1 All controls for actuating the system sha ll be located in 
tl1e immediate vicinity of the hose reel. 
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7.5.4.2* The carbon dioxide supply shall be located as close to 
the hose reel as possible so that liquid carbon dioxide will be 
supplied to the hose line with a minimum of delay after actua­
tion. 

7.5.4.3 Except when in actual use, pressme shall not be 
permitted to remain in the hose line. 

7.6 Training. 

7.6.1 Successful extinguishment of fire with hand hose lines 
greatly depends on the individual ability and technique of the 
operator. 

7.6.2 All personnel who are likely to use this equipment at the 
time of a fire shall be trained in its operation and in the fire­
fighting techniques applicable to this equipment. 

Chapter 8 Standpipe Systems and Mobile Supply 

8.1 General Information. 

8.1.1 * Description. A standpipe system shall be a fixed total 
flooding, local application, or hand hose line system witl1out a 
permanently connected carbon dioxide supply. 

8.1.2* Uses. Standpipe systems shall be installed on ly with the 
approval of the authority havingjurisdiction. 

8.1.3 General Requirements. Standpipe systems and mobile 
supply shall be installed and maintained in accordance witll the 
requirements in Chapters 4 tl1rough 7, in addition to those 
outlined in Sections 8.2 through 8.5. 

8.1.3.1 Piping shall be installed in accordance with the 
requirements applicable for the system if a permanently 
cOtUlected supply is used. 

8.1.3.2 Appreciable lengths of piping on the portable supply 
shall be taken into account. 

8.2 Hazard Specifications. Standpipe systems and mobile 
supply shall be permitted to be used to protect hazards de­
scribed in Chapters 4 through 7, where extinguishment will not 
be adversely affected by the delay in obtaining effective 
discharge of carbon dioxide while the mobile supply is being 
brought to the scene and coupled to tile standpipe system. 

8.3 Standpipe Requirements. 

8.3.1 The supply piping of standpipe systems shall be 
equipped with quick-change couplings and shall terminate in 
an easily accessible and well-marked location for connection to 
the mobile supply. 

8.3.2 This location shall be marked with the amount of carbon 
dioxide required and the required duration of discharge. 

8.4 Mobile Supply Requirements. 

8.4.1 * Capacity. The mobile supply shall have a capacity in 
accordance with the pmvisions of Chapters 4 through 7. 

8.4.2 Coupling. 

8.4.2.1 The mobile supply shall be provided with a means for 
transferring carbon d ioxide into tile standpipe system. 

8.4.2.2 Quick-change couplings shall be provided to permit 
these connections to be made as rapidly as possible. 
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8.4.3 Mobility. 

8.4.3.1 The stomge container or containers of carbon dioxide 
shall be mounted on a movable ve hicle that can be brought to 
the scene of the fire by manual means, by a separate motor 
vehicle, or under it5 own power. 

8.4.3.2 The means of transporting the mobile supply shall be 
dependable and capable of getting to the fire with a minimum 
of delay. 

8.4.4 Location. The mobile supply sha ll be kept close to the 
hazards that it is intended to protect so that fire extinguish­
ment can be started as soon as possible after the fire bt-eaks 
out. 

8.4.5 Accessories. The mobile supply for standpipe systems 
shall be permitted to be provided with hand hose lines as acces­
sory equipment for the protection of small scattered hazards or 
as a supplement to standpipe systems or other fixed protection. 

8.5* Training. It is imperative tl1at those persons assigned to 
the units shall be trained in tl1e use and maintenance of the 
standpipe systems and mobile supply. 

Chapter 9 Marine Systems 

9.1 Special Definitions. The following definitions shall apply 
to Chapter 9: 

(1) Marine systems (See 3.4.1.) 
(2) Space 

(a) Cargo space (See 3. 4. 2. 1. ) 
(b) Electrical equipment space (See 3.4.2.2.) 
(c)* Machinery space (See 3.4.2.3.) 
(d)* Vehicle space (See 3.4.2.4.) 

9.2 General. 

9.2.1* Outline. This chapter outlines the modifications neces­
sary for marine systems. 

9.2.2 All other requirements of this standard shall apply to 
marine systems except a5 modified by this chapter. 

9.3 System Requirements. 

9.3.1 Components. System components shall be specifically 
listed or approved for carbon dioxide system marine applica­
tions. 

9.3.2 Operating Instructions. 

9.3.2.1 Instructions for the operation of the system shall be 
located in a conspicuous place at or near a ll manual controls 
and in the carbon dioxide storage room. 

9.3.2.2 For systems in which the carbon d ioxide storage is not 
within the protected space, the operating insu-uctions shall 
include a chart indicating the location of the emergency 
control to be used if the normal controls fail to operate. 

9.3.3 Actuation. 

9.3.3.1 * For spaces greater than 6000 ft3 
( 170 m3

), automatic 
release of the carbon dioxide system sha ll not be permitted. 

9.3.3.2* Automatic release sha ll be permitted for any space of 
6000 ft3 (170 m3

) or less, provided the requirements of 
9.3.3.2.1 through 9.3.3.2.4 are m et. 
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9.3.3.2.1 Horizontal means of egress fi·om the machinery 
enclosure to the open deck shall be provided. 

9.3.3.2.2 The enclosure shall be unmanned during any opera­
tion of the equipment. 

9.3.3.2.3 The system shal l be locked out when persons are 
present within the enclosure. 

9.3.3.2.4 Automatic actuation of the system shall not interfere 
with safe navigation of the vessel. 

9.3.3.3 For manual operation, two separate valves shall be 
provided for releasing carbon dioxide into any protected space. 

9.3.3.3.1 One valve shall control dischat·ge from the carbon 
dioxide storage. 

9.3.3.3.2 The second valve shall control carbon dioxide 
discharge into the protected space(s) . 

9.3.3.3.3 For systems that contain 300 lb (136 kg) of carbon 
dioxide storage or less, only one valve shall be required to be 
used for the release of the system, provided that the protected 
space is normally unoccupied and has horizontal egress. 

9.3.3.4* Controls. 

9.3.3.4.1 A separate manually operated cono·ol shall be provi­
ded to operate each valve required by 9.3.3.3. 

9.3.3.4.2 A set of controls shall be located out~ide at least one 
of the main means of egt·ess from each pt·otected space. 

9.3.3.5* In addition to the manually operated controls 
required by 9.3.3.4, each of the valves required by 9.3.3.3 shall 
be provided with its own emergency manual control. 

9.3.3.6 Release Box. 

9.3.3.6.1 Controls for the valves required by 9.3.3.4 shall be 
located inside a release box clearly identified for the protected 
space. 

9.3.3.6.2 If the box containing the controls is to be locked, a 
key to the box shall be provided in a break-glass-type enclosure 
conspicuously located adjacent to the box. 

9.3.3.7* Source of Power. 

9.3.3.7.1 In addition to the t·equirement~ of 4.3.3.2, audible 
predischarge alarms shall b e provided that depend on no 
source of power other than carbon dioxide pressure. 

9.3.3.7.2 The time delay required by 4.5.6.2.2 shall be a mini­
mum of 20 seconds and shall depend on no source of power 
other than carbon dioxide pressure. 

9.3.4 Carbon Dioxide Storage. 

9.3.4.1 Carbon dioxide storage shall be permitted inside 
normally unoccupied protected spaces for systems that contain 
not more than 300 lb (136 kg) of carbon dioxide stot·age and 
are equipped for automatic actuation. 

9.3.4.2 Low-pressure systems shall be provided with dual 
t·efrigeration units and shall be conso·ucted in accordance with 
46 CFR 58.20. 

9.3.4.3 When the carbon dioxide containers are located 
outside a protected space, they shall be stored in a room that 
shall be situated in a safe and readily accessible location and 

shall be effectively ventilated so that th e agent containers are 
not exposed to ambient temperanu·es outlined in 4.6.5.5. 

9.3.4.3.1 Common bulkheads and decks located between 
agent container storage rooms and protected spaces shall be 
pmtected with A-60 class strucntral insulation as defined by 
46 CFR 72. 

9.3.4.3.2 Doors and other means of closing any opening 
therein that fot·m t he boundaries between such moms and 
adjoining protected spaces shall be gastight. 

9.3.4.3.3 Agent container storage rooms shall be accessible 
without having to pass through the space being protected. 

9.3.4.3.4 Access doors shall open outward. 

9.3.4.3.5 For systems that contai n 300 lb (136 kg) of carbon 
dioxide storage or less, o nly one valve shall be required to be 
used for the release of the system, provided that the protected 
space is normally unoccupied and has horizontal egress . 

9.3.5 System Piping. 

9.3.5.1 'Where necessary, drains shall be provided for the 
removal of accumulated moisture. 

9.3.5.2 Carbon dioxide piping shall not be fitted with drains 
or other openings within living quarters . 

9.3.5.3 Carbon dioxide piping shall be used for no other 
purpose, except that carbon d ioxide piping shall be permitted 
to be used in an air-sampli ng-type smoke detection system. 

9.3.6 System Design. System design shall comply with Chap­
ters 5 du·ough 7 except as described tn 9.3.6.1 tlu·ough 
9.3 .6.4.2. 

9.3.6.1 Machinery Spaces. Machinery spaces shall be 
designed to a 34 percent conceno·ation based on the gross 
volume. 

9.3.6.1.1 Eigh ty-five percent of the conceno·ation required by 
9.3.6.1 shall be achieved within 2 minutes from the start of 
discharge. 

9.3.6.1.2 Gross volume shall include the casing. 

9.3.6.2 Cargo Spaces. Cargo spaces other than vehicle spaces 
shall be supplied with carbon dioxide based on 1 lb/30 ft3 

based on the gross volume. 

9.3.6.2.1 The initial quantity of carbon dioxide discharged 
shall be based on the net volume of the space as determined by 
the amount of cargo in the cargo space. 

9.3.6.2.2* Additional carbon dioxide shall be released as 
needed to maintain control of the fire . 

9.3.6.2.3 Clear instructions shall be posted within the carbon 
dioxide storage room detailing the carbon dioxide release 
procedure. 

9.3.6.3 Vehicle Spaces. 

9.3.6.3.1 Vehicle spaces where the vehicles contain more than 
5 gal (19 L) of fuel (gasoline or diesel) shall be designed to a 
34 percent conceno·ation based on the gross volume. 

9.3.6.3.2 Eighty-five percent of this concentration shall be 
achieved within 2 minutes from start of discharge. 
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9.3.6.4 Vehicle Spaces. 

9.3.6.4.1 Vehicle spaces where the vehicles contain 5 gal 
(19 L) or less of fuel (gasoline or diesel) shall be designed to a 
34 percent concentration based on the gross volume. 

9.3.6.4.2 Two-thirds of this conceno·ation shall be achieved 
within 10 minutes from start of discharge. 

9.3.7 Electrical Equipment Spaces. Electrical equipment 
spaces shall be treated as a dry electrical hazard in accordance 
with Chapter 5. 

9.4 Inspection and Maintenance. Inspection and maintenance 
shall comply with 4.8.3 and Section 9.4. 

9.4.1 General. Prior to testing or maintenance of a fixed 
carbon dioxide system, all personnel shall be evacuated fi·om 
the protected space. (See Section 4.3.) 

9.4.2 Approval of Installations. 

9.4.2.1 The approval test described in 9.4.2.1.1 through 
9.4.2.1.4 shall be conducted prior to the tests required by 4.4.3. 

9.4.2.1.1 Pressure tests of the piping shall be performed to 
meet the requirements of9.4.2.1.2 through 9.4.2.1.4. 

9.4.2.1.2 The test medium shall be a dry, noncorrosive gas 
such as nitrogen or carbon dioxide. 

9.4.2.1.3 ~When pressurizing the piping, pressure shall be 
increased in 50 psi (3.5 bar) increments. 

9.4.2.1.4 Once the pressure in the pipe has reached the 
required test pressure, the pressure source shall be shut off and 
disconnected ft·om the pipe. 

.&.cAUTION 

Pneumatic pressure testing creates a potential risk of injury 
to personnel in the area, as a result of airborne projectiles, if 
rupture of the piping system occurs. Prior to the pneumatic 
pressure test, the area in which the pipe is located shall be evac­
uated and appropriate safeguards shall be provided for test 
personnel . 

9.4.2.2 High-Pressure Systems. 

9.4.2.2.1 Systems with Stop Valves. 

9.4.2.2.1.1 All piping from the carbon dioxide supply to the 
stop valves shall be subjected to a minimum pressure of 
1000 psi (6895 kPa). 

9.4.2.2.1.2 The leakage during a 2-minute period shall not 
exceed a pressure drop of 10 percent. 

9.4.2.2.1.3 All piping between the stop valves and the nozzles 
shall be subjected to a minimum pressure of 600 psi 
(4137 kPa) . 

9.4.2.2.1.4 The leakage during a 2-minute period shall not 
exceed a pressure drop of 10 percent. 

9.4.2.2.2 Systems Without Stop Valves. 

9.4.2.2.2.1 All piping from the carbon dioxide supply to the 
nozzles shall be subjected to a minimum pressure of 600 psi 
(4137 kPa) . 
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9.4.2.2.2.2 The leakage during a 2-minute period shall not 
exceed a pressure dwp of 10 percent. 

9.4.2.3 Low-Pressure Systems. 

9.4.2.3.1 Normally Pressurized Piping. 

9.4.2.3.1.1 All piping that is normally pressurized shall be 
subjected to a minimum pressure test of 300 psi (2068 kPa) . 

9.4.2.3.1.2 No leakage shall be permitted from the piping 
dm·ing a 2-minute test. 

9.4.2.3.2 Piping Between the Tank Shutoff Valve and Nozzles. 

9.4.2.3.2.1 All piping between the tank shutoff valve and the 
nozzles shall be subjected to a minimmn pressure test of 
300 psi (2068 kPa) . 

9.4.2.3.2.2 The leakage during a 2-minute period shall not 
exceed a pressm·e dwp of 10 percent. 

9.4.3 Predischarge Delays, Alarms, and Shutdowns. 

9.4.3.1 Predischarge delays and alarms and ventilation shut­
downs shal l be tested by flowing carbon dioxide into the 
system. 

9.4.3.2 Predischarge delays that are not accurate to within 
+20 percent/-0 percent at 70°F (21 oq of their rating shall be 
replaced. 

9.4.4 Verification. Compliance with 9.3.2 shall be verified. 

Annex A Explanatory Material 

Annex A is not a part of the requirements of this NFPA document but is 
included ji;r informational purposes only. This annex contains explan­
atory material, numbered to con-espond with the applicable text para­
graphs. 

A.l.1 Portable carbon d ioxide equipment is covered in 
NFPA 10. The use of carbon d ioxide for inerting is covered in 
NFPA69. 

A.l.3.4 Exposure to carbon dioxide discharge poses a hazard 
to personnel; therefore, additional safety feantres for all new 
installations and for reo·ofitting of existing systems are provi­
ded in Section 4.3. 

Safety to personnel is of paramount importance; therefore, 
these additional safety features should have been installed by 
December 31, 2008. 

The addition of supervised lockout valves, per 4.3.3.4 and 
4.3.3.4.1, and pneumatic predischarge alanns and pnewnatic 
time delays, per 4.5.5.7, require that the system flow calcula­
tions be verified and be in accordance with this standard. That 
is, the addition of piping equipment (valve and time delay) 
adds equivalent pipe length to the system. The pneumatic 
predischarge alarm requires carbon dioxide flow to sound. The 
revised design should be in accordance with the agent quantity 
requirements of this standard. 

These modifications could necessitate revisions to, upgrad­
ing of~ or replacement of system components, including 
cono·ol uni ts. 
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As part of the process of implementing these modifications, 
the authority havingjurisdiction should be consulted for addi­
tional recommendations or requirements. 

A.l.4 See Table A.l.4. 

If a value for measw-ement a~ given m this standard is 
followed by an equivalent value in other units, the first value 
stated is to be regarded as the requirement. A given equivalent 
value can be approximate. 

The conversion procedme for the SI units is to multiply the 
quantity by the conversion factor and then round the result to 
the appropriate number of significant digits. 

A.3.2.1 Approved. The National Fire Protection Association 
does not approve, inspect, or certify any installations, proce­
dures, equipment, or materials; not- does it approve ot· evaluate 
testing laboratories. In determining the acceptability of installa­
tions, procedures, equipment, or materials, the authority 
having jurisdiction may base acceptance on compliance with 
NFPA or other appropriate standards. In the absence of such 
standards, said authority may require evidence of proper instal­
lation, procedure, or use. The authority having jurisdiction 
may also refer to the listings or labeling practices of an organi­
zation that is concerned with product evaluations and is thus in 
a position to determine compliance with appropriate standards 
for the current production of listed items. 

A.3.2.2 Authority Having Jurisdiction (AHJ). The phrase 
"authority having jurisdiction," or its acronym AHJ, is used in 
NFPA documents in a broad manner, s ince jurisdictions and 
approval agencies vary, as do their responsibilities. Where 
public safety is primary, the authority having jurisdiction may 
be a federal, state, local, or other regional department or indi­
vidual such as a fire chief; fire marshal; chief of a fire preven­
tion bureau, labot- department, or health deparunent; building 
official; electrical inspector; or others having statutory author­
ity. For insurance purposes, an insurance inspection depart­
ment, rating bureau, or other insm-ance company 
representative may be the authority having jurisdiction. In 
many circumstances, the property owner or his or her designa­
ted agent assumes the role of the authodty having jurisdiction; 
at government installations, the commanding officer or depart­
mental official may be the authority havingjurisdiction . 

A.3.2.4 Listed. The means for identifYing listed equipment 
may vaty for each organization concerned with product evalua­
tion; some organizations do not recognize equipment as listed 
unless it is also labe led. The authority having jurisdiction 
should utilize the system employed by the listing organization 
to identify a listed product. 

Table A.l.4 Units 

Name of Unit 

pascal 
kilogram 
meter 
millimeter 

Unit 
Symbol 

Pa 
kg 
m 
mm 

Conversion Factor 

I psi= 6894.757 Pa 
1 lb = 0.4536 kg 
1 ft = 0 .3048 m 
1 in .= 25.4 mm 

Note: For additional conversions and information, see ASTM SilO. 
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A.3.3.7 Normally Unoccupied Enclosure or Space. A 
normally unoccupied enclosure or space is one that is occasion­
ally visited by personnel. Examples of areas considered 
normally unoccupied are tra nsformer bays, switch-houses, 
pump rooms, unattended vaults, engine test stands, cable 
vaults, cable spreading rooms, utility tunnels, microwave relay 
stations, unattended flammable liquid storage areas, enclosed 
energy systems, sh ipboat-d cargo holds, robotic paint spray 
areas, and computer room subfloors. 

A.3.3.9.1 High Pressure. At 70°F (2l"C), the pressure in this 
type of srOt-age is 850 psi (5860 kPa) . 

A.3.3.9.2 Low Pressure. At this temperature, the pressure in 
this type of storage is 300 psi (2068 kPa) . 

A.3.3.11.3 Pre-Engineered System. Pre-engineered systems 
can incorporate special nozzles, flow rates, m ethods of applica­
tion, nozzle placement, and quantities of carbon dioxide that 
could differ from those detailed e lsewhere in this standard 
because they are designed for very specific hazards. All other 
requireme nts of the standard apply. It is possible for the 
normal manual control to qualify as the emergency manual 
control if the provisions of 4.5.1 are satisfied. 

The hazards protected by these systems are specifical ly limi­
ted as to type and size . Limitations on hazards that can be 
protected by these systems are contained in the manufacturer's 
installation manual, wh ich is referenced as part of the listing. 

A.4.2.1 The discharge of liquid carbon dioxide is known to 
produce electrostatic charges that, under certain conditions, 
could create a spark. (See NFPA 77.) 

Carbon dioxide does not extinguish fires where the follow­
ing materials are actively involved in the combustion process: 

(1) Chemicals containing their own oxygen supply, such as 
cellulose nitrate 

(2) Reactive metals such as sodium, potassium, magnesium, 
titanium, and zirconium 

(3) Metal hydrides 

'.Vhile carbon dioxide does not extinguish these fires, it does 
not react dangerously with these materials or increase their 
burning rate. Carbon dioxide, if used in this type of situation in 
a total flooding system, provides protection for adjacent 
combustibles or can be successfully used if the ,-eactive metals 
or hydrides are first covered by another material. The following 
are examples of this latter condition: 

(1) Sodium stored or used under kerosene 
(2) Cellulose nitrate in solution oflacquer thinner 
(3) Magnesium chips covered with heavy oil 

For local application systems with atte ndant high velocity, 
directed discharge should not be used. 

A.4.3 The steps and safeguards necessary to pt·eve nt injury 01-

cleath to personnel in a reas where aunospheres will be made 
hazardous by the d ischarge of carbon d ioxide can include the 
following provisions: 

(1) Provisions of adequate aisleways and routes of exit and 
keeping them clear at all times 

(2) Provisions of necessary additional or emergency ligh ting, 
or both, and directional signs to e nsure quick, safe evac­
uation 

(3) Provisions of alarms within such areas that operate 
immediately upon activation of the system on detection 
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of the fire, with the discharge of the carbon dioxide and 
the activation of automatic doot- closures delayed for a 
sufficient time to evacuate the area before discharge 
begins 

(4) Provisions of only outward swinging, self-closing doors at 
exits from hazardous areas and, where such doors are 
latched, provisions of panic hardware 

(5) Pmvisions of continuous alarms at entrances to such 
areas until atmosphere has been restored to normal 

(6) Provisions of odor added to the carbon dioxide so that 
hazardous atmospheres in such areas can be t·ecognized 

(7) Provisions of warning and insu-uction signs at enu-ances 
to and inside such areas 

(8) Provisions of prompt discovery and rescue of persons 
rendered unconscious in such areas. (This can be 
accomplished by having such areas searched by trained 
personnel equipped with proper breathing equipment 
immediately after carbon dioxide discharge stops. Those 
persons rendered unconscious by carbon dioxide can be 
restored by at·tificial respiration and without permanent 
it~ury if removed quickly from the hazardous atmos­
phere. Self-contained breathing equipment and person­
nel trained in its use and in rescue practices, including 
artificial respiration, should be readily available.) 

(9) Provisions of insu-uction and drills of all personnel 
within or in the vicinity of such areas, including mainte­
nance or consu-uction people who might be brought 
into the area, to ensure their correct action when carbon 
dioxide protection equipment operates 

(10) Provisions of means for prompt ventilation of such areas 
(Forced ventilation will often be necessary. Care should 
be taken to dissipate hazardous atmospheres, not merely 
move them to another location. Carbon dioxide is heav­
ier than air.) 

(11) Pmvisions of other steps and safeguat·ds necessary to 
prevent injury or death as indicated by careful study of 
particular situations 

A4.3.1 The discharge of carbon dioxide in fire-extinguishing 
concentration creates serious hazards to personnel, such as 
suffocation and reduced visibility during and after the 
discharge pet·iod. 

A.4.3.1.3 It is recommended that self-contained breathing 
apparatus (SCBA) be provided for rescue purposes. 

A.4.3.3.3 Contact with carbon dioxide in the form of dry ice 
can cause frostbite . 

A.4.3.3.4.4 Lockout valves are to be installed on all total flood­
ing systems as well as local application systems where carbon 
dioxide could m igrate, creating a hazard to personnel. If 
persons are located in areas from which they cannot easily exit 
the pmtected space or spaces directly adjacent to protected 
spaces within the system's time delay period, the system should 
be locked out. 

A4.3.3.5 Cylinder outlets should be fitted with safety covers or 
anti-recoil devices whenever the cylinder is not connected to 
the system piping. 
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A4.3.4.1 As used in this standard, clearance is the a ir distance 
between equipment, including piping and nozzles, and unen­
closed or uninsulated live electrical components at other than 
ground potential . The minimum clearances listed in Table 
4.3.4.1 are for the purpose of electrical clearance under 
normal conditions; they are not intended for use as "safe" 
distances during fixed system operation. 

The clearances given in Table 4.3.4.1 and Figure 4.3 .4.1 are 
for altitudes of 3300 ft ( 1000 m) or less. 

A4.3.4.2 The clearances are based on minimum general prac­
tices related to design basic insulation level (BIL) values. 

A4.3.4.3 For electrical system voltages up to 161 kV, the 
design BIL kilovolts and corresponding minimum clearances, 
phase to ground, have been established through long usage. 

At voltages higher than 161 kV, uniformity in the relation­
ship between design BIL kilovolts and the various e lectrical 
system voltages has not been established in practice. For these 
higher system voltages, it is common practice to use Bll..s 
dependent on the degree of protection that is to be obtained. 
For example, in 230 kV systems, Bll..s of 1050, 900, 825, 750, 
and 650 kV have been utilized. 

Required clearance to ground can also be affected by switch­
ing surge duty, a power system design factor that, along with 
BIL, must correlate \vith se lected minimum clearances. Elecu-i­
cal design engineers can furn ish clearances dictated by S\vitch­
ing surge duty. Table 4.3.4.1 and Figure 4.3.4.1 deal only with 
clearances required by design Bll..s. 

A4.3.4.4 Possible design variations in the clearance required 
at higher voltages are evident in Table 4.3.4.1, where a range of 
BIL values are indicated opposite the various voltages in the 
high-voltage portion of the table. 

A4.3.5 An effective concentration of agent is equally impor­
tant in all classes of fires because a persisten t ignition source 
(e .g., an arc, heat source, oxyacetylene torch, or deep-seated 
fit-e) can lead to a recutTence of the initial event once the 
agent has dissipated. 

A4.3.6 Visible appliances are not required to comply with the 
mounting heights and light pulse characteristics of NFPA 72, so 
rotating beacons or other visible appliances are permitted to be 
u sed. Visibility thmughout the space, including the reflection 
of light being visible on surfaces, complies with this require­
ment. 

A4.4.3 Manufacturers of fire suppression system equipment 
should make available, upon request, the manufacturer's 
design, installation, and maintenance manual and product 
safety bulletins to the auth ority havingjurisdiction. 

A4.4.3.1 A sample test report is pwvided in Figure A.4.4.3.1. 
An alternative form that ensures that a ll the applicable design, 
operational, and safety requirement5 of this standard are docu­
mented to the satisfaction of the authority having jm·isdiction 
can be used. 

A4.4.3.2 FM Approvals 5420 should be consulted for possible 
listing requirements. 
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Carbon Dioxide System Acceptance Test Report 
PROCEDURE 
Upon completion of work, an inspection and test shall be made by the contractor's representative and witnessed by an owner's representative. All defects 
shall be corrected and the system left in service before contractor's personnel leave the job. A certificate shall be filled out and signed by both representatives. 
Copies shall be prepared for approving author~ies, owners, and contractor. It is understood the owner's representative's signature in no way prejudices any 
claim against contractor for faulty material, poor workmanship, or failure to comply w~h approving authority's requirements or local ordinances. 

Property name: I Date: 

Property address: 

Accepted by approving authorities (names): 

Address: 

Plans Installation conforms to accepted plans. O ves 0 No 
Equipment used is approved. O ves O No 
If no, explain deviations: 

Has person in charge of fire equipment been instructed as to location of O ves 0 No 
control valves and care and maintenance of this new equipment? 
If no, explain: 

Instructions 

Have copies of appropriate instructions and care and maintenance charts been left on premises? 0 Yes 
If no, explain: 

0 No 

Location 
Building or area protected 
Explain: 

Carbon dioxide appropriate use? O ves 0 No 

Normally occupied enclosures? O ves O No 
Assumed enclosure: 

System type: 0 High pressure 0 Low pressure 

0 Local app. 0 Total flooding 

C0
2 

equipment 
0 Engineered 0 Pre-engineered 

Piping, equipment, and discharge nozzles proper size and location? O ves 0 No 

Location of alarms and manual emergency releases acceptable? Oves O No 

Current hazard configuration comparable to original configuration? O ves O No 

Enclosure of hazard sealed properly? Oves ONo 

All installed equipment listed for use? O ves O No 

Pipe types and class: 

Pipe conforms to Standard Oves 0No 
Pipe and fittings 

Fittings conform to Standard O ves ONo 

If no, explain: 

Full operational test for single or multiple hazards: 

Oves ONo Operational test of devices, including detection and actuation devices? 
Local application: 

Oves ONo Design quantity C02 through piping system effectively covers hazard for full time required? 
Operational test Total flooding: 

Design quantity C02 through piping system effectively covers hazard for full time required O ves O No 
and concentration level is achieved and maintained? 
Hand hose lines: 

Oves O No Verification of liquid flow from each nozzle w~h adequate pattern of coverage per design. 

Name of installing contractor: 

Signatures Tests witnessed by: 

For property owner: nle: Date: 

For contractor: Title: Date: 

Notes: 

© 2020 National Fire Protection Association NFPA 12 

FIGURE A.4.4.3.1 Sample Acceptance Test Repor t. 
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A.4.4.3.3.4 It is anticipated that full discharge tests will be 
waived by the authot-ity having jurisdiction only under 
extremely unusual conditions. Factors such as extra cost and 
interruptions to production or business operations are not 
considered valid reasons for waiver of full discharge tests. 

The full discharge test is intended to verify the full function­
ality of the system in accordance with 4.4.4. The test should 
vet·uy the following: 

(l) That all of the carbon dioxide cylinders open as inten­
ded. This can be verified by checking the liquid level 
gauge on a low-pressure supply or by weighing each cylin­
der of a high-pressure system. Measurements should be 
taken bef01·e and after dischat·ge . 

(2) That carbon dioxide flows through d1e pipe network and 
discharges from each nozzle as intended. This can be 
verified visually or by use of blow-off caps. Where piping 
is not normally under pressure, it is possibly not bubble­
tight. However, where a slow discharge is involved, or if 
under continual pressure, bubbletightness should be 
achieved. 

(3) That the time delays, notification appliances, and system 
interlocks, such as damper closures and/or power shut­
down, operate as intended. 

(4) That the discharge performance meets or exceeds the 
minimum design criteria. 

(a) For total flooding systems, that a suffici ent concen­
tration of carbon dioxide is developed within the 
maximum time and is held for the intended dura­
tion . The carbon dioxide concentration can be veri­
fied by use of a gas analyzer or by anod1er means 
acceptable to the authority having jurisdiction. The 
sample locations should be selected to show that the 
extinguishing concentration is achieved throughout 
the enclosure . The time to achieve the design 
concentration is measured from the time that the 
concentration measurement rises above zero to the 
time at which the bench mark concenu·ation is indi­
cated by d1e measuring device. If the response time 
of the instrument circuitry is known to cause a delay 
in the measurement of concentration, that delay 
can be considered in determining pass/ fail criteria. 
Refer to 5.5.2.1 and 5.5.2.3 for the time require­
ments for total flooding systems. 

(b) For local application systems, that the duration of 
the liquid discharge meets the design requirements 
and that the discharge provides adequate coverage 
on or around the hazard. The discharge duration 
should be measured at the nozzles with a stopwatch. 
For local application systems, the watch should be 
started when all nozzles flow liquid and stopped 
when the discharge changes from liquid to gas at 
any nozzle. See 6.3.3 and A.6.3.3.2. Coverage on or 
around the hazard is visually observed. It is useful, 
but not required, to use video of the dischat·ge to 
aid in determining if adequate C02 coverage is 
developed during the discharge test. 

Pri01· to the test, personnel sh ould be warned and removed 
from the area. The local fire department and any remote moni­
toring stations should also be notified that a test is being 
conducted. Following the test, the system should be t·echarged 
and reset. For more specific insu·uctions, consult the system 
manufacturer's installation manual, which should oudine the 
system acceptance test procedures. 

2022 Edition 

A.4.5.1.3 The emergency manual control is in tended for use 
only in the event of fa ilure of automatic or normal manual 
actuation. 

A.4.5.2 Modern solid-state circuits, including microprocessors, 
are capable of responding to extremely short e lectrical impul­
ses. While response to such u·ansient signals is a desirable char­
acteristic for some types of devices, it is an extremely 
undesirable characteristic for control units used to discharge 
carbon dioxide. Conu·ol units for releasing carbon dioxide 
systems must be designed to prevent unwanted discharges d ue 
to transient elecu·ical impulses and to actuate pt·edischarge 
alarms and time delays before d ischarging carbon dioxide. 
Undesired u·ansient impulses can be inu·oduced into the 
control panel from sources external to the panel, or unwanted 
u·ansients can be generated within the control panel itself. 

For example, a microprocessor cou ld produce undesired 
tnmsient impulses for various rea~ons. Designs must incorpo­
rate technology to prevent d ischarge of carbon d ioxide in the 
event that a microprocessor in the conu·ol unit emits spurious 
signals. If cit-cuits that initiate carbon dioxide discharge are not 
designed to ignore such u·ansients, an umvan ted discharge 
could result. 

A.4.5.2.1 Technology is available to require actuation of 
predischarge time delays and alarms before actuating circuits 
to discharge carbon dioxide. This technology should b e incor­
pOt·ated into control units that t·elease carbon dioxide systems. 

Control tmits must be designed so that the normal failure 
mode of the circuitry that releases carbon dioxide is to not 
discharge the carbon dioxide. 

The emergency manual release required in 4.5.1.3.1 of this 
standard provides a means to discharge carbon dioxide in case 
the e lectrical controls fail to cause a required discharge. 

A.4.5.3 Detectors installed at the maximum spacing as listed 
or approved for fire alarm use can result in excessive delay in 
agent release . 

For additional information on detectors, refer to NJPA 72. 

The FSSA Application Guide Detection & Contwl for Fzn: Suppres­
sion Systems offers the designer information on the various types 
of detection and control equipment. 

A.4.5.4.5 It is intended d1at initial acntation of a system by 
means of a normal manual control will result in a complete 
time delay sequence prior to system d ischarge. If system actua­
tion is initiated by automatic means, subsequent operation of a 
normal manual control should not restart the time delay 
sequence. 

A.4.5.4.6 It is possible for the normal manual control to qual­
ifY as the emergency manual control if th e provisions of 4.5.1 
are satisfied. If possible, the system should be designed so that 
emergency acntation can be accomplished from one location. 

The valve design should prevent e ither a discharge hose or 
accessory or an acntation device from being advertently or 
inadverten tly connected to a valve incorrectly. This design 
would require the connection fot·ms on the valve ports to be 
distinctive from each oiliet~ to prevent attachment of a device 
to the incorrect connection port. 
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A.4.5.4. 7 It is not the intent of this standard to prohibit the 
use of more pilot cylinders than the minimum number 
required in this paragraph. 

On sys tems using discharge pressure from pilot cylinders 
(discharge manifold back pressure) to activate d1e slave cylin­
de rs, one more pilot cylinder than the minimum required to 
actuate the system is installed. This requirement provides assur­
ance that the system will completely dischat·ge even if one of 
the pilot cylinders has leaked. 

A.4.5.4. 7.4 Modern solid-state circuits, including microproces­
sot·s, are capable of responding to extremely shon electrical 
impulses. While response to su ch u·ansient signals is a desirable 
characteristic for some types of devices, it is an exu·emely unde­
sirable characteristic for control units used to discharge carbon 
dioxide. Conu·ol units for releasing carbon dioxide systems 
must be designed to prevent unwanted discharges due to tran­
sient electrical impulses and to actuate predisch arge alarms 
and time delays before discharging carbon dioxide . 

Control units mus t be designed so that the normal fai lure 
mode of the circuitry that t·eleases carbon dioxide is to not 
discharge the carbon dioxide. T he emergency manual release 
required in 4.5.1.3 of this standard provides a means to 
discharge carbon dioxide in case the electrical controls fail to 
cause a required discharge. 

A.4.5.5.2 Examples of interconnections between the compo­
nents that are necessary for the control of the system and life 
safety are detection, actuation, alarms, power sources, main 
tank shutoff valve, pilot vapor supply valve, and lockout devices. 

A.4.5.6 Refer to NFPA 72 for guidance for installation of refer­
enced visible alarms. The public mode for visible appliance 
operation should be used . 

A.4.5.6.2.3 Examples of hazard areas where the provision of a 
time de lay could result in unacceptable risk to personnel or 
unacceptable damage to critical pieces of equipment are 
combustion gas turbines and engine test cells. Fires in such 
equipment tend to be fast growth, and delay in the discharge of 
the fire-extinguishing agent can result in destruction of essen­
tial equipment or unacceptable risk to personnel. These are 
normally unoccupied spaces. When such spaces are occupied 
by personnel, the systems must be locked out to prevent 
discharge of cat·bon dioxide without the benefit of a predis­
charge alarm and time delay. 

VIThere pneumatic time delays are not provided for normally 
unoccupied hazards, documented procedural conu·ol of access 
by personnel to the protected area should be enforced. The 
procedures should require lockout/ tagout of the carbon diox­
ide system anytime the protected space is entered by personnel. 
Documentation and records should be provided to d1e author­
ity having jurisdiction to verifY that all procedures are being 
enfot-ced. 

A.4.5.6.3.2 All total flood hazards will be made unsafe for 
entry of unprotected personnel until such spaces are ventilated 
of carb on dioxide. Spaces containing equipment pt·otected by 
local application systems could become unsafe, particularly if 
the protected equipment occupies a sizable portion of the 
volume of the wom containing the equipmen t. Pits, cellars, 
and rooms adjacent to the protected hazard , especially those at 
lower elevations, can be made unsafe by migration of the 
discharged carbon d ioxide. 
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Oil of wintergreen is a common and recommended odorizer 
addition to the discharging cat·bon dioxide to produce a 
distinctive odor that warns of the presence of carbon dioxide 
gas. Other odorizers that are especially appropriate for specifi c 
locations can also be used , but, if th ere is no specifi c reason to 
use an odorizer other than oil of wintergreen, o il of winter­
gree n sh ould be used . 

Olfactmy indicators cou ld be inappropriate for su ch applica­
tions used in cleanrooms, f ood processing plants, aluminum 
rolling mills, and telecommunications facilities because they 
could adversely affect the process or equipment. 

Provisions to help prevent the enu·y of persons in to areas 
made unsafe by the discharge of carbon dioxide could include 
one or more of the following: 

(1 ) Addition of a d istinctive odor to the discharging carbon 
dioxide, the detection of which serves as an indication to 
persons that carbon dioxide gases a re present. Person nel 
should be trained to recognize the odor and evacuate 
spaces wherein the odot· is detected. 

(2) Provision of automatic a larms at the e ntry to and within 
such spaces for wh ich alarms are activated by carbon 
dioxide detectot·s or oxygen detectors 

(3) Establishment and enforcement of confined space en try 
procedures for such areas 

A.4.5.6.5 Alarm(s) should be connected to existing pwtective 
signaling (fi re a larm) sys tem (s) to aid life safety and property 
protection as outlined in NFPA 72 and NFPA 101. 

A.4.6.1 Not all of the carbon dioxide in the low-pressure 
container can be rapidly discharged. As the storage container 
empties, a quanti ty of cold carbon dioxide vapor remains in the 
container and pipe . The quantity of this residual vapor varies, 
depending on the physical configuration of the container and 
distribution nel:\vork. In addition, liquid carbon dioxide can be 
temporarily u·apped in the pipe line and m ight not be available 
for immediate discharge into othe r h azards served by the 
system. This residual carbon d ioxide should b e considered in 
determining the st01·age capacity. 

Where the system provides an extended discharge, addi­
tional carbon dioxide could be required to maintain pressu re 
in the supply over the dischat·ge period. 

A.4.6.3 Carbon dioxide, as normally manufactured, is an 
extremely pu re product. In general, the indusu·y produces only 
one grade or quality. This gt·ade is considered suitable for a ll 
applications, inc luding food an d medical uses. 

Dry carbon dioxide gas or liquid is comp letely noncorrosive 
to the containers. Carbon d ioxide containing excess water can 
cause some corrosion in high-pressure cylinders, particularly in 
lighnveight cylinders that are highly su·essed. Excess water is 
p1·esent when the amount exceeds th e normal solubility in 
liquid carbon dioxide, so water can condense on the walls of 
the container. 

Carbon dioxide pmduced in modern low-pressure plants 
must necessarily have a vety low water content to avoid operat­
ing difficulties. The normal practice is to maintain the water 
content be low ab out 0.0032 percent (32 ppm) by weight. If this 
dry product is stored and transported in clean bulk low­
pressure equipment, the quality will be maintained until it is 
u sed. 
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Dry ice normally contains more water and oil than does 
liquid carbon dioxide. It also tends to freeze moisture and 
other impurities from the atmosphere because of its very low 
temperature of - 109.3°F (-79°C) . vVhen dry ice is placed in a 
converter and allowed to warm up so that it becomes liquid 
carbon dioxide, the liquid so produced will obviously contain 
an excess amount of water. This liquid should not be used to 
charge fit·e-extinguishing cylinders, unless it is further 
processed through a dehydrating unit to remove the excess 
water. It should also be noted that such dehydrating units can 
become ineffective unless the drying agent is renewed or reacti­
vated as necessary to maintain its drying ability. 

The re are still a few high-pressure carbon dioxide produc­
tion plants in service. The carbon dioxide produced in these 
plants could al~o contain excess water, unless the dehydrating 
equipment is kept in good condition. The only way to be 
assured of proper quality is to analyze periodically the carbon 
dioxide supply used for charging fire protection systems. 

A.4.6.5 In high-pressure storage systems, the temperature of 
the contained carbon dioxide depends on the ambient temper­
ature at the storage location. The containers must therefore be 
capable of withstanding the pressures developed at the highest 
expected tern perature. 

The maximum pressure in the cylinder is also affected by the 
filling density or percent filling, which is the ratio expressed in 
the percentage of the carbon dioxide weight to the water 
capacity in pounds. The filling density commonly used is 
between 60 percent and 68 percent, the latter being the maxi­
mum allowed by the U.S. Department of Transportation 
(DOT) in Sections 178.36 and 178.37 of 49 CFR 171-190. 
Proper filling is determined by weight stamped on the valve 
body. 

A.4.6.5.2 Transporting a charged cyl inder might be illegal if 
the cylinder has been damaged or exposed to fire . Federal and 
local regulations should be consulted. 

The FSSA Test Guide for Use with Special Hazm·d Fire Suppression 
S)'Stems Containers, provides useful information on testing 
requirements and safety precautions for handling and trans­
porting high-pressme carbon dioxide cylinders. 

A typical high-pressure storage facility using a number of 
cylinders is shown in Figure A.4.6.5.2. A flexib le connector is 
used between each cylinder and the common manifold to facil­
itate the weight checking of cylinders and replacing them after 
use. Each cylinder is provided with its own valve with a dip ntbe 
extending to the bottom. Some older types of cylinders do not 
have dip tubes and are installed upside down to ensure 
discharge of liquid carbon dioxide. 

A.4.6.6 In low-pressure storage systems, the temperature of 
the contained carbon dioxide is controlled at about 0°F 
( - l8°C) by means of insulation and t·efrigeration. The normal 
pressure is thus maintained at about 300 psi (2068 kPa) . 
vVelded pressure vessels are used for this service, and there is 
no special limitation on size. 

The filling density has no effect on the pressure as long as 
there is sufficient vapor space to allow for expansion of the 
liquid at the maximwn storage temperature and pressure. Th is 
filling density would be determined by the setting or the pres­
sure relief valves. In general, the filling density can range from 
90 pet-cent to 95 percent. The maximum liquid leve l is cono·ol­
led, during filling, by means of a short dip tube that remrns 
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FIGURE A.4.6.5.2 A Typical High-Pressure Storage Facility. 

excess liquid to the delivery unit when the liquid reaches d1e 
maximum filling level in the storage unit. A liquid level gauge 
is also provided to indicate the quantity of carbon d ioxide in 
storage. 

For low-pressure C02 systems, the flow calculations estimate 
the quantity of C02 that discharges from the system nozzles 
from the start of discharge until the selector valve closes. The 
amount of C02 remaining in the pipe between the selector 
valve and the nozzles is not typically estimated. If there is a 
large volume of pipe betw·een the selector valve and the system 
nozzles, a considerable quantity of C02 could be contained in 
the pipe when the selector valve closes; this should be consid­
ered when sizing the low-pressure storage unit. The pipe 
volume downstream of the selector valve and, thus, the amount 
of C0 2 held in the pipe downstream of the selector valve can 
often be minimized by using a master valve on the tank header 
in conjunction with a selector valve near the protected hazard. 

A typical low-pressure storage facil ity is shown in F igure 
A.4.6.6. In this unit, the insulated pressure vessel is covered 
\'lith an outer metal housin g that is sealed to keep out water 
moisture. A standard air-cooled refrige ration unit is mounted 
at one end, \'lith its cooling coils mounted within the pressure 
vesse L This unit is eleco·ically powered and automatically 
cono·olled by means of a pressure switch. 

A.4.6.6.2 A special t·elief valve (in addition to code require­
ments) can be provided for controlled bleedoff at a pressure 
below the setting of the main safety valve. 

A.4.7 The specified pipe, fittings, and components have been 
refined ba~ed on field experience through the development of 
this standard. The calculation methods for wall thickness 
shown in ASME B3l.l, \vid1 SE values as stated in mandatory 
Appendix A ofB3l.l, are to be applied to pipe and fittings that 
are not specified in this standard. 

A.4.7.1 Piping should be installed in accordance with good 
commercial practices and the equipment manufacturer's 
recommendations. 
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FIGURE A.4.6.6 A Typical Low-Pressure Storage Facility. 

All piping should be laid out to reduce friction losses to a 
reasonable minimum, and care should be taken to avoid possi­
ble restrictions due to foreign matter or faulty fabrication . 

Examples include hot-dipped piping galvanized inside and 
out or stainless steel piping. 

A.4.7.1.3 The use of flexible piping or hose in a carbon diox­
ide system introduces a numbet- of considet-ations that do not 
affect rigid piping. One of these is the nature of any changes of 
direction . The minimum radius of curvature for any flexible 
hose to be used in a carbon dioxide system should not be less 
than indicated by the manufacturer's data, usually shown in the 
Listing information for a particular system. Other areas of 
concern are resistance to the effects of vibration, flexure , 
tension, torsion, temperature, flame, compression, and bend­
ing. It is also necessary for the hose to have the strength to 
contain d1e carbon dioxide during discharge and to be made 
of materials mat will be resistant to atmospheric corrosion. 

A.4. 7.1. 7.1 In performing the calculation to determine pipe 
thickness, the guidelines pmvided in the FSSA Pipe Design 
Handbook joT Use with Special Hazm·d Fi1'e Supp1·ession Systems 
should be consulted. 

A.4.7.1.8.1 The FSSA guide ,-eferenced in A.4.7.1.7.1 should 
also be consulted for low-pressure systems. 

A.4. 7.4 The d ischarge nozzle consists of the orifice and any 
associated hom, shield, or baffle. 

A.4. 7.4.4 Formerly, a plus sign follmving the orifice code 
number indicated an equivalent diameter Y64 in. (0.4 mm) 
greater than that indicated by the numbering system [e.g., 
No. 4 indicated an equivalent diameter of 'Y:J2 in. (3.18 mm); a 
No. 4+, %·1 in. (3.57 mm) 1. 

A.4. 7.4.4.3 For examples of equivalent orifice diameters, see 
Table A4.7.4.4.3. The orifice code numbers indicate the equiv­
alent single-orifice diameter in y,2 in. (0.8 mm) increments. 

The codes represent the diameters of "perfect" orifices wid1 
perfom1ance equivalent to the actual physical nozzle. 
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By pe1jonnance is meant that the acntal nozzle will express the 
same quantity of C02 per unit time as a "perfect" nozzle under 
the same conditions of C02 pressure and density entering the 
nozzle. 

A pe1ject 01ijice is defmed as a m unded entry nozzle with a 
flow coefficient not less than 0.98 that produces flow rates 
given in Table 4.7.5.2.1 and Table 4.7.5.3.1. 

The physical area of actual d ischarge nozzles used in C02 

systems is generally larger than d1e area of the equivalent 
perfect orifice to wh ich it is compared. 

The following example illuso-ates the concept of the orifice 
code number. A single orifice discharge nozzle having a flow 
coefficient of 0.98 and a d iameter of %2 in. (2.38 mm) will have 
an orifice code number of 3. But a single ot-ifice d ischarge 
nozzle having a flow coefficient of 0.5 and a diameter of %2 in. 
(2.38 mm) will have an orifi ce code number 2 .1 , not a code 
number of3. 

A.4.7.5.1 For further explanation for determining pressure 
drop in the pipeline, see Annex C. 

Table A.4. 7.4.4.3 Equivalent Orifice Sizes 

Equivalent 
Single-Orifice Equivalent 

Orifice 
Diameter Single-Orifice Area 

Code No. in. mm in.2 mm2 

1 !1.,2 0.79 0.0008 0.49 
1.5 %1 1.19 0.0017 1.11 
2 \1;6 1.59 0.0031 1.98 
2.5 }6, 1.98 0.0047 3.09 
3 %2 2.38 0.0069 4.45 
3.5 ~I 2.78 0.0094 6.06 
4 Ys 3.18 0.0123 7.94 
4.5 o/5'1 3.57 0 .0155 10.00 
5 %2 3.97 0.0192 12.39 
5.5 I Yo<l 4.37 0.0232 14.97 
6 }16 4.76 0.0276 17.81 
6.5 %4 5.16 0.0324 20.90 
7 ~2 5.56 0.0376 24.26 
7.5 %4 5.95 0.0431 27.81 
8 ~ 6.35 0 .0491 31.68 
8.5 ~ ~4 6.75 0.0554 35.74 
9 %2 7.14 0.0621 40.06 
9.5 1%<1 7.54 0.0692 44.65 

10 ~6 7.94 0.0767 49.48 
11 I \-32 8.73 0.0928 59.87 
12 o/s 9.53 0.1105 71.29 
13 1%2 10.32 0.1296 83.61 
14 ~6 11.11 0 .1503 96.97 
15 1%2 11.91 0.1725 111.29 
16 ~ 12.70 0.1964 126.71 
18 ~6 14.29 0.2485 160.32 
20 % 15.88 0 .3068 197.94 
22 l\1;6 17.46 0.3712 239.48 
24 % 19.05 0 .4418 285.03 
32 1 25.40 0.785 506.45 
48 1 ~ 38.40 1.765 1138.71 
64 2 50.80 3.14 2025.80 
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A.4. 7.6 The FSSA Pipe Design Handbook for U5e with Special 
HazaTd FiTe Suppmsion Systems provides guidance on pipe hang­
ers and supports, following established industry practices. Addi­
tional guidance based on "best industry standard practice" is 
found in ANSI/MSS SP-58 for locations where seismic qualifica­
tion is not required or in MSS SP-127 for locations where seis­
mic qualification is required. 

A.4.8 See A.4.4.3 . 

A.4.8.1 An inspection of d1e system is a quick check to give 
reasonable assurance that ilie extinguishing system is fi.uly 
charged and operable. It .is clone by seeing that the system is in 
place, that it has not been actuated or tampered wiili, and mat 
there is no obvious physical damage or condition to prevent 
operation. As a minimum, the inspection should determine the 
following: 

(1) High-pressure cylinders are in place and properly 
secured. 

(2) For a low-pressure storage unit, the pressure gauge shows 
nonnal pt-essure, that ilie tank shutoff valve is open, and 
d1at ilie pilot pressure supply valve is open. The liquid 
level gauge should be observed. If at any time a container 
shows a loss of more than 10 percent, it should be refil­
led, unless d1e minimum gas requirements are still provi­
ded. 

(3) Carbon dioxide storage is connected to discharge piping 
and actuators. 

( 4) All manual actuators are in place and tamper seals are 
intact. 

(5) Nozzles are connected, properly aligned, and free from 
obstructions and fore ign matter. 

(6) Detectors are in place and free from fot·eign matter and 
obstructions. 

(7) The system control panel is connected and showing 
"normal-ready" condition. 

A.4.8.3 The manufacturer's maintenance procedure should 
be guided by the following outline: 

(1) System 

(a) Check overall physical appeat-ance. 
(b) Disann system prior to test. 

(2) Hazard 

(a) Check size. 
(b) Check configuration. 
(c) Check unclosable openings. 
(d) Check fuels. 
(e) Check oilier aspects that could affect effectiveness 

of ilie extinguishing systems. 
(3) Supervised circuits 

(a) Exercise all functions. 
(b) Check all eleco-ical or pneumatic supervisory 

circuits for proper operation. 
(4) Contml panel 

(a) Exercise all functions. 
(b) Check supervision, i.f applicable, of each circuit 

(including releasing devices) as recommended by 
ilie manufacturer. 

(5) Power supply - check routing, circuit breakers, fuses, 
disconnects. 

(6) Emergency power 

(a) Check battery condition. 
(b) Check charger operation; check fuse. 
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(7) 

(8) 

(9) 

(10) 

(11) 

(12) 

(13) 

(14) 

(15) 

(c) Check automatic changeover. 
(d) Check maintenance of generator (if one exists) . 
Detectors 

(a) Test each detector using heat, smoke, or manufac­
turer's approved test device. 

(b) Electric type 

i. Clean and adjust smoke detector and check 
sensitivity. 

ii. Check wiring condition. 
(c) Pneumatic type - check tighmess of tubing and 

operation of mercury checks, using manometer. 
Time delay 

(a) Exercise funct ions. 
(b) Check time limit. 
(c) Check iliat timer will complete its cycle even if 

wiring between it and ilie detector circuit is inter­
n.tpted. 

Alarms 

(a) Test fm operation (audible and visibl e) . 
(b) Check that warn ing signs are properly displayed. 
Selector (directional) valves 

(a) Exercise funct ions. 
(b) Reset properly. 
Release devices 

(a) Check for complete closure of dampers. 
(b) Check doors; check for any doot·s that at-e blocked 

open. 
Equipment shutdown 

(a) Test shutdown function. 
(b) Check adequacy (all necessary equipment inclu­

ded) . 
Manual releases 

(a) Mechanical type 

i. Check pull, force, and lengili of pull 
required. 

ii. Operate and acljust a ll devices. 
111. Check tightness of connectors. 
1v. Check condition of conduit. 
v. Check condition and operation of corner 

pulleys. 
(b) Electric type 

i. Test manual release. 
ii.. Check that covers are in place. 

(c) Check pneumatic releases. 
(d) Check accessibility during fire. 
(e) Separate main and reserve manual pulls iliat 

require only one operation, to obtain d ischarge of 
either main or reserve supply of gas. 

(f) Clearly mark and identify all manual releases. 
Piping 

(a) Check security; check iliat piping is adequately 
supported. 

(b) Check condition; check for any corrosion. 
Nozzles 

(a) Check orientation and orifice size ; make sure iliey 
are unchanged from original design. 

(b) Check security. 
(c) Check seals where needed. 
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(d) Ensure orifice of nozzle is free of rust, debris (i.e., 
bugs, spider webs), and so forth, and clean/ 
repair/ replace if necessary. 

(16) Containers 

(a) Check physical condition; check for any sign of 
corrosion. 

(b) Check the contents for weight by acceptable meth­
ods for each cylinder or low-pressure tank. (If the 
contents are more than 10 percent below the 
normal capacity, refilling is required. Propet· oper­
ation of the Liquid level gauge should be verified.) 

(c) Check that cylinders are securely held in position. 
(d) Check hydrostatic test date. 
(e) Check cylinder connectors for integri ty and condi­

tion . 
(f) Check weights and cables of mechanical release 

system. 
(g) Release devices; check for proper arrangement 

and security. 
(h) Check explosive release devices; check replace­

ment date and check condition. 
(17) Tests 

(a) Perform recommended discharge tests if there are 
any questions about the adequacy of the system. 

(b) Perform recommended full discharge test if cylin­
der hydrostatic test is required. 

(18) Return all part~ of system to full service. 
(19) Give certificate of inspection to owner. 

Regular service conn·acts with the manufacturer or installing 
company are recommended. Work should be performed by 
personnel thoroughly n·ained and regularly engaged in provid­
ing such services. 

A.4.8.3.3 The maintenance report provides the owner with 
valuable information pertaining to the fire system, its condi­
tion, and recommendations . The servicing company should 
review its maintenance t·eport to ensure that it captures the 
necessary data and performs the maintenance in a thorough 
and safe manner. The FSSA Fzre Protection Systems Inspection Form 
Guidelines can be used to evaluate the service company's main­
tenance report. 

A.4.8.3.4 The method of seal ing should not introduce any 
new hazards. 

A.4.8.4 Persons who inspect, test, or maintain carbon dioxide 
systems should be trained and periodically tested for compe­
tence in the functions they perform. Attending n·aining 
programs offered by equipment manufacmrers and other n·ain­
ing organizations should be considered. 

A.5.1.2 Achieving and maintaining the right concenn·ation 
ensures the complete and permanent extinguishment of the 
fire in the specific combustible material or materials involved. 

A.5.2.1 Under this class of protection, a reasonably well­
enclosed space is assumed in order to minimize the loss of the 
extinguishing medium. The area of allowable unclosable open­
ings depends on the type of combustibles involved. 

A.5.2.1.1 vVhere two or more hazards by reason of their prox­
imity are expected to be simultaneously involved in fire, each 
hazard should be protected with an individual system, protec­
ted with the combination arranged to operate simultaneously, 
or protected with a single system that should be sized and 

12-37 

arranged to discharge on all potentially involved hazards simul­
taneously. 

A.5.2.1.3 For deep-seated fires, low-level openings should be 
avoided regardless of the relief requirements in order to main­
tain a concenn·ation for as long as necessary. Relief vents w1der 
these conditions should be as high within the enclosm e as 
possible. 

A.5.2.3 Practically all hazat·ds that contain matet·ials that 
produce surface fires can contain varying amounts of materials 
that could produce deep-seated fires . Proper selection of the 
type of fire that the system should be designed to extinguish is 
important and, in many cases, requires sound judgment after 
careful consideration of all the various factors involved. 

Basically, such a decision is based on the answers to the 
following questions: 

(1) Will a deep-seated fire develop, considering the speed of 
detection and application of the contemplated system? 

(2) If a deep-seated fire does develop, will it be of a minor 
namre, \viii the circwnstances be such that it will not 
cause a reflash of the material that produced the surface 
fire, and can arrangements be set up to put it out 
manually after the carbon d ioxide discharge before it 
causes n·ouble? 

(3) Are the values involved or the importance of equipment 
involved su ch that the ultimate protection is justified 
regardless of the extra cost of providing a system that will 
extinguish deep-seated fires? 

It will be seen that, with a t·emote possibility of a deep-seated 
fire causing trouble, there are many cases where taking this 
remote risk can be justifi ed, and a system to extinguish surface 
fires can properly be selected. As an example , electrical trans­
formers and other oil-filled electrical equipment have 
commonly been n·eated as producing surface fires, although 
there could be a chance that a heated core will produce a deep­
seated fire in electrical insulation. On the other hand, the 
importance of some of the electrical equipment to production 
can be such that n·eating the hazard as a deep-seated fire 'viii 
be justified. 

Often, a decision involves consultation with the authority 
having jurisdiction and with the owner and the engineers of 
the company supplying the equipment. The cost comparison 
between a system designed to extinguish a surface fire and one 
designed to extinguish a deep-seated fire can be the deciding 
factor. In all cases, it is advisable that al l interested parties are 
fully aware of any risks involved if the system is designed to 
extinguish only a surface fire and of the additional costs 
involved if a system is designed to extinguish a deep-seated fire. 

A.5.2.3.1 Surface fires are the most common hazard particu­
Larly adaptable to extinguishment by total flooding system~. 

A.5.2.3.2 In any event, it is necessary to inspect the hazard 
immediately after a deep-seated fire to make certain that extin­
guishment is complete and to remove any material involved in 
the fire . 

VVhere there is an explosive atmosphere of flammable vapors 
or combustible dust within an enclosure, discharge of liquid 
C02 could produce a static spark thereby causing an explosion. 
The danger of explosion can be mitigated by it"Uecting C02 

vapor into the hazard to build an inert atmosphere. The C02 

vapor injection should be done gently to minimize turbulence 
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that could raise and suspend combustible dust with in the 
enclostu·e. An example of such a hazat·d is a coal storage si lo. 
(NOTli.': Fire protection and inerting of coal silos is beyond the scope of 
this standm·d.) See A.4.2.1. 

A5.3.2.2 The theoretical minimum carbon dioxide concentra­
tion and the minimum design carbon dioxide concentration to 
prevent ignition of some common liquids and gases are given 
in Table 5.3.2.2. 

A.5.3.3.1 Because the average small space has proportionately 
more boundary area per enclosed volume than a larger space, 
gt·eater proportionate leakages are anticipated and accounted 
for by the graded volume factors in Table 5.3.3(a) and Table 
5.3.3(b) . 

The least gas quantities for the smallest volumes at·e tabula­
ted in order to clarify the intent of column B in Table 5.3.3(a) 
and Table 5.3.3(b) and thus avoid possible overlapping at 
borderline volumes. 

A.5.3.5.1 Where forced venti lation is not a consideration, leak­
age of a carbon dioxide-air mixntre from an enclosed space 
depends on one or more of the following parameters: 

(1) Tempemture of Enclosu111. Carbon dioxide will not expand as 
much at a low tempet·ature and will be more dense; thus, 
a greater amount will leak out if the openings are in the 
lower portion of the enclosure. 

(2) Volume of Enclosu111. The percent of total volume of carbon 
dioxide lost through any given opening in a small enclo­
sure will be much greater than that from the same open­
ing in a large enclosure. 

(3) Venting. An opening at or near the ceiling is usually desir­
able to permit exhausting the Lighter gases from the room 
during the discharge. 

( 4) Location of openings. Because carbon dioxide is heavier 
than air, there could be little or no loss of carbon dioxide 
from openings near the ceiling, while the loss at the floor 
level could be substantial. 

A.5.3.5.3 Hazards located in enclosures that are normally at 
temperanu·es above 2000F (93°C) can be more susceptible to 
re-ignition. Therefore, additional carbon dioxide is advisable to 
hold the extinguishing concentrations for a longer period of 
time, allowing the extinguished material to cool clown and 
thereby reduce the chances of re-ignition when the gas dissi­
pates. 

A.5.3.5.5 Under normal conditions, surface fires are usually 
extinguished during the discharge period. 

A5.3.5. 7 Testing has shown that carbon dioxide applied 
directly to the liquid surface by local application-type nozzles 
can be necessary to provide the required cooling to prevent re­
ignition after the end of the carbon dioxide discharge. 

A.5.4.1 Although specific test data are lacking, it is recognized 
that certain types of deep-seated fires can require holding times 
in excess of 20 minutes. The quantity of carbon dioxide for 
deep-seated-type fires is based on fairly tight enclosures. 

A.5.4.2 For combustible materials capable of producing deep­
seated fires, the required carbon dioxide concentrations 
cannot be determined with the same accuracy possible with 
surface-burning materials. The extinguishing con centration 
will vary with the mass of material present because of the ther­
mal insulating effects. Flooding factm-s have therefore been 
determined on the basis of practical test conditions. 
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A5.4.2.1 Generally, the flooding factors have been found to 
provide proper design concenu·ations for the moms and enclo­
sures listed in Table 5.4.2 .1. 

For further information, see Annex D. 

Depending on combustibility, these hazards might not 
involve deep-seated fires . (See 5.3.5.6. ) 

A5.5.2 The minimum design rates of application established 
are considered adequate for the usual surface or deep-seated 
fire. However, whe re the spread of fire can be faster than 
normal for the type of fire, or where high values or vital machi­
nery or equipment are involved, rates higher than the mini­
mums can, and in many cases sho uld, be used. Where a hazard 
contains material that \vi ii produce both surface and deep­
seated fires, the t·ate of application should be at least the mini­
mum required for surface fires. Having selected a rate suitable 
to the hazard, the tables and information that follow should be 
used or such special engineering as is required should be 
carried out to obtain the proper combination of container 
releases, supply piping, and orifice sizes that will produce this 
desired rate . 

The leakage rate from an enclosure in the absence of forced 
ventilation depends mainly on the difference in density 
between the atmosphere within the enclosure and the a ir 
surrounding the enclosure. The follo\ving equation can be 
used to calculate the rate of carbon dioxide loss, assuming that 
thet·e is sufficient leakage in the uppet· pa t·t of the enclosure to 
allow free ingress of air: 

where: 
R =rate of C02 [lb/ min (kg/ min)) 
C = C02 concentration fi·action 
p = density of C02 vapor [ lb/ ft3 (kg/m3

) 1 

[A5.5.2] 

A = area of opening fft2 (m2
) (flow coefficien t included) l * 

g = gravitational constant f32.2 ft/sec2 (9.81 m/sec2)1 
p1 = density of atmosphere flb/ ft3 (kg/ m 3

) 1 
p2 = density of surrounding a ir [lb/ft3 (kg/ m3

) 1 
h = static head between opening and top of enclosure [ft (m)) 

>:<Jf there are openings in the walls only, the area of the wall 
openings can be divided by 2 for calculations because it is 
presumed that fresh air can enter through one-hall· of the 
openings and that protective gas \viii exit through the other 
half. 

Figure E.l (b) can be used as a guide in estimating discharge 
rates for extended discharge systems. The curves were calcula­
ted using the preceding equation, assuming a temperarnre of 
700F (21 °C) inside and outside the enclosure. In an acrnal 
system, the inside temperature \viii normally be reduced by the 
discharge, thus increa~ing the rate ofloss. Because of the many 
variables involved, a test of the installed system could be 
needed to ensure proper performance. 

V\ihere leakage is appreciable, the design concentration 
should be obtained quickly and maintained for an extended 
period of time. Carbon d ioxide provided for leakage compen­
sation should be applied at a reduced rate. The extended rate 
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of discharge should be sufficient to maintain the design 
concentration. 

A.5.5.2.1 Normally, the measured discharge time is consid­
ered to be the time when the measuring device start~ to record 
the presence of carbon dioxide until the design concentration 
is achieved. 

A.5.5.3 Protection of stationary combustion engines and gas 
turbines is addressed in NFPA 37. 

For enclosed recirculating-type electrical equipment, the 
initial discharge quantity should not be less than 1 lb (0.45 kg) 
of gas for each 10 ft3 (0.28 m3

) of enclosed volume up to 
2000 ft3 (56.6 m3). For larger volumes, 1 lb (0.45 kg) of gas for 
each 12 ft3 (0.34 m3) or a minimum of 200 lb (90.8 kg) should 
be used. Table A.5.5.3(a) and Table A.5.5.3(b) can be used as a 
guide to estimate the quantity of gas needed for the extended 
discharge to maintain a minimum concentration of 30 percent 
for the deceleration time . The quan tity is based on the internal 
volume of the machine and the deceleration time, assuming 
average leakage. For dampered, non-recirculating-type 
machines, add 35 percent to d1e indicated quantities in Table 
A.5.5.3(a) and Table A.5.5.3(b) for extended discharge protec­
tion. 

A.5.5.4.2 Methods available to compensate for temperature 
exposures include reduced filling density for high tempera­
tures and nitrogen super-pressurization combined wid1 

reduced filling density for low temperatures. Manufacturers 
should be consulted fix advice . 

A.5.6.1 The pressure venting consideration involves such vari­
ables as enclosure strength and injection rate. 

A.5.6.2 Porosity and leakages such as at doors, windows, and 
dampers, although not readily apparent or easily calculated, 
have been found to provide sufficient relief for the normal 
carbon dioxide flooding systems without need for additional 
venting. Record storage rooms, refrigerated spaces, and duct­
work have also been found to need no additional venting when 
tested under their average system conditions. 

In many instances, particularly when hazardous materials are 
involved, relief openings are already provided for explosion 
venting. These and other available openings often provide 
adequate venting. 

General construction practices provide the guide in Table 
A5.6.2 for considering the normal strength and allowable pres­
sures of average enclosures. 

A.6.1.2 Examples of hazards that are protected by local appli­
cation systems include dip tanks, quench tanks, spray booths, 
oil-filled electric transformers, vapor vents, rolling mills, print­
ing presses, and so forth . 

A.6.1.4 Reference is made to Section 4.3, 4.5.5, and A.4.3 
regarding hazards to personnel due to obscuration of vision 
and reduction of oxygen concentration below that which \vi ii 

Table A.5.5.3(a) Extended Discharge P rotection for Enclosed Recirculating Rotating Electrical Equipment (Cubic Feet Protected for 
Deceleration Time) 

Time (minutes) 

lb C02 5 10 15 20 30 40 50 60 

100 1,200 1,000 800 600 500 400 300 200 
150 1,800 1,500 1,200 1,000 750 600 500 400 
200 2,400 1,950 1,600 1,300 1,000 850 650 500 
250 3,300 2,450 2,000 1,650 1,300 1,050 800 600 
300 4,600 3,100 2,400 2,000 1,650 1,300 1,000 700 
350 6,100 4,100 3,000 2,500 2,000 1,650 1,200 900 
400 7,700 5,400 3,800 3,150 2,500 2,000 1,600 1,200 
450 9,250 6,800 4,900 4,000 3,100 2,600 2,100 1,600 
500 10,800 8,100 6,100 5,000 3,900 3,300 2,800 2,200 
550 12,300 9,500 7,400 6,100 4,900 4,200 3,600 3,100 
600 13,900 10,900 8,600 7,200 6,000 5,200 4,500 3,900 
650 15,400 12,300 9,850 8,300 7,050 6,200 5,500 4,800 
700 16,900 13,600 11,100 9,400 8,100 7,200 6,400 5,600 
750 18,500 15,000 12,350 10,500 9,150 8,200 7,300 6,500 
800 20,000 16,400 13,600 11,600 10,200 9,200 8,200 7,300 
850 21,500 17,750 14,850 12,700 11,300 10,200 9,100 8,100 
900 23,000 19,100 16,100 13,800 12,350 11,200 10,050 9,000 
950 24,600 20,500 17,350 14,900 13,400 12,200 11,000 9,800 

1,000 26,100 21,900 18,600 16,000 14,500 13,200 11,900 10,700 
1,050 27,600 23,300 19,900 17,100 15,600 14,200 12,850 11,500 
1,100 29,100 24,600 21,050 18,200 16,600 15,200 13,750 12,400 
1,150 30,600 26,000 22,300 19,300 17,700 16,200 14,700 13,200 
1,200 32,200 27,300 23,550 20,400 18,800 17,200 15,600 14,100 
1,250 33,700 28,700 24,800 21,500 19,850 18,200 16,500 14,900 
1,300 35,300 30,100 26,050 22,650 20,900 19,200 17,450 15,800 
1,350 36,800 31,400 27,300 23,750 22,000 20,200 18,400 16,650 
1,400 38,400 32,800 28,550 24,900 23,100 21,200 19,350 17,500 
1,450 39,900 34,200 29,800 26,000 24,200 22,200 20,300 18,350 
1,500 41,400 35,600 31,050 27,100 25,250 23,200 21,200 19,200 
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Table A.5.5.3(b) Extended Discharge for Enclosed Recirculating Rotating Electrical Equipment (Cubic Meters Protected for 
Deceleration Time) (SI Units) 

kg C02 5 10 15 

45.4 34.0 28.3 22.6 
68.1 50.9 42.5 34.0 
90.8 67.9 55.2 45.3 

ll3.5 93.4 69.3 56.6 
136.2 130.2 87.7 67.9 
158.9 172.6 116.0 84.9 
181.6 217.9 152.8 107.5 
204.3 261 .8 192.4 138.7 
227.0 305.6 229.2 172.6 
249.7 348.1 268.9 209.4 
272.4 393.4 308.5 243.4 
295 .1 435.8 348.1 278.8 
317.8 478.3 384.9 314.1 
340.5 523.6 424.5 349.5 
363.2 586.0 464.1 384.9 
385.9 608.4 502.3 420.3 
408.6 650.9 540.5 455.6 
431.3 696.2 580.2 491.0 
454.0 738.6 619.8 526.4 
476.7 781.1 659.4 563.2 
499.4 823.5 696.2 595.7 
522.1 866.0 735.8 631.1 
544.8 911.3 772.6 666.5 
567.5 953.7 812.2 701.8 
590.2 999.0 851.8 737.2 
612.9 1041.4 888.6 772.6 
635.6 1086.7 928.2 808.0 
658.3 1129.2 967.9 843.3 
681.0 1171.6 1007.5 878.7 

support life, not only in the immediate area of discharge, but 
in adjacent areas to wh ich gas can migrate. 

A.6.3.1 In computing the total quantity of carbon dioxide 
t-equired for a local application system, the flow t-ares for all 
nozzles should be added together to obtain the mass flow rate 
for protection of the particular hazard. This rate should be 
multiplied by the discharge time. 

A.6.3.1.1 These cylinders are normally rated in nominal 
capacities of 50 lb, 75 lb, and 100 lb (22 .7 kg, 34.1 kg, and 
45.4 kg) of carbon dioxide . When the cylinders ar·e filled with 
carbon dioxide at a normal filling density not in excess of 
68 percent, a portion of the discharge from the cylinders will 
be as liquid carbon dioxide and the remainder will be as vapor. 
For design purposes, the vapor discharge is considered to be 
ineffective in extinguishing a fire. It has been found that the 
amount of carbon dioxide discharged from the nozzle as liquid 
carbon dioxide varies from 70 percent to 75 percent of the 
total quantity of carbon dioxide contained in the cyl inder, and 
thus it is necessary to increase the nominal cylinder capacity for 
a given system by 40 percent to account for the vapor portion 
of the carbon dioxide. For example, a 50 lb (22.7 kg) cylinder 
can be expected to d ischarge between 35 lb and 37.5 lb 
(15.9 kg and 17.0 kg) of carbon dioxide as liquid that is the 
part of the discharge that is effective in fire extinguishment. 

A.6.3.1.2 When liquid carbon dioxide flows thwugh a warm 
pipeline, the liquid evaporates rapidly unti.l the pipeline is 
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Time (minutes) 

20 

17.0 
28.3 
36.8 
46.7 
56.6 
70.8 
89.1 

113.2 
141.5 
172.6 
203.8 
234.9 
266.0 
297.2 
328.3 
359.4 
390.5 
421.7 
452.8 
483.9 
515.1 
546.2 
577.3 
609.4 
641.0 
672.1 
704.7 
735.8 
766.9 

30 40 50 60 

14.2 11.3 8.5 5.7 
21.2 17.0 14.0 ll.3 
28.3 24.1 18.4 14.2 
36.8 29.7 22.6 17.0 
46.7 36.8 28.3 19.8 
56.6 46.7 34.0 25.5 
70.8 56.6 45.3 34.0 
87.7 73.6 59.4 45.3 

110.4 93.4 79.2 62.3 
138.7 ll 8.9 101.9 87.7 
169.8 147.2 127.4 110.4 
199.5 175.5 155.7 135.8 
229.2 203.8 181.1 158.5 
258.9 232.1 206.6 184.0 
288.7 260.4 232.1 206.6 
319.8 288.7 257.5 229.2 
349.5 317.0 284.4 254.7 
379.2 345.3 311.3 277.3 
410.4 373.6 336.8 302.8 
441.5 401 .9 363.7 325.5 
469.8 430.2 389.1 350.9 
500.9 458.5 416.0 373.6 
532.0 486.8 441.5 399.0 
561.8 515.1 467.0 421.7 
591.5 543.4 493.8 447.1 
622.6 571.7 520.7 471.2 
653.7 600.0 547.6 495.3 
684.9 628.3 574.5 519.3 
713.2 656.6 600.0 543.4 

Table A.5.6.2 Strength and Allowable Pressures for Average 
Enclosures 

Type Wmdage Pressure Water 

Construction (mph) (lb/ft2
) in. psi kPa 

Light building 100 25* 5 0.175 1.2 
Normal building 140 50t 10 0.35 2.4 
Vault building 200 100 20 0.70 4.8 
*Venting sash remains closed. 
t Venting sash designed to open freely. 

cooled to the saturation temperature of the carbon dioxide. 
The quantity of carbon dioxide liquid evaporated in this 
manner depends on the total amount of heat that should be 
removed from the pipeline and the latent heat of evaporation 
of the carbon dioxide. For high-pressure carbon dioxide, the 
latent heat of evaporation is about 64 Btu/ lb (149 kJ/ kg); for 
low-pressure carbon dioxide, the latent heat of evaporation is 
about 120 Btu/ lb (279 kJ/kg). 

The quantity of heat to be removed from the pipeline is the 
product of the weight of the pipeline times the specific heat of 
the metal times the average temperature change of the pipe­
line. For stee l pipe, the average specific heat is about 
0.11 Btu/ lb· °F (0.46 kJ/ kg·K) temperature change. The avet-­
age temperature change will be the difference between the 
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temperature at the beginning of the discharge and the average 
temperanu-e of the liquid flowing through the pipe. F01- high­
press ure carbon dioxide, the average temperature of the liquid 
in the pipeline can be assumed to be about 60°F (16°C) . For 
low-pressure carbon dioxide, the average temperanu-e can be 
assumed to be about - 5°F (- 21 °C) . These temperatures would 
of course vary somewhat in accordance with average nozzle 
pressures; however, such minor adjustments would not substan­
tially affect the results. The following equation can be used to 
compute the quantity of carbon dioxide evaporated in the 
pipeline: 

where: 

W= wCP(1;-1;) 
H 

W = C0 2 evaporated fib (kg) ] 
w =weight of piping [ lb (kg) l 

[A.6.3.1.2] 

Cp = specific heat of metal in pipe [Bn1/ lb·°F; 0.11 for steel 
(kj / kg·K; 0.46 for steel)] 

1~ = average pipe temperature before discharge [°F (°C) J 
12 = average C02 temperature [°F ("C) l 
H = latent heat of evaporation of liquid C0 2 [Btu/ lb (kj/kg) ] 

A.6.3.3 Because the tests conducted in the listing or approvals 
of carbon dioxide nozzles t-equire that fires be extinguished 
wid1in a maximum time limit of 20 seconds, a minimum dura­
tion of 30 seconds has been established for this standard. This 
extra time allows a factor of safety for conditions that can be 
unpredictable. It is important to recognize that this discharge 
time is a minimum and that conditions such as high tempera­
tures and cooling of unusually hot sm·faces with in the hazard 
area can require an increase in the discharge time to ensure 
complete and effective extinguishment. 

A.6.3.3.2 The flow of carb on dioxide need not start nor stop 
simultaneously at aU nozzles, but all nozzles must discharge 
liquid carbon dioxide simultaneously for at least the minimum 
liquid dischat-ge time. 

A.6.3.3.5 The maximum temperan1re of a burning liquid fuel 
is limited by i ts boiling point where evaporative cooling 
matches the heat input. In most liquids, the auto-ignition 
temperature is far above the boiling temperature, so that re­
ignition after extinguishment can be caused only by an exter­
nal ignition source. H owever, a few m1ique liquids have auto­
ignition temperatures that are much lower than their boiling 
temperan1res. Common cooking oils and melted paraffin wax 
have this property. To prevent re-ignition in mese materials, it 
is n ecessary to maintain an extinguishing atmosphere until the 
fuel has cooled below its auto-ignition temperature. A 
discharge time of 3 minutes is adequate for small units, but a 
longer time could be needed for larger-capacity units. 

A.6.4.1 The practical application of the rate-by-area method is 
explained in the FSSA Design Guidelines for Cmvon Dio>."ide Local 
Application Rate-by-Area. The guide assists the user through the 
entire process of a rate-by-area C02 system design with exam­
ples. The user will gain an understanding of the steps involved 
wid1 the layout, calculation, and overall design of the system. 

A.6.4.2.1 In the individual listings or approva ls of overhead­
type nozzles, tests are conducted to determine the optimum 
design flow t-are at which a nozzle should be used for the 
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height at which it is installed above a liquid surface. The tests 
are conducted in the following manner: 

(1) Fire tests of overhead-type nozzles are conducted to 
develop a curve relating maximum flow t-ares at which a 
nozzle can be used at various heights. Testi ng at a 
number of heights establishes a splash curve, whi ch can 
be plotted as a straight-line function of height versus flow 
rate. In conducting these tests, the flow rates used are 
computed on the basis of high-pressure storage condi­
tions of 70°F (21 oq f average pressure 750 psi 
(5171 kPa) l and low-pressure storage conditions of OoF 
( - l8°C) [300 psi (2068 kPa)] . In the case of high­
pressure tests, the fire tests are conducted with the cylin­
ders conditioned at a temperanu-e of 120°F (49°C), wh ich 
gives a flow rate somewhat higher than d1e computed 
flow rate. 

(2) Following A.6.4.2 .1 (1), a minimum flow rate for various 
heights is assumed at a computed flow rate that is 
75 percent of me maximum flow rate previously estab­
lished. Again, a straight-line curve of flow rate versus 
height can be plotted. 

(3) Following A.6.4.2.1 (2), tests are conducted in which me 
area of d1e fire is varied to determine the maximum a rea 
that can be extinguished by a particular nozzle at various 
heights when applied at a flow rate equal to 75 percent of 
the maximum flow rate. In conducting these tests for 
high-pressure storage cylinders, the flow rates for tl1e vari­
ous fires are computed on the basis of 70°F (21 °C) stor­
age temperanu-e [750 psi (5171 kPa) ), and the test 
cylinders are conditioned to a temperature of 32°F (OOC) . 

(4) Fmm the data from A.6.4.2.1 (1) duough A.6.4.2.1 (3), 
two curves are p lotted. The first is a flow rate versus 
height cu rve, and me second is an area versus height 
curve. The final plot of the flow rate versus h e ight cmve 
shows a single curve established at a flow rate that is 
90 percent of d1e maximum flow rate. I t is then possible 
to utilize this nozzle for various heigh ts at m e design flow 
rate indicated by this cmve or at flow rates slightly above 
or be low this curve to allow for differences between 
computed and actual rates. Typical curves are sh own in 
Figure D.1 (a) and Figure D.l (b) . 

Because these curves are developed on the basis of fire tests 
utilizing square pans, it is important to remember m at the area 
coverage for nozzles at various h e ights shown by the second 
curve should b e on the basis of appmximate square areas. It is 
also important to t-emember that mese twu cmves represent 
d1e limitations of single-nozzle coverage. 

In multiple-nozzle systems, these limitations a re used for me 
portion of a hazard covered by each individual nozzle. 

A.6.4.2.2 For tankside and linear nozzles, fire tests are conduc­
ted to develop curves relating the maximum and minimum 
flow rates at which a nozzle can be used to the at-ea of fire that 
the nozzle is capable of extinguishing, with additional limita­
tions reg-arding maximum width of hazard and spacing require­
ments between nozzles and to th e n earest corner of a hazard. 
Jn these tests, the nozzles are normally installed at a distance of 
6 in. (152 mm) above the liquid smface, thereby elimina ting 
the parameter of h eight. These tests are condu cted in me 
following manner. 

Single or multiple nozzles are m ounted on the edge of 
square or rectangulat- pans. In the multiple-nozzle tests, nozzles 
are mounted on one side or on two opposing sides. Tests are 
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conducted on a number of pan sizes with various spacing 
arrangements to establish a maximum t·ate ot· splash curve, 
which can be plotted as a function of flow rate versus area 
covered or hazard width . Following this step, the minimum 
flow rate for various area or hazard width conditions (with 
other appropriate spacing limitations) is determined by a simi­
lar series of tests. 

For all of these tests, the flow rates are calculated on the 
basis of 0°F ( - 18°C) storage tern peramre for low-pressure 
systems f average pressure 300 psi (2068 kPa) l or 70°F (21 °C) 
storage tempet·ature fot• high-pt·essure systems r average pres­
sure 750 psi (5171 kPa)] . In high-pressme systems, the acmal 
storage temperantre can vary between 120°F ( 49°C) and 32°F 
(OOC) . For this reason, the maximum rate or splash rate tests 
are conducted using storage cylinders conditioned to 120°F 
(49°C), which gives a flow rate somewhat higher than the 
computed rate. The min.imum rate tests are conducted using 
storage cylinders conditioned to 32°F (OOC), which gives a flow 
rate somewhat lower than the computed rate. 

From the data developed from these tests, a plot of flow rate 
versus area coverage or hazard width is made with the maxi­
mum or splash curve reduced by a factor of 10 percent and the 
minimum rate inCL·eased by a factot· of 15 pet-cent. A typical 
curve for a tankside nozzle is shown by Figure F.1 (c), and a 
curve for a linear nozzle is shown by Figure F.1 (d). 

A-6.4.3.4 For listing and approval testing, overhead local 
application carbon dioxide nozzles are tested on two­
dimensional pan fires. (See A.6.4.2.1.) Some nozzles have excel­
lent area of coverage when used on such "flat" fires. Although 
the actual cone of discharge can directly impinge on only a 
small area of the fire, the carbon dioxide can flow away from 
the acmal area of .impact and effectively cover a much larger 
area of the fire pan. 

1.000 

0.950 
I'~ Rate-by-volume 

Mathematical method 

If the surface on which the carbon d ioxide d ischarge 
impinges is very irregular, it is possible that the nozzle 
discharge could not effectively cover a ll parts of the hazard. If 
the nozzles being used have small areas of impact compared to 
their listed areas of coverage, additional nozzles could be 
necessary to completely cover irregularly shaped objects. 
vVhere such irregularly shaped hazards are to be covered, tl1e 
designer should be certain that the number, type, and location 
of nozzles are sufficient to ensure complete coverage of the 
hazard surfaces. Veritying the coverage of local application 
nozzles is an impm·tant part of the dischat·ge test. 

A-6.4.4.5 Additional nozzles can be required for th is specific 
purpose, particularly if stock extends more than 2 ft (0.6 m) 
above a protected surface. 

A.6.5.1 The practical application of the rate-by-volume 
method is complicated. The design of a system can be a ided by 
examples and a walk-through calculation of a system. The FSSA 
Design Guidelines jar Cm·ban Dioxide Local Application Rate-by­
Volume describes how to design a carbon dioxide system using 
the t·ate-by-volume method. 

A-6.5.3.2 Figure A.6.5.3.2 is a graph of the partial enclosure. 

A.6.6.2 High-pressure storage temperamres ranging fi·om 
32°F to 120°F (0°C to 49°C) do not require special methods of 
compensating for changing flow rates. 

vVhere high-pressure storage temperantres can fall below 
32°F (0°C) or rise above 1200F ( 49°C), it could be necessary to 
incorporate special feamres in the system to ensure proper flow 
rates. 

A.7.Ll A sepat·ate carbon d ioxide supply can be pmvided for 
hand hose line use, or carbon dioxide can be piped from a 
central storage unit supplying several hose li nes or from fixed 
manual or automatic systems. (See 4.6.1.1.) 

Factor rate per unit volume = 1 - [0. 75 x % enclosed (expressed as a decimal)] 
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FIGURE A.6.5.3.2 P artial Enclosure Flow Rate Reduction per 6.5.3.2. 
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A.7.1.4 Reference is made to 4.3.1 and A.4.3 regarding 
hazar-ds to personnel due to obscuration of vision and reduc­
tion of oxygen concentration below that which will support life, 
not only in the immediate area of discharge but in adjacent 
areas to which gas can migrate . 

A. 7.5.2 The attachment of the discharge nozzle assembly to 
the hose by means of a swivel connection is desirable for 
providing more ease of manipulation. 

A. 7.5.4 Operation of hand hose I ine systems depends upon 
manual actuation and manual manipulation of a discharge 
nozzle. Speed and simplicity of oper-ation are therefore essen­
tial for su ccessful extinguishment. 

A. 7.5.4.2 Bleeder valves or similar devices can be utilized to 
r-educe delay in obtaining liquid dischar-ge on low-pressure 
systems. 

A.8.l.l The carbon dioxide supply is mounted on a mobile 
vehicle that can be towed or driven to the scene of a fire and 
quickly coupled to the standpipe system protecting the 
involved hazard. Mobile supply is primarily fire brigade or fire 
deparonent equipment requiring trained personnel for effec­
tive use. 

A.8.1.2 Standpipe systems and mobile supply can be used to 
supplement complete fixed fire protection systems or can be 
used alone for the protection of the specific hazards as follows: 

(1) Mobile supply can be used as a reserve to supplement a 
fixed supply. 

(2) Mobile supply can also be outfitted with hand hose lines 
for- the protection of scattered hazards. 

A.8.4.1 Exo·a quantities of carbon dioxide could be required 
to compensate for delays in getting the mobile supply to the 
hazard. 

A.8.5 The effectiveness of fire protection provided by stand­
pipe systems and mobile supply depends on the efficiency and 
ability of the manpower that handles the mobile supply. Gener­
ally, this equipment is in the category of fire brigade or fire 
deparonent equipment requiring a regularly assigned crew. 

A.9.1(2)(c) Examples include spaces containing engines used 
for propulsion, engines that drive electrical generators, oil fill­
ing stations, cargo pumps, or heating, ventilation, and air­
conditioning machinery. 

A.9.1(2)(d) Carbon dioxide systems are not recommended for 
vehicle spaces that are accessible to passengers. 

A.9.2.1 It is intended that NFPA 12, including this chapter, 
would be used as a stand-alone document for the design, instal­
lation, and maintenance of marine carbon dioxide systems. 
Chapter 9 was added in 1998 to addr-ess marine installations. It 
was intended to be used in lieu of other standards such as 
46 CFR 119, "Machinery Installations." 

A.9.3.3.1 Some internal combustion propulsion engines and 
generator prime movers draw combustion air from the protec­
ted space in which they are installed. Because these types of 
engines are requir-ed to be shut down prior to system 
discharge, an automatically discharged system in some cases 
could shut down propulsion or electricity supply when needed 
most. A nonautomatic system gives the ship's crew the flexibil­
ity to decide the best course of action . For example, wh ile navi­
gating in a high-density shipping channel, a ship 's ability to 
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maneuver can be more important than immediate system 
discharge. 

A.9.3.3.2 On offshore platforms and on some vesse ls, small 
machinery enclosures are often located such that access by 
personnel at the time of a fire would be difficult and/or 
dangerous and cause unacceptable delay in system actuation. 
As long as life safety and vessel navigability are not adversely 
impacted, automatic actuation of systems pr-otecting such 
spaces is permissible. 

A.9.3.3.4 Except for very small protected spaces noted in 
9.3.3.3.3, it is the intent of this standard to require two separate 
manual operations to cause discharge of a marine system. 
Provision of a separate manually actuated control for each of 
d1e discharge control valves required by 9.3.3.3 accomplishes 
this intent. This requirement is an exception to the "normal 
manual operation" as defined in 4.5.1.2. 

A.9.3.3.5 For a h igh-pressure carbon d ioxide system, the 
emergency manual control for the supply is the manual opera­
tor on the pilot cylinder(s) . 

A.9.3.3.7 Sufficient carbon dioxide should be pr-ovided to 
power the alarms at their rated pressure for the required time. 

A.9.3.6.2.2 An example of where drains would be necessary 
would be low points in carbon dioxide piping, which are a lso 
used by a sampling-type smoke detection system. 

Fires in cargo spaces may not be completely extinguished by 
the carbon dioxide discharge. \1\ihether the fire is completely 
extinguished or only suppressed depends on a number of 
factors, including the type and quanti ty of burning material. 
Some leakage of carbon dioxide-enriched atmosphere from 
d1e cargo hold is likely. Therefore, additional carbon dioxide 
might need to be d ischarged on an intermittent basis to main­
tain fire suppression in the car-go hold until the vessel reach es 
port. Once at port, before the cargo hold is opened, a properly 
equipped and trained fire brigade should be standing by to 
effect complete extinguishment of the burning material . 

Annex B Examples of Hazard Protection 

This annex is not a part of the t·equit"Cments of this NFPA document 
lnlt i5 included for infoTmational putposes only. 

B. I Introduction. The following annex material is provided to 
show typical examples of how various fire hazards can be 
protected with fixed carbon dioxide extinguishing systems. It 
should be noted that the methods described are not to be 
conso·ued as being the only ones that can be used. They are 
meant to help only in interpreting and elaborating on the 
intent of the standard where p r-oper- application could be 
subject to question. 

B.2 Commercial/ Industrial Food Processing Deep-Fat (Hot 
Oil) Cookers. Large deep-fat fryers that are used to continu­
ously cook food products such as meat, fish, and snacks present 
a fire hazard that requires specia l attention when design ing a 
carbon dioxide extinguishing system to protect them. 

If cooking oil is overheated, it will reach its auto-ign ition 
temperature before it boils away. Therefore, a fire that involves 
cooking oil vapors can be re-ignited after the initial carbon 
dioxide discharge by the high temperature of the h ot oil in the 
cooking vat, unless the oil is cooled below the ignition tempera-
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ture. The energy-efficient design of modern cooking vats 
makes cooling a slow process . 

The arrangement of the equipment to be protected is of 
prime consideration to proper system design. 

First of all, using the cooker can involve external heating of 
the oil with recirculation of the oil through the cooking vat. 
This can be considered interexposure. (See 6.2.1.) 

Second, some cookers are designed such that the fume hood 
and conveyor can be raised and lowered by a hydraulic system. 
The combustible food-compatible hydraulic fluids used present 
another area of protection and can be considered intet·ex­
posed. (See 6.2.1. ) 

Third, there is a concern that a high-production operation 
will have an exhaust system that can involve a fume-removal 
system. This concern should be considered part of the hazard. 
(See 6. 2.1.) 

The drain board, when subject to oil drippage at the exit 
end of the conveyor, should be covered. (See 6.2.1. ) 

Finally, the vat presents the largest area to be protected and 
the greatest need f01· adequate cooling. 

B.2.1 Summary of Protection. The following is a quick refer­
ence of protection criteria for system design . 

B.2.1.1 Vat. Where the vat has a movable hood, fire protec­
tion by total flooding under the hood is not permitted by 5.1.2 
unless the following criteria are met: 

(1) The hood should not be raised during the cooking opera­
tion, which means the following: 

(a) The source of power or fue l to the heating elements 
is automatically shut off when the hood is raised 
(e.g ., fot· maintenance or cleaning) . 

(b ) A mechanical high-temperature limit switch is 
employed that will operate any time the tempera­
ture of the oil is above the preset temperature limit 
of not more than 20 percent, in degrees Fahrenheit 
(degrees Celsius), above the maximum normal oil 
operating temperature in degrees Fahrenhe it 
(degrees Celsius) . Its operation shall cause the 
following: 

i. Shutoff of power to the oil heater system 
ii. Prevention of raising elecu·ically operated 

hoods 
iii. Actuation of audible and visible a larms to 

caution against raising the hood manually 
(c) The switch should have an automatic reset tempera­

ture not higher than 60°F (33.3°C) below the auto­
ignition temperature of the cooking oil. 

(2) Before the hood can be raised (e.g ., for maintenance and 
cleaning), a supervised lockout valve should be closed to 
prevent the discharge of the carbon dioxide system. Clos­
ing of the lockout valve should actuate the supervisory 
u·ouble alarm on the conu·ol unit. 

(3) The source of power or fuel to the heating elements is 
automatically shut off prior to, or simultaneously with, 
the system discharge. 

(4) The quantity of carbon dioxide and the duration of 
discharge at·e sufficient to maintain an inen atmosphere 
in the vat until the temperature of the cooking oil is 
lowered to prevent re-ignition per 5 .3 .5 .6 . A minimum 
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reduction of 60°F (33 .3°C) below the auto-ignition 
temperature is recommended. 

(5) The system design is based on discharge testing for the 
specific fryer model to show compliance with B.2.1.1 (4) . 
Documentation of the test should be available upon 
request by the authority having jurisdiction or the end 
user. 

(6) Thet·mal detection should actuate the carbon dioxide 
system when the temperature is at or below the auto­
ignition temperature of the cooking o il. 

B.2.1.2 Permanent Enclosure. Local application should be 
designed with the hood in the full up position . 

B.2.1.3 Drain Board. A local application system using the 
t·ate-by-area method per Section 6 .4 is appropriate. 

B.2.1.4 Fume-Exhaust and Fume-Removal System. Total 
flooding designed to a 65 percent concentration per 5 .4 .2.1 is 
appropriate . 

B.2.1.5 External Oil Heate r. A local application system for the 
recirculating equipment and filters using the rate-by-area 
method (see Section 6.4) or rate-by-volume method (see 
Section 6.5), depending on the equipment configuration , is 
appropriate . 

B.2.1.6 H ydraulic Oil System. A local application syste m 
using the rate-by-area method (see Section 6.4) or rate-by-volume 
method (see Section 6.5 ), depending on the equipment configu­
ration, is appropriate. 

Because the vat requires a minimum of a 3-minute liquid 
discharge (see 6.3.3.5.1), the carbon dioxide system design can 
incorporate two discharge piping systems, one for the vat and 
one for the remaining interexposed hazards. 

B.2.1. 7 Equipment Shutdown. (See aLm 4.5.4.9.) Consideration 
should also be given to personal safety (see Section 4.3) when the 
system is being designed. 

B.3 Restaurant Range Hoods, Connected Ducts, and Associ­
ated Hazards. The pmtection of kitchen range hoods and 
ducts is accomplished with a combination of total flooding and 
local application systems. The duct or vent stack and the 
plenum area above the filters can be protected by total flood­
ing. The undersurface of the filters and any special hazards 
such as deep-fat fryers can be protected by local application. It 
could be necessary to extend local application protection to 
coated underhood surfaces and range surfaces if there is 
danger of grease accumulation or runoff from the hood or 
duct under fire conditions. 

In protecting the duct with the recommended fl oodi ng 
factor of 1 lb/8 ft3 (2 kg/m3) of duct volume, a damper is 
considered essential at e ithet· the top or the bottom, with provi­
sions for automatic closing at the beginning of the discharge of 
carbon dioxide. For ducts that rise to heights greater tha n 20ft 
(6.1 m) or horizontal runs greater than 50 ft (15.3 m), the gas 
is introduced at intermediate points to ensure proper distribu­
tion. With a damper at the top of the stack, a nozzle should be 
installed immediately below, with additional nozzles installed 
above if the duct run extends beyond the damper. A n ozzle is 
normally required in the plenum area. 

Nozzles are to be pmvided to cover th e underside of the 
filters and to discharge for 30 seconds at the coated surface 
rate specified in 6 .4 .3 .5 . In lieu of that, the quantity of carbon 
dioxide required and application rates can be determined 
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using special nozzles or methods as could be approved or listed 
for this purpose. If the underside of the hood is largely 
enclosed by a baffle or drip pan, protection can be by total 
flooding using a factor of 1 lb/8 ft3 (2 kg/m3) and compensat­
ing for open peripheral area. (See 5.3.5.) 

Quantities for the protection of deep-fat fryers or other 
specific fire hazards, or both, below the hood are to be in addi­
tion to the preceding requirements. All hazards venting 
through a common duct should be protected simultaneously. 

Automatic fire detection and actuation of the system are 
required for concealed spaces above the filter and in the duct 
system. Detectors should also be provided below filters over any 
deepcfat cookers. 

Visible fire detection and manual actuation (see 4.5.4.5) can 
be acceptable for exposed portions of the hazard; however, 
actuation by either automatic or manual means should 
discharge the complete system. Special attention should be 
given to the choice of heat detectors, considering normal oper­
ating temperature level and temperature rise conditions of the 
range equipment. 

Actuation of the system should automatically close dampers, 
shut off forced ventilating fans, and shut off the master fuel 
valve or power· switch to all cooking equipment associated with 
the hood. These devices should be of the type that requires 
manual resetting. (See 4.5.4.9.) 

In addition to normal system maintenance, particular care 
should be given to keeping heat detectors and discharge 
nozzles clean of grease accumulation . Generally, nozzle seals or 
caps are required to keep nozzle orifices fi·ee of obstruction. 

For additional information, see NFPA 96. 

B.4 Newspaper Printing and Rotogravure Presses. Newspa­
per, rotogr·avure, and similar presses constitute a substantial 
hazard due to the use of highly flammable solvents in the inks, 
the presence of ink-saturated shredded paper or dust, lubri­
cants, and so forth . In addition to the press units, ther·e can be 
exhaust ducts, ink-mixing equipment, and associated electrical 
hazards that require protection. Rotogravure presses use more 
flammable inks than newspaper printing presses and are 
equipped with heated drying drums or other drying means and 
constitute a more severe hazard. However, the basic protection 
method for both rotogravure and newspaper presses is the 
same. 

Presses are usually arranged in rows (lines) with folders 
in ter·sper·sed. The paper can move duough the press units to 
the folder from either side of the folder. Static elecu·ical sparks 
are a common source of ignition. Flame spread can be from 
the pr·ess units to the folder or from the folder toward the press 
units. 

Presses are "open" or "closed," depending on whether mist 
guards or covers are used. Wid1 open-type presses, an exhaust 
system to remove the ink mist is usually required in the press 
arrangement, and this exhaust system requires simultaneous 
protection. 

Press rooms can be protected by total flooding systems; 
however, loca l application-type systems are generally used. 
Ald1ough the press lines and individual press units constitute a 
series of interexposed hazards, subdividing by lines or suitable 
grouping within lines is the usual practice for economic 
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reasons. Ventilation ducts, ink storage rooms, and control 
rooms are usually handled by total flooding methods. 

Entire press lines can be protected by local application 
methods. A press line can be subdivided into groups. In a ll 
cases, systems should be capable of giving simultaneous and 
independent automatic protection to adjacent groups of other 
lines and also to in-line groups to which the fire can spread. 
Protection should be designed so that, if a fire occurs near the 
junction of adjoin ing groups, the systems protecting both 
groups will discharge simultaneously. 

On individual press gmups, t he rate of carbon dioxide appli­
cation can be based on e ither the rate-by-area or the rate-by­
volume method. (See Sections 6.4 and 6. 5. ) 

If the rate-by-area method is used for the pr·esses, the area is 
based on the full length of the rolls, including the end frames, 
and on the full height of the roll stack, including the ink reser­
voir. Both sides of d1e roll stacks should be included. Colo r 
decks should be similarly calculated. Where outside ink reser­
voirs are used, protection is based on the hori zontal area of the 
reservoir. The floor area under the press should also be protec­
ted. On rotogravure presses, the dryers and connecting duct­
work are protected by fl ooding at 1 lb/ 8 ft3 (2 kg/ m3) to be 
discharged in 30 seconds. \<\'hen the rate-by-area method is 
used to determine the amount of carbon dioxide required for 
folders, carbon dioxide should be applied from both the drive 
side and d1e operating side at two levels. Each nozzle will cover 
an area 4ft (1.2 m) wide by 4ft (1.2 m) high . 

When the rate-by-volume method is used, the entire group 
of presses to be protected as a section can be considered as one 
volume. It is not necessary to add 2 ft (0.6 m) to the sides of 
each press when the frame constitutes a natural barrier. A 
single folder can be included in d1is volume; however, a 
double-deck folder requires an additional volume block to 
include the upper deck. 

Nozzles should be located to cover the coated surfaces; 
however, exact placement according to li stings or approvals 
might not be possible. Nozzles should be located to d ischarge 
from both ends of the press rolls so as to retain the carbon 
dioxide within the press volume. The same applies to folders. 
Protection should be arranged so as to be effective when the 
mist guards are in place or removed. 

The quantity of carbon dioxide required for a single group is 
based on discharging at the calculated rate for 30 seconds. The 
reserve supply should be at least sufficient to protect a ll the 
adjacent groups that could become involved, including a 
reserve for the group in which th e fire originates. In high­
pressure systems, a single reserve bank can be used as a reserve 
for several main banks; however, the main ban k for one group 
cannot b e used as the reserve for another group unless specifi­
cally appmved by the authority havingjmisdiction. 

All systems shou ld be arranged for automatic actuation with 
means for auxiliary manual actuation. At least one heat detec­
tor should be located in or over each press unit and folder, 
depending on the design of the particular unit. 

Because of the inherent vibration associated with presses, 
particular attention should be given to mounting means in 
order to e liminate vibration damage to tubing or wiring of the 
detection system. 
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Immediate detection is particularly important in group 
protection to prevent the spread of fire beyond the group 
affected. Because of the need for rapid detection to prevent 
fire from spreading to adjacent groups or operation of adjacent 
detectors, or both, the detection system should utilize rate-of­
rise, rate-compensated, or equivalent fast-acting detectors. 

Complete shutdown of presses, ventilation, pumps, and heat 
sources simultaneous with system operation is essential. 

Audible alarms in the press room and in any basements, pits, 
or lower levels where carbon dioxide can flow should sound 
simultaneously with operation of the system. (See A.4.3.) 

In addition to normal system maintenance, particular care 
should be given to ensuring continuance of proper nozzle loca­
tion and alignment during not·mal press maintenance proce­
dures. Special attention should also be given to effects of press 
vibration on heat actuators and connecting tubing or wiring. 

B.5 Open-Top Pits. Open pits up to 4ft (1.2 m) deep or up to 
a depth equal to one-quarter the width, whichever is greater, 
should be protected on the basis of local application. The area 
to be considered in determining the quantity of carbon dioxide 
is the total floor area of the pit less any area covered by a simul­
taneously protected tank or other equipment for which the 
quantity is separately calculated. Nozzles at·e located so as to 
provide coverage of the protected area in accordance with list­
ing or approval data. It could thus be necessary to locate addi­
tional nozzles in the center of the pit. 

Open pits that exceed 4ft (1.2 m) in depth or a depth equal 
to one-quarter the width, whichever is greater, can be protected 
on an area basis using a discharge rate of 4 lb/ min·ft2 

(19.5 kg/ min·m2 ) of floor area and a discharge time of 
30 seconds. The nozzles should be located around the sides of 
the pit in order to apply the carbon dioxide uniformly from all 
sides. Care s hould be taken to use an appropriate number of 
nozzles with sufficient projection to reach the center areas of 
large pits. Alternatively, it might be preferable to locate some of 
the nozzles so that they discharge directly in the pit onto equip­
ment requiring protection, su ch as pumps, motors, or other 
critical items. Open-top dip tanks should be protected sepa­
rately by local application, particularly where the liquid surface 
is less than 4ft (1.2 m) or one-quarter the width of the pit from 
the open top of the pit. Areas of such tanks separately pmtec­
ted wholly within the pit can be deducted from the area of the 
pit. Objects extending above the top of the pit should be 
protected using the surface area or the assumed enclosure 
methods. 

If the top of the pit is partially covered so that the open area 
is less than 3 percent of the cubic foot volume expressed in 
square feet, the quantity of carbon dioxide required can be 
determined on a total flooding basis, using an additional quan­
tity of gas for leakage compensation equal to 1lb/ ft2 (5 kg/ m2

) 

of open area. 

For pit~ exceeding the minimum specified depth limitation, 
the dischat·ge nozzles should be located at the 1:\vo-thit·ds level 
above d1e floor, provided d1at the discharge rate versus 
distance factor is not exceeded, so that there will be no danger 
of splashing any liquids that could be present. In any case, it is 
preferable to keep the nozzles below the open top to minimize 
the entrainment of air down into the pit. If the pit exceeds 
20ft (6.1 m) in depth, it is desirable to locate the nozzles some­
what above the 1:\Vo-thirds level from the fl oor to ensure 
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adequate mixing in the pit. ·when the quantity of carbon d iox­
ide is computed on the basis of normal total flood ing tech­
niques, the nozzle should produce sufficient velocity and 
turbulence effects to comple te ly fill the pit volume with a thor­
oughly mixed atmosphere of carbon dioxide and a ir. 

B.6 Below Raised Floors. The use of total flooding carbon 
dioxide fire suppression systems for protection of underfloors 
typically found in computer rooms and similar types of e lec­
tronic facilities has been a common practice for several deca­
des. 

Experience has shown d1at d1ere is a potential proble m of 
excessive leakage associated with underfloor protection that 
can be attributed to a combination of perforated floor tiles and 
discharge turbulence. Therefore, it is important to design the 
system to compensate for leakage and to provide a soft 
discharge to minimize turbulence. The system manufacturer 
should be consulted fot· detailed guidance. 

Carbon dioxide, being heavier than a ir, tends to remain trap­
ped and could pose a hazard to personnel entering the under­
floor to perform after-fire t·epairs. After a system discharge, it 
will be necessary to completely exhaust the carbon d ioxide gas 
from the underfloor after the fire has been extinguished. 

In addition, if any service or maintenance is conducted in 
the underfloor, the carbon dioxide system should be locked 
out to prevent discharge. 

Annex C Pipe and Orifice Size Determination 

77tis annex is not a part of the 1-equirements of this NFPA document 
but is included for informational pwposes only. 

C.l Computing pipe sizes for carbon d ioxide systems is 
complicated by the fact that the pt·essure drop is nonlinear with 
respect to d1e pipeline. Carbon d ioxide leaves the storage 
vesse l as a liquid at saturation pressure . As the pressure drops 
due to pipeline friction, the liquid boils and produces a 
mixture of liquid and vapor. Consequently, the volume of d1e 
flowing mixture increases and the velocity of flow must a lso 
increase. Thus, d1e pt·essure drop per unit length of pipe is 
greater near the end of the pipeline than it is at the beginning. 

Pressure drop information for designing piping systems can 
best be obtained from curves of pt·essm·e versus equivalent 
length for various flow rates and pipe sizes. Such curves can be 
plotted using the theoretical equation given in 4.7.5.1. The Y 
and Zfactors in the equation in that paragraph depend on stor­
age pressure and line pressure. In the following equations, Z is 
a dimensionless ratio, and the Y factor has un its of pressure 
times density and will therefore change the system of units. The 
Y and Z factors can be evaluated as follows: 

p 

y =-f pdP 

Z=- f dp = In~ 
p p p 
' 

where: 
P = pressure at end of pipeline [psi (kPa) ] 

PI = storage pressure [psi (kPa)] 

[C. I a] 



p = density at pressure P [lb/ ft3 (kg/ m3)] 

P1 = density at pressure P1 [ lb/ ft3 (kg/ m3
)] 

Ln = natural logarithm 

ANNEX C 

The storage pressure is an important factor in carbon diox­
ide flow. In low-pressure storage, the starting pressure in the 
storage vessel will recede to a lower level, depending on 
whether a ll or only part of the supply is discharged. Because of 
this, the average pressure during discharge will be about 
285 psi (1965 kPa) . T he flow equation is based on absolute 
pressure; therefore, 300 psi (2068 kPa) is used for calculations 
involving low-pressu re systems. 

In high-pressure systems, the storage pressure depends on 
the ambient temperature. Normal ambient temperature is 
assumed to be 70°F (21 °C) . For this condition, the average 
pressure in the cylinder during discharge of the liquid portion 
will be about 750 psi (5171 kPa) . This pressure has therefore 
been selected fCn· calculations involving high-pressure systems. 

Using the base presstu·es of 300 psi (2068 kPa) and 750 psi 
(5171 kPa), values have been determined for the Y and Z 
factot·s in the flow equation. These values are listed in Table 
C.1 (a) and Table C. 1 (b) . 

For practical application, it is desirable to plot curves for 
each pipe size that can be used. Howevet·, the flow equation 
can be rearranged as shown in the following equation: 

[C.lb] 

~ = 3647}:- 8.08Z 
D12.. (~} 

Thus, by plotting values of L/Dl.25 and Q/IJ, it is possible to 
use one family of curves for any pipe size. Figure C.l (a) gives 
flow information for oaF (- 18°C) storage temperature on this 
basis. Figure C. I (b) gives similar information for high-pressure 
storage at 70°F (21 °C) . For an inside pipe diameter of exactly 
1 in. , IJ and Dl.25 reduce to unity and cancel o ut. For other 
pipe sizes, it is necessary to convert the flow rate and equivalent 
le ngth by dividing or multiplying by these factors. Table C.1 (c) 
gives values for D. 

These curves can be used for designing systems or for check­
ing possible flow rates. For example, assume the problem is to 
determine the terminal pressure for a low-pressure system 
consisting of a single 2 in. Schedule 40 pipeline with an equiva­
lent length of 500 ft and a fl ow rate of 1000 lb/ min. The fl ow 
rate and the equivalent length must be converted to terms of 
Figure C.1 (a) as follows: 

_Q_= lOOO =234 lb/ min·in.2 

D 2 4.28 

L 500 201 f . t.2o -- =--= t·m. 
D L25 2.48 

[C.lc] 

From Figure C.1 (a), the terminal pressure is found to be 
about 228 psi at the point where the interpolated flow rate of 
234 lb/ min intersects the equivalent length scale at 201ft. 

If this line terminates in a single nozzle, the equivalent 
orifice area must be matched to the terminal pressure in order 
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to control the flow rate at the desi red level of 1000 lb/ min. 
Referring to Table 4.7.5.2.1, it will be noted that the discharge 
rate \'!ill be 1410 lb/ min·in.2 of equivalent orifi ce area when 
the orifice pressure is 230 psi. The required equivalent o rifice 
area of the nozzle is thus equal to the total flow rate divided by 
the rate per square inch, as shown in the follo\'ling equati on : 

[C.ld] 

. 1000 lb/ min 9 

Eqmvalent orifice area = . . 9 = 0.709 in.-
1410 lb/ mm · m: 

From a practical viewpoint, the designer would select a 
standard nozzle having an equivalent area n earest to the 
computed area. u· the orifice area happened to be a little 
larger, the actual flow rate would b e slightly higher and the 
terminal pressm·e would be somewhat lower than tl1 e estimated 
228 psi (1572 kPa) . 

If, in the previous example, instead of terminating with one 
large nozzle, the pipeline branched into two smalle t· pipelines, 
it would be necessary to determine tl1e pressure at the end of 
each b ranch line. To illustrate this procedure, assume that the 
b ranch lines are equal and consist of 112 in. Schedule 40 pipe 
with equivalent lengt11s of 200 ft (61 m ) and that the flow in 
each branch line is to be 500 lb/ min (227 kg/ min) . Converting 
to terms used in Figure C.1 (a), the following equations t·esult: 

Q
9 

= 500 = 193 lb/ min · in.2 

n- 2.592 

Ll 9, = 200 = 110 ft/ in. 1.25 

D - ' 1.8 13 

[C.le] 

From Figure C.l (a), the starting pressure of 228 psi 
(1572 kPa) (terminal pressure of main line) in tersects the flow 
rate line f193 lb/ min (87.6 kg/ min)] a t an equivalent length 
of about 300ft (91.4 m) . In other words, if the branch line star­
ted at the storage vessel, the liquid carbon dioxide would have 
to flow through 300ft (91.4 m ) of pipeline before the pressure 
dropped to 228 psi (1572 kPa) . This length thus becomes the 
starting point for the equivalent length of tl1e branch line. The 
terminal pressure of the bran ch line is then found to be 165 psi 
(11 38 kPa) at the poin t where the 193 lb/ min (87.6 kg/ min) 
flow rate line intersects the total equivalen t length line of 410 ft 
(125m), or 300ft+ 110ft (91 m + 34m) . With this new termi­
nal pressure [165 psi (1138 kPa)l and flow rate f500 lb/ min 
(227 kg/ min) J, the required equivalent nozzle area at tl1e en d 
of each branch line \'!ill be approximately 0.567 in. 2 (366 mm2

) . 

This is about the same as the single la rge nozzle example, 
except that the discharge rate is cut in half due to the reduced 
pressure. 

The design of the piping disu·ibution system is based on the 
flow rate desired a t each nozzle. This in turn determines the 
required flow rate in the branch lines and the main pipeline. 
From pt·actical expe t·ience, it is possible to estimate the appmx­
imate pipe sizes required . The pressure at each nozzle can be 
determined from suitable flow curves. The nozzle orifi ce sizes 
are then selected on the basis of nozzle pressure from the data 
given in 4 .7.5.2. 

In high-pressure systems, the main header is supplied by a 
number of separate cylinders. The total flow is thus divided by 

2022 Edition 



12-48 CARBON DlOXLDE EXTINGUISHING ~YSTEMS 

the number of cylinders to obtain the flow rate from each cylin­
der. The flow capacity of the cylinder valve and the connector 
to the header vary with each manufacturer, depending on 
design and size. For any particular valve, dip tube, and connec­
tor assembly, the equivalent length can be determined in terms 
of feet of standard pipe size. \1\' ith this information, the flow 
equation can be used to prepare a curve of flow rate versus 
pressure drop . This curve provides a convenient method of 
determining header pressure for a specific valve and connector 
combination. 

Table C.1(d) and Table C.1(e) list the equivalent lengths of 
pipe fittings for determining the equivalent length of piping 
systems. Table C. 1 (d) is for threaded joints, and Table C.1 (e) is 
for welded joints. Both tables were computed for Schedule 40 
pipe sizes; however, for a ll practical pw·poses, the same figures 
can also be used for Schedule 80 pipe sizes. These tables 

Table C.l (a) Values of Y and Z for 300 psi Initial Storage Pressure 

Pressure 
(psi) z 0 1 2 3 

300 0.000 0 0 0 0 
290 0.135 596 540 483 426 
280 0.264 1119 1070 1020 969 
270 0 .387 1580 1536 1492 1448 
260 0.505 1989 1950 1911 1871 
250 0 .620 2352 2318 2283 2248 
240 0.732 2677 2646 2615 2583 
230 0.841 2968 2940 2912 2884 
220 0.950 3228 3204 3179 3153 
210 1.057 3462 3440 3418 3395 
200 1.165 3673 3653 3632 3612 
190 1.274 3861 3843 3825 3807 
180 1.384 4030 4014 3998 3981 
170 1.497 4181 4167 4152 4138 
160 1.612 4316 4303 4291 4277 
150 1.731 4436 4425 4413 4402 
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should be used to determine the equivalent length of pipe for 
fittings unless manufacturer's test data indicate that other 
factors are appropriate. For mechan ical grooved fittings listed 
for use in carbon dioxide systems, equivalent length data 
should be obtained from the manufactmer. 

For nominal changes in elevation of piping, the change in 
head pressure is negligible. However, if there is a substantial 
change in e levation, this factor should be taken into account. 
The head pressure correction per foot of elevation depends on 
the average line pressure where the e levation takes place 
because the density changes with pressure. CotTection factors 
are given in Table C.1 (f) and Table C.1 (g) for low-pressure and 
high-pressure systems, respectively. The correction is subtracted 
from the terminal pressure when the flow is upward and is 
added to the terminal pressure when the flow is downward. 

y 

4 5 6 7 8 9 

0 0 0 0 0 0 
367 308 248 187 126 63 
918 866 814 760 706 652 

1402 1357 1310 1263 1216 1168 
1831 1790 1749 1708 1666 1623 
2212 2176 2139 2102 2065 2027 
2552 2519 2487 2454 2420 2386 
2855 2826 2797 2768 2738 2708 
3128 3102 3075 3049 3022 2995 
3372 3349 3325 3301 3277 3253 
3591 3570 3549 3528 3506 3485 
3788 3769 3750 3731 3712 3692 
3965 3948 3931 3914 3896 3879 
4123 4108 4093 4077 4062 4046 
4264 4251 4237 4223 4210 4196 
4390 4378 4366 4354 4341 4329 
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Table C. l (b) Values of Yand Z for 750 psi Initial Storage Pressure 

Pressure 
y 

(psi) z 0 1 2 3 4 5 6 7 8 9 

750 0.000 0 0 0 0 0 0 0 0 0 0 
740 0.038 497 448 399 350 300 251 201 151 101 51 
730 0.075 975 928 881 833 786 738 690 642 594 545 
720 0.110 1436 1391 1345 1299 1254 1208 1161 1115 1068 1022 
710 0.143 1882 1838 1794 1750 1706 1661 1616 1572 1527 1481 
700 0.174 2314 2271 2229 2186 2143 2100 2057 2013 1970 1926 

690 0.205 2733 2691 2650 2608 2567 2525 2483 2441 2399 2357 
680 0.235 3139 3099 3059 3018 2978 2937 2897 2856 2815 2774 
670 0.265 3533 3494 3455 3416 3377 3338 3298 3259 3219 3179 
660 0.296 3916 3878 3840 3802 3764 3726 3688 3649 3611 3572 
650 0.327 4286 4250 4213 4176 4139 4102 4065 4028 3991 3953 
640 0.360 4645 4610 4575 4539 4503 4467 4431 4395 4359 4323 

630 0.393 4993 4959 4924 4890 4855 4821 4786 4751 4716 4681 
620 0.427 5329 5296 5263 5229 5196 5162 5129 5095 5061 5027 
610 0.462 5653 5621 5589 5557 5525 5493 5460 5427 5395 5362 
600 0.498 5967 5936 5905 5874 5843 5811 5780 5749 5717 5685 
590 0.535 6268 6239 6209 6179 6149 6119 6089 6058 6028 5997 
580 0.572 6560 6531 6502 6473 6444 6415 6386 6357 6328 6298 

570 0.609 6840 6812 6785 6757 6729 6701 6673 6645 6616 6588 
560 0.646 7110 7084 7057 7030 7003 6976 6949 6922 6895 6868 
550 0.683 7371 7345 7320 7294 7268 7242 7216 7190 7163 7137 
540 0.719 7622 7597 7572 7548 7523 7498 7472 7447 7422 7396 
530 0.756 7864 7840 7816 7792 7768 7744 7720 7696 7671 7647 
520 0.792 8098 8075 8052 8028 8005 7982 7958 7935 7911 7888 

510 0.827 8323 8301 8278 8256 8234 8211 8189 8166 8143 8120 
500 0.863 8540 8519 8497 8476 8454 8433 8411 8389 8367 8345 
490 0.898 8750 8730 8709 8688 8667 8646 8625 8604 8583 8562 
480 0.933 8953 8933 8913 8893 8873 8852 8832 8812 8791 8771 
470 0.967 9149 9129 9110 9091 9071 9052 9032 9012 8993 8973 
460 1.002 9338 9319 9301 9282 9263 9244 9225 9206 9187 9168 

450 1.038 9520 9502 9484 9466 9448 9430 9412 9393 9375 9356 
440 1.073 9697 9680 9662 9644 9627 9609 9592 9574 9556 9538 
430 1.109 9866 9850 9833 9816 9799 9782 9765 9748 9731 9714 
420 1.146 10030 10014 9998 9982 9966 9949 9933 9916 9900 9883 
410 1.184 10188 10173 10157 10141 10126 10110 10094 10078 10062 10046 
400 1.222 10340 10325 10310 10295 10280 10265 10250 10234 10219 10204 

390 1.262 10486 10472 10458 10443 10429 10414 10399 10385 10370 10355 
380 1.302 10627 10613 10599 10585 10571 10557 10543 10529 10515 10501 
370 1.344 10762 10749 10735 10722 10708 10695 10681 10668 10654 10641 
360 1.386 10891 10878 10866 10853 10840 10827 10814 10801 10788 10775 
350 1.429 11015 11003 10991 10978 10966 10954 10941 10929 10916 10904 
340 1.473 11134 11122 11110 11099 11087 11075 11063 11051 11039 11027 

330 1.518 11247 11236 11225 11214 11202 11191 11180 11168 11157 11145 
320 1.564 11356 11345 11334 11323 11313 11302 11291 11280 11269 11258 
310 1.610 11459 11449 11439 11428 11418 11408 11398 11387 11377 11366 
300 1.657 11558 11548 11539 11529 11519 11509 11499 11489 11479 11469 

2022 Edition 



12-50 CARBO N DlOXLDE EXTI NGUISHI NG ~YSTEMS 

Table C.l (c) Values of DI.25 and ~ for Various Pipe Sizes Table C.l (e) Equivalent Lengths in Feet of Welded Pipe Fitting 

Inside Elbow 
Pipe Size Diameter 90 Degrees 

and Type (in.) [j-25 ~ Long 

~ Std. 0.622 0.5521 
Elbow Elbow Radius and 

0.3869 Pipe Size Std. 45 Std. 90 TeeThru Tee Gate 
%Std. 0.824 0.785 0.679 (in.) Degrees Degrees Flow Side Valve 
l Std. 1.049 1.0615 1.100 
1 XH 0.957 0.9465 0.9158 o/s 0.2 0.7 0.5 1.6 0.3 

1Y, Std. 1.380 1.496 1.904 ~ 0.3 0.8 0.7 2.1 0.4 
1 Y., XH 1.278 1.359 1.633 % 0.4 1.1 0.9 2.8 0.5 
1 ~Std. 1.610 1.813 2.592 1 0.5 1.4 1.1 3.5 0.6 
l ~XH 1.500 1.660 2.250 1 Y., 0.7 1.8 1.5 4.6 0.8 
2 Std. 2.067 2.475 4.272 1 ~ 0.8 2.1 1.7 5.4 0.9 
2XH 1.939 2.288 3.760 2 1.0 2.8 2.2 6.9 1.2 
2~ Std. 2 .469 3.09 6.096 2~ 1.2 3.3 2.7 8.2 1.4 
2~XH 2.323 2.865 5.396 3 1.8 4.1 3.3 10.2 1.8 
3 Std. 3.068 4.06 9.413 4 2.0 5.4 4.4 13.4 2.4 
3XH 2.900 3.79 8.410 5 2.5 6.7 5.5 16.8 3.0 
4 Std. 4.026 5.71 16.21 6 3.0 8.1 6.6 20.2 3.5 
4XH 3.826 5.34 14.64 For Sl units, 1 ft = 0.3048 m. 
5 Std. 5.047 7.54 25.47 
5XH 4.813 7.14 23.16 

Table C. I (f) Elevation Correction Factors for Low-Pressure 6 Std. 6.065 9.50 36.78 
6XH 5.761 8.92 33.19 System 

Average Line Pressure Elevation Correction 

psi kPa psi/ ft kPa/ m 

300 2068 0.443 10.00 
280 1930 0.343 7.76 
260 1792 0 .265 5.99 

Table C.l(d) Equivalent Lengths in Feet of Threaded Pipe 240 1655 0.207 4.68 
Fitting 220 1517 0.167 3.78 

200 1379 0.134 3.03 
Elbow 180 1241 0.107 2.42 

Elbow Elbow 90Degrees Union 160 1103 0.085 1.92 
Std. Std. Long Radius Coupling 140 965 0.067 1.52 

Pipe Size 45 90 and Tee Tee or Gate 
(in.) Degrees Degrees Tbru Flow Side Valve 

Ys 0.6 1.3 0.8 2.7 0.3 
Table C.l (g) Elevation Correction Factors for High-Pressure 

~ 0.8 1.7 1.0 3.4 0.4 
System 

% 1.0 2.2 1.4 4.5 0.5 
1 1.3 2.8 1.8 5.7 0.6 Average Line Pressure Elevation Correction 

1 Y., 1.7 3.7 2.3 7.5 0.8 psi kPa psi/ ft kPa/ m 
1~ 2.0 4.3 2.7 8.7 0.9 
2 2.6 5.5 3.5 11.2 1.2 750 5171 0.352 7.96 

2~ 3.1 6.6 4.1 13.4 1.4 700 4826 0.300 6.79 

3 3.8 8.2 5.1 16.6 1.8 650 4482 0.255 5.77 

4 5.0 10.7 6.7 21.8 2.4 600 4137 0.215 4.86 

5 6.3 13.4 8.4 27.4 3.0 550 3792 0.177 4.00 

6 7.6 16.2 10.1 32.8 3.5 500 3447 0.150 3.39 

For Sl units, 1 ft = 0.3048 m. 450 3103 0.125 2.83 
400 2758 0.105 2.38 
350 2413 0.085 1.92 
300 2068 0.070 1.58 
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FIGURE C.1 (a) Pressure Drop in Pipeline for 300 psi (2068 kPa) Storage Pressure. 
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Annex D Total Flooding Systems 

This annex is not a paTt of the 1·equimnents of this NFPA document 
but is included jm· infm·mational pu1poses only. 

D.l Design Theory. From a performance viewpoint, a total 
flooding system is designed to develop a carbon dioxide 
concentration that will extinguish fires in combustible materi­
als located in an enclosed space. It should also maintain an 
effective concenu·ation until the maximum temperature has 
been reduced below the re-ignition point. 

For many materials, there could be a need to maintain a 
concenu·ation of carbon dioxide to allow for cooling. Sheet 
metal ducting that can be heated quickly and substantially is an 
example of whet·e maintaining the concentration for cooling 
can be necessary. 

The concenu·ation of carbon dioxide required depends on 
the type of combustible material involved. The concentration 
of carbon dioxide has been accurately determined for most 
surface-type fires, particularly those involving liquids and gases. 
Most of this infonnation has been obtained by the U.S. Bureau 
of Mines. For deep-seated fires, the critical concentration 
required for extinguishment is less definite and has in general 
been established by practical test work. 

The volume of carbon dioxide required to develop a given 
concentration will be greater than the final volume remaining 
in the enclosure. In most cases, carbon dioxide should be 
applied in a manner that promotes progressive mixing of the 
atmosphere. The displaced atmosphere is exhausted freely 
from the enclosure du·ough various small openings or through 
special vents, as carbon dioxide is it"Uected. Some carbon diox­
ide is therefore lost with the vented atmosphere. This loss 
becomes greater at high concenu·ations. This method of appli­
cation is called free-efflux flooding. 

Under the preceding conditions, the volume of carbon diox­
ide required to develop a given concentration in the atmos­
phere is expressed by the following equations: 

[D.l a ] 

100 

100 -%C0 2 

or 

[D.lb] 

X = 2.3031og
10 

l OO 
l00 -%C0 2 

where: 
e = 2.718 (nantrallogarithm base) 

X= volume of carbon dioxide added per volume of space 

From the pt·eceding equations, the volume of carbon diox­
ide required to develop a given concentration can be calcula­
ted . This quantity of carbon dioxide can be expressed in terms 
of cubic feet (cubic meters) of space protected per pound 
(kilogram) of carbon dioxide or pounds (kilograms) of carbon 
dioxide per 100 ft3 (0.28 m3) . These results have been calcula­
ted and plotted for easy t·eference. 
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One such curve is shown on Figure D.1 (a) . On this curve, it 
was assumed that the carbon d ioxide would expand to a 
volume of 9 ft3 / lb (0.56 m3/ kg) at a temperature of 86°F 
(30°C) . The top curve (complete displacement) and the 
bottom curve (no efflux) are theoretical extremes plotted for 
comparative purposes on ly. The middle curve (free efflux), the 
curve to be used, must be tempered by proper safety factors. 
Similar information is also given on Figure D.1(b) in the form 
of a nomograph. Column A shows oxygen content of air­
carbon dioxide mixtures; Column B shows weights of carbon 
dioxide in air-carbon dioxide mixtures; and Column C shows 
cubic feet per pound of carbon d ioxide in air-carbon dioxide 
mixtures. In this case, it was assumed that the final temperature 
would be about 50°F (10°C), giving a volume of 8.35 ft3 / lb 
(0.52 m3 / kg) of carbon dioxide. The nomograph therefore 
indicates somewhat greater quantities of carbon dioxide for the 
same concentration. The data in Chapters 4 tlu·ough 6 are 
based on an expansion of9 ft3/ Ib (0.56 m3/ kg) of carbon d iox­
ide. It should be noted that, in some well-insulated enclosures, 
such as freezers and anechoic test chambers, complete and 
rapid vaporization of the carbon d ioxide discharge might not 
occur. For unusual cases like these, the manufacntrer should be 
consulted. 

The time required for cooling below the re-ignition point 
depends on the type of fire and the insulating effect of the 
combustible material. For surface-type fires, it can be assumed 
that the fire will be extinguished a lmost as soon as the desired 
concentration is obtained. The enclosure should, of course, 
retain a reasonable concentration for some time after the 
carbon dioxide has been injected, which provides an additional 
factor of safety. 

For deep-seated fires, the concentration should be main­
tained for a longer period of time because the hot material will 
cool off slowly. The cooli ng time varies considerably, depend­
ing on the nature of the material. Because the cooling time 
tends to be long, it is necessary to g ive considerable attention 
to the problem of maintaining the extinguishing concentra­
tion. Surface fires and deep-seated fit·es are basically different 
and should be approached with somewhat different objectives 
in mind. 

Examples of hazards protected by total flooding systems 
include rooms, vaults, enclosed machines, ducts, ovens, 
containers, and the contents thereof. 

D.2 Additional Resources. The design of a total flooding 
carbon dioxide system can be a challenging task. The need to 
address material conversion factors, temperantre variations, 
and unclosable openings are just a few of the obstacles. The 
FSSA publication, Design Guide joT Use with Carbon Dio:xide Total 
Hooding Applications, takes the user through the design of a C02 

system, complete with examples. 
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Annex E Surface Frres 

This annex is not a part of the ?rJfjuirements of this NFPA document 
but is included fm· informational purposes only. 

E.1 The requirements given in Section 5.3 take into account 
the various factors that could affect the performance of the 
carbon dioxide system. The question on limitation of unclosa­
ble openings is frequently encountered and is d ifficu lt to 
answer in precise terms. Because surface fires are normally of 
the type that can be extinguished with local application meth­
ods, a choice between total flooding m- local application can be 
made on the basis of the quantity of carbon dioxide required. 
This choice is illustrated in the following examples for the 
enclosure diagrammed in Figure E.l (a) . 

Example 1: 
Volume of space 
Type of combustible 
Ventilation openings 

Air outlet near ceiling 
Air inlet centered at 7ft below 
ceiling 

Design concentration (See Table 
5.3.2.2.) 

Volume factor [See Table 5.3.3(a).] 
Basic quantity of C02 

2000 ft3 

Gasoline 

18ft3/ lb C02 

2000 = 1lllb 
18 

Material convet·sion factor (see 5.3.4): Because the design 
concenu·ation is not over 34 percent, no conversion is needed. 

Special conditions (see 5.3.5): Carbon dioxide will be lost 
tlu·ough the bottom opening while air enters through the top 
opening. From Figure E.1 (b), the loss rate will be 17 lb/ min·ft2 

for a concentration of 34 percent at 7ft. 

Additional carbon dioxide for openings (see 5.3.5.1): 

17 X 5; 85 Jb 

Total carbon dioxide required: 

11 1 + 85; 196 lb 

Example 1 (SI units) : 
Volume of space 
Type of combustible 
Ventilation openings 

Air outlet near ceiling 
Air inlet centered at 2.1 m below 
ceiling 

Design concentration (See Table 
5.3.2.2.) 

Volume factor [See Table 5.3.3(b).] 
Basic quantity of C02 

54m3 

Gasoline 

1.11 m3/ kgC02 

54
=48.6 k l.l1 g 
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Material conversion factor (see 5.3. 4): Because the design 
concentration is not ovet- 34 percent, no conversion is needed. 

Special conditions (see 5.3.5): Carbon d ioxide will be lost 
through the bottom opening while air enters through the top 
opening. From Figure E.l (b), the loss rate will be 85 kg/ 
min·m2 for a conceno-ation of 34 percent at 2.1 m. 

Additional carbon dioxide for openings (see 5.3.5. 1): 

85 X 0.5 = 42.5 kg 

Total carbon dioxide required: 

48.6 + 42.5 = 91 .1 kg 

Example 2: 
Volume of space 
Type of combustible 
Ventilation openings 

Air outlet near ceiling 
Air inlet centered at 7ft below 
ceiling 

Design conceno-ation (See Table 
5.3.2.2.) 

Basic quantity of C02 

2000 ft3 

Gasoline 

2000 = 111lb 
18 

Additional carbon dioxide for openings (see 5.3.5. 1): 

17 X 10 = 170 lb 

Total carbon dioxide required: 

111 + 170 = 281 lb 

Because the compensation exceeds the basic flooding 
requirement (see 5.2.1.1), refer to Chapter 6. Using the rate-by­
volume method, 6.5.3.2 states that the rate of discharge can be 
reduced to not less than 0.25 lb/ min·ft3 for actual walls 
completely surrounding the hazard enclosure . The openings 
can be calculated as a percentage of wall enclosure to deter­
mine a proper discharge rate. The total opening area is 20 ft2. 

Total wall area: (10 + 10 + 20 + 20) x 10 = 600 ft2 

Rate of discharge: 

~ x(1- 0.25) + 0.25 = 0.27 lb/ min · ft3 

600 

Total rate of discharge: 

0.27 x 2000 = 540 lb/ min 

Quantity of carbon dioxide: 

540 
=270 lb 

2 
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Local application requires a liquid d ischarge for 30 seconds. 
In the case of high-pressure storage, the quantity of cat-bon 
dioxide must be increased by 40 percent (see 6.3.1.1 ) to ensure 
a 30-second discharge of liquid. vVhen the openings are 
increased to 20 ft2 each, local application techniques will 
require less carbon dioxide than total flooding for both low­
pressure and high-pressure storage. 

Example 2 (SI units): 
Volume of space 
Type of combustible 
Ventilation openings 

Air outlet near ceiling 
Air inlet centered at 2.1 m below 
ceiling 

54m3 

Gasoline 

34% C02 Design concentration (See Table 5.3.2.2.) 
Basic quantity of C02 

54 
-=48.6kg 
1.11 

Additional carbon dioxide for openings (see 5.3.5.1): 

85 X 1.0 = 85 kg 

Total carbon dioxide required: 

48.6 + 85 = 133.6 kg 

Because the compensation exceeds the basic flooding 
requirement (see 5.2.1.1), refer to Chapter 6. Using the rate-by­
volume method, 6.5.3 .2 states that the rate of d ischarge can be 
reduced to not less than 4 kg/ min·m3 for actual walls 
completely surrounding the hazard enclosure. T he openings 
can be calculated as a percentage of wall enclosure to deter­
mine a proper discharge rate. The total opening area is 2.0 m2. 

Total wall area: (3 + 3 + 6 + 6) x 3 =54m2 

Rate of discharge: 

2
·
0 

x (1 6-4)+ 4 = 4.4 kg/min · m3 

54 

Total rate of discharge: 

4.4 x 54= 237.6 kg/ min·m3 

Quantity of carbon d ioxide: 

237.6 = 118.8 kg 
2 

Local application requires a liquid d ischarge for 30 seconds. 
In the case of high-pressure storage, the quantity of carbon 
dioxide must be increased by 40 percent (see 6.3.1.1) to ensure 
a 30-second d ischarge of liquid. When the openings are 
increased to 2.0 m2 each, local application techniques 'viii 
require less carbon dioxide than total flooding for both low­
pressure and high-pressure storage. 
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FIGURE E. l (a) Diagram of Enclosure for Example 1 and 
Example 2-
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Ann ex F Local Application Carbon Dioxide Systems 

This annex is not a part of the 1·equirements of this NFPA. document 
but is included fm· informational pwposes only. 

F. l A local application carbon dioxide system is designed to 
apply carbon dioxide directly to a fire that could occur in an 
area or space that essentially has no enclosure surrounding it. 
Such systems should be designed to deliver carbon dioxide to 
the hazard being protected in a manner that will cover or 
surround all burning or flaming surfaces with carbon dioxide 
during operation of the system. 

The flow rate and time of application required depend on 
the type of combustible material involved, the nature of the 
hazard (whether it is a liquid swface, such as a dip tank or 
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quench tank, or a complicated piece of machinery, such as a 
printing press), and the location and spacing of the carbon 
dioxide nozzles with respect to the hazard. 

The important factors to be considered in the design of a 
local application system are the rate of flow, the height and 
area limitations of the nozzles u sed, the amount of carbon 
dioxide needed, and the piping system. The following steps are 
necessary to lay out a system: 

(1) Determine the area of the hazard to be protected. In 
determining this area, it is important to lay out to scale 
the actual hazard, showing all dimensions and limita tions 
as to placement of nozzles. The limits of the hazard 
should be cat·efully defined to include all combustibles 
that could be included in the hazard, and the possibility 
of stock or other obsu-uctions that might be in or near 
the hazard sh ould be carefully considered. 

(2) For overhead-type nozzles, based on the height limita­
tions of the hazard to be protected, lay out the nozzles to 
cover the hazard by using various nozzles within the 
height and area limitations that are expressed in the list­
ings or approvals of these nozzles. The limits on area 
coverage of a nozzle for a particular height are deter­
mined from listing information, which is presented in a 
form similar to that shown in Figure F.l(a) . In consider­
ing the area covered by a particular nozzle, it is impor-tant 
to remember that all nozzle coverage is laid out on the 
basis of approximate squares. Omit this step for tankside 
or linear-type nozzles. 

(3) Based on the height above the hazard of each nozzle, 
determine the optimum flow rate at which each nozzle 
should discharge to extinguish the hazard being protec­
ted. This is determined from a curve such as the one 
shown in Figure F.l (b), given in the individual listings or 
approvals of nozzles. For tankside or linear nozzles, based 
on the configuration of the hazard, lay out the nozzles to 
cover the hazard with in the spacing limitations expressed 
in approvals or listings. Based on the spacing ot- area 
coverage, select an appropriate flow rate from an appro­
val or listing curve such as the ones shown by Figure 
F.l (c) and Figure F.1 (d). Omit this step for overhead-type 
nozzles. 

( 4) Determine the discharge time for the hazard. This time 
will always be a minimum of 30 seconds, but it can be 
longer, depending on such factors as the nature of the 
material in the hazard and the possibility that some hot 
spots can require longer cooling. 

(5) Add the flow rates of the individual nozzles to determine 
the total flow rate, and multiply this sum by the duration 
of discharge to determin e the total quantity of carbon 
dioxide needed to protect the hazard. Then multiply that 
number by 1.4 (for high-pressure systems) to obtain total 
capacity of storage cylinders. 

(6) Locate the storage tank or cylinders, and lay out the 
piping connecting the nozzles and storage containers. 

(7) Starting from the stot·age cylinde rs, compute the pressure 
drop through the system piping to each nozzle to obtain 
the terminal pressure at each nozzle. (See Section C. I.) Be 
sure to allow for equivalent lengths of pipe for various 
fittings and system components. Equivalent lengths of 
system components are found in individual listings or 
appr-ovals of these components. Assume 750 psi 
(5171 kPa) storage conditions for high-pressure storage 
and 300 psi (2068 kPa) storage conditions for low­
pressure storage of carbon dioxide. For the initial layout, 
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1t IS necessary to assume sizes of the piping at various 
points in the system. After going through the computa­
tions to determine the nozzle pressures, it could be neces­
sary to adjust these pipe sizes up or down to obtain higher 
or lower nozzle pressures so that a proper flow rate can 
be achieved. 

(8) Based on the nozzle pressures from step (7) and the indi­
vidual nozzle flow rates from step (3), select an equivalent 
orifice d1at comes closest to the area that produces the 
design flow rate using Table 4.7.5.2.1, Table 4.7.5.3.1 , and 
Table A4.7.4.4.3. 
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Annex G General Information on Carbon Dioxide 

This annex is not a paTt of the 1·equimnents of this NFPA document 
but is included fm· infm·mational pu1poses only. 

G.l Carbon dioxide is present in the atmosphere at an aver­
age concentration of about 0.04 percent by volume. It is also a 
normal end product of human and animal metabolism. Carbon 
dioxide influences certain vital functions in a number of 
important ways, including control of respiration, dilation and 
constriction of the vascular system -particularly the cerebrum 
- and the pH of body fluids. The concentration of carbon 
dioxide in the air governs the rate at which carbon dioxide is 
released from the lungs and thus affects the concentration of 
carbon dioxide in the blood and tissues. An increasing concen­
tration of carbon dioxide in air can, therefore, become danger­
ous due to a reduction in the rate of release of carbon dioxide 
from the lungs and decreased oxygen intake. fFurther details 
of carbon dioxide exposure can be obtained from DHHS 
(NIOSH) Publication No. 76-194.1 Personnel safety considera­
tions are covered in Section 4.3. 

Table G.l provides information on acute health effects of 
high concentrations of carbon dioxide. 

Table G . l Acute H ealth Effects of H igh Concentrations of 
Carbon D ioxide (with Increasing Exposure Levels of Carbon 
Dioxide) 

Concentration of 
Carbon Dioxide 

in Air (%) Time Effects 

2 Several hours Headach e, dyspnea upon 
mild exertion 

3 1 hour Dilation of cerebral blood 
vessels, increased 
pulmonary ventilation, 
and increased oxygen 
delivery to the tissues 

4-5 Within a few Mild headach e, sweating, 
minutes and dyspnea at rest 

6 1-2 minutes Hearing and visible 
disturbances 

<1 6 minutes Headach e and dyspnea 
Several hours Tremors 

7-10 Few minutes Unconsciousness or near 

10-15 

17-30 

1.5 mimnes-
1 hour 

1+ minute 

<1 minute 

unconsciousness 
Headach e, increased heart 

rate, shortn ess of breath, 
dizziness, sweating, rapid 
breathing 

Dizziness, drowsiness, 
severe muscle twitching, 
and unconsciousness 

Loss of controUed and 
purposeful activity, 
unconsciousness, 
convulsions, coma, and 
death 

Sow·ce: EPA 430-R-00-002, February 2000. 
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Carbon dioxide is a standard commercial product \vith many 
uses. It is perhaps most familiar as the gas that gives the "fizz" 
in soda pop and other carbonated beverages. In industrial 
applications, it is used for its chemical properties, its mechani­
cal properties as a pt-essurizing agent, or its refrigerating prop­
erties as dry ice. 

For fire-extinguishing applications, carbon dioxide has a 
number of desirable pmperties. It is noncormsive, nondamag­
ing, and leaves no residue to clean up after the fire . It provides 
its own pressure for discharge through pipes and nozzles. 
Because it is a gas, it will penetrate and spread to all parts of a 
hazard. It will not conduct electricity and can therefore be used 
on live electrical hazards. It can effectively be u sed on practi­
cally all combustible materials except for a few active metals 
and metal hydrides and materials, such as cellulose ni trate, that 
contain available oxygen. 

Under not-mal conditions, carbon dioxide is an odorless, 
colorless gas with a density about 50 percent greater than the 
density of air. Many people insist they can detect an odor of 
carbon dioxide, but this could be due to impurities or chemical 
effects in the nostrils. Carbon dioxide is easily liquefied by 
compression and cooling. By further cool ing and expansion, it 
can be converted to the solid state. 

The relationship between the temperamre and the pressure 
of liquid carbon dioxide is shown on the curve given in F igure 
G.l. As the temperamt-e of the liquid increases, the pressure 
also increases. As the pressure increases, the density of the 
vapor over the liquid increases. On the other hand, the liquid 
expands as the temperature goes up and its density decreases. 
At 87.8°F (31 oq, the liquid and the vapor have the same 
density, and of course the liquid phase disappears. This is 
called the critical temperature for carbon d ioxide. Below the 
critical temperamre [87.8°F (31 °C)], carbon dioxide in a 
closed container is part liquid and part gas. Above the critical 
temperature, it is entirely gas. 

An wmsual property of carbon dioxide is the fact that it 
cannot exist as a liquid at pressures below 60.4 psi [75 psi abso­
lute (517 kPa)]. This is the triple point pressure where carbon 
dioxide could be present as a solid , a liquid, or a vapor. Below 
this pressure, it must be either a solid or a gas, depending on 
the temperature. 

If the pressure in a storage container is reduced by bleeding 
off vapor, some of the liquid will vaporize and the remaining 
liquid will become colde r. At 60.4 psi [75 psi absolute 
(517 kPa)], the remaining liquid will be converted to dry ice at 
a temperamre of -69.9°F (- 57°C) . Further reduction in the 
pt-essure to atmospheric \vill lower the temperature of the dry 
ice to the normal-109.3°F (-79°C) . 

The same process takes place when liquid carbon dioxide is 
discharged to the atmosphere. A large ponion of the liquid 
flashes to vapor \vith a considerable increase in volume. The 
rest is converted to finely divided particles of dry ice at 
- 109.3°F (-79°C) . It is this dry ice or snow that g ives d1e 
discharge its typical white cloudy appearance. The low temper­
amre also causes the condensation of water from the en u·ained 
air so that ordinary water fog tends to persist fCn- a while after 
the dry ice has sublimed. 

Carbon dioxide is a colorless, odorless, elecu·ically noncon­
ductive inert gas that is a suitable medium fot- extinguishing 
fires. Liquid carbon dioxide forms solid dry ice ("snow") when 
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released directly into the atmosphere. Carbon dioxide gas is 1.5 
times heavier than air. Carbon dioxide extinguishes fire by 
reducing the concenu·ations of oxygen, the vapor phase of the 
fuel, or both in the air to the point where combustion stops. 
(See Section 4. 3.) 

Carbon dioxide fire-extinguishing systems are useful within 
the limits of this standard in extinguishing fires involving 
specific hazards or equipment in the following occupancies: 

(l) Where an inert electrically nonconductive medium is 
essential or desirable 

(2) vVhere cleanup of other media presents a problem 
(3) vVhere such systems are more economical to install than 

systems using other media 

Some of the types of hazards and equipment that carbon 
dioxide systems can satisfactorily protect include the following: 

(1) Flammable liquid materials (See 4.5.4. 9.) 
(2) Elecu·ical hazards such as transformers, switches, circuit 

b reaket·s, rotating equipment, and electronic equipment 
(3) Engines utilizing gasoline and other flammable Liquid 

fuels 
( 4) Ordinat·y combustibles such as paper, wood, and textiles 
(5) Hazardous solids 

G.2 Additional information on the physical properties of 
carbon dioxide can be found in the SFPE Handbook of Fin1 
Protection l!.ngineeting. 
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Annex H Informational References 

H . l Referenced Publications. The documents or portions 
thereof listed in this annex are referenced within the informa­
tional sections of this standard and are not part of the require­
ments of this document unless a lso listed in Chapter 2 for 
other reasons. 

H.l.l NFPA Publications. National Fir-e Protection Associa­
tion , 1 Batterymarch Park, Quincy, MA 02169-7471. 

NFPA 10, Standanl for Pm·table Fire li.xtinguishers, 2022 edition. 
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NFPA 101®, Life Safety Cod~?, 2021 edition. 

H.l.2 Other Publications. 
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Engineers, Two Park Avenue, New York, NY 10016-5990. 

ASME B3l.l , Power Piping Code, 2019. 
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ASTM SilO, American National Standard joT Metric Practice, 
2016. 
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Human Se rv ices, National Institute of Safety and Health, 
Robert A. Taft Laboratory, 4676 Columbia Parkway, Cincinnati , 
O H 45226. 
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ded Standa1·d: Occupational Exposw-e to Carbon Dioxide, 1976. 

H.l.2.4 EPA Publications. Environmental Protection Agency, 
William J efferson Clin ton East Building, 1200 Pennsylvania 
Avenue, NW, Washington, DC 20460. 

EPA 430-R-00-002, "Carbon Dioxide as a Fire Suppressant: 
Examining the Risks," February 2000. 

H.l.2.5 FM Global Publications. FM Global, 1175 Boston­
Providence Turnpike, P.O. Box 9102, Norwood, MA 02062. 

FM Approvals 5420, Approval Standanl fm· Cm·bon Dioxide 
Extinguishing Systems, April 2020. 
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H.l.2.6 FSSA Publications. Fire Suppression Systems Associa­
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FSSA Application Guide Detection & Control for Fim Suppression 
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FSSA Fi.!-e Protection Systems Inspection Form Guidelines, J anuary 
2012. 
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FSSA Test Guide jot· Use with Special Hazanl Fzt-e Suppression 
Systems Containers, 3rd edition, January 2012. 

H.l.2.7 MSS Publications. Manufacturer-s Standardization 
Society (MSS) of the Valve and Fittings Industry, 127 Park St. 
NE, Vienna VA 22180-4602. 

ANSI/MSS SP-58, Pipe Hangers and Suppm·ts - Matm-iaLs, 
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MSS SP-127, Bmcing joT Piping Systems: Seismic-Wind-Dynamic 
Design, Selection, and Application, 2014a. 

H.l.2.8 SFPE Publications. Society of Fire Protection Engi­
neers, 9711 Washington ian Blvd, Suite 380, Gaithersburg, MD 
20878. 

SFPE H andbook of Fit-e Protection Engineering, 5th edition. 

H .l.2.9 US Government Publications. US Govern men t 
Publishing Office, 732 North Capitol Street, NW, Washi ngton, 
DC 20401-0001 . 

Title 46, Code of Federal Regulations, Part 119, "Machinery 
I nstallations." 

Title 49, Code of Federal Regulatio ns, Parts 171-190 
(Department of Transportation) . 

H.2 Informational Referen ces. 

H.2.1 FSSA Publications. Fire Su ppression Systems Associa­
tion, 3601 E. Joppa Road, Baltimore, MD 21234. www.fssa.net 

FSSA General Infm--mation Guide fm· Cm·bon Dioxide Fi-re Extin­
guishing Systems, January 2014. 

H.3 References for Extracts in Informational Sections. 
(Reserved) 



INDEX 12-61 

Index 

Copyright© 2021 National Fire Protection Association . All Rights Reserved. 

T he copyright in th is index is separate and d istinct from the copyright in the documen t that it indexes. The Licensing provi­
sions set fo rth for the document are not applicable to this index. This index may not be reproduced in wh ole or in part by any 
means without the express wTitten permission of NFPA. 

Administration, Chap. I 

Purpose, 1.2 
Equivalency, 1.2.2 

Retroac rivi ty, 1.3 
Scope, 1.1, A.l.l 

Units, 1.4, A.l.4 
Alarms and Indicators 

Definition, 3.3.1 

Approved 

-A· 

Definition, 3.2.1, A.3.2.1 

Authority Having Jurisdiction (AHJ) 

Definition, 3.2.2, A.3.2.2 

-D· 

Definitions, Chap. 3 

.£. 

Examples of Hazard Protection, Annex B 
Be low Raised Floors, 8 .6 
Commercial/ Industrial Food Processing Deep-Fat (Hot Oil) 

Cookers, 8.2 

Summary of Protection, B.2.1 
Drain Board, B.2.1.3 

Equipment Shutdown, 8.2.1.7 
External Oil Heater, 8 .2.1.5 

Fume-Exhaust and Fume-Removal System, 8 .2.1.4 
Hydraulic Oil System, 8 .2.1.6 
Permanent Enclosure, 8 .2.1.2 
Vat, B.2.1.1 

Introduction, B. I 
Newspaper Printing and Rotogravure Presses, 8 .4 

Open-Top Pits, 8.5 
Restaurant Range Hoods, Connected Ducts, and Associated 

Hazards, 8.3 
Explanatory Material, Annex A 

Fire Watch 
Definition, 3.3.2 

General Information, Chap. 4 

-F-

Carbon Dioxide Supply, 4.6 
High-Pressure Cylinders, 4.6.5, A.4.6.5 

Manifolded Cylinders, 4.6.5.4 
Pressure Re lief Device, 4 .6.5 .3 

Low-Pressure Storage Containers, 4.6.6, A.4.6.6 
Container Requirements, 4.6.6.1 

Hearing, 4.6.6.5 

Quality, 4.6.3, A.4.6.3 
Quantities, 4 .6.1, A.4.6.1 
Replenishment, 4.6.2 
Storage Containers, 4.6.4 

Carbon Dioxide Use and Limitations, 4.2 
Detection, Actuation, and Control, 4.5 

Alarms, 4.5.6, A.4.5.6 
Predischarge Alarm and T ime Delay, 4 .5.6.2 

Automatic Detection, 4.5.3, A.4.5.3 
Automatic Detection and Automatic Actuation, 4.5.2, A.4.5.2 

Classification, 4.5.1 
Automatic Operation, 4.5.1.1 

Emergency Manual Operation, 4.5.1.3, A.4 .. 5. l.3 
Normal Manual Operation, 4.5.1.2 

Operating Devices, 4 .5.4 
Cylinders, 4.5.4.7, A.4.5.4. 7 

Device Design, 4.5.4.2 
Discharge Pressure Switch, 4.5.4.13 

Listed and Approved, 4.5.4.1 
Manual Controls, 4.5.4.8 

Power Sources, 4.5.7 
Supervision and Lockout Valves, 4.5.5 

Disu·ibution Systems, 4.7, A.4.7 
Discharge Nozzles, 4.7.4, A.4.7.4 

Discharge Devices, 4. 7.4..5 
Pipe and Orifice Size Determination, 4.7.5 
Pipe Hangers and Supports, 4.7.6, A.4.7.6 
Valves, 4.7.3 

Inspection, Maintenance, and Instruction, 4.8, A.4.8 
Hose Testing, 4.8.2 

Inspection, 4 .8.1, A.4.8.1 
Instruction, 4.8.4, A.4.8.4 
Maintenance, 4.8.3, A.4.8.3 

High-Pressure Cylinder Weights, 4.8.3.5 

Low-Pressure Container Liquid Levels, 4.8.3.6 
Test and Maintenance Procedures, 4.8.3. 1 

Personnel Safety, 4.3, A.4.3 
Duration of Protection, 4.3.5, A.4.3 .. 5 

Electrical Clearances, 4.3.4 
Evacuation Procedures, 4.3.3 

Hazards to Personnel, 4.3.1 , A.4.3. 1 
Signs, 4.3.2 

Resu·icrions for Normally Occupied Enclosures, 4.1 
Existing Systems, 4.1.2 

Specifications, Plans, and Approvals, 4 .4 
Approval of Installations, 4.4.3, A.4.4.3 

Plans, 4.4.2 
Specifications, 4.4.1 

Testing of Systems, 4.4.4 
Handheld Hose L ines, 4.4.4.3 
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Local Application, 4.4.4.1 
Total Flooding, 4.4.4.2 

General Information on Carbon Dioxide, Annex G 

-H-

Hand Hose Line Systems, Chap. 7 
Carbon D ioxide Requirements, 7.4 

Provision for Use by Inexperienced Personnel, 7.4.2 
Rate and Duration of Discharge, 7.4.1 

Simultaneous Use, 7.4.3 
Equipment Specifications, 7.5 

Charging the Hose Line, 7.5.4, A.7.5.4 

Discharge Nozzle Assembly, 7.5.2, A.7.5.2 
Hose, 7.5.1 
Hose Li ne Storage, 7.5.3 

General information, 7.1 
Description, 7. 1.1, A.7.l.l 

General Requirements, 7.1.3 
Safety Requirements, 7.1.4, A. 7.1.4 

Uses, 7 .1.2 
Hazard Specifications, 7.2 

Location and Spacing, 7.3 
Location, 7.3.1 

Spacing, 7.3.2 
Training, 7.6 

-I-

Informational References, Annex H 

Inspection 
Definition, 3.3.3 

Labeled 
Definition, 3.2.3 

Listed 
Definition, 3.2.4, A.3.2.4 

-L-

Local Application Carbon Dioxide Systems, Annex F 

Local Application Systems, Chap. 6 

Carbon Dioxide Requirements, 6.3 
Duration of Discharge, 6.3.3, A.6.3.3 
General, 6.3.1, A.6.3.1 

High-Pressure Storage, 6.3.1.1, A.6.3.1.1 

Rate of Discharge, 6.3.2 
Distribution System, 6.6 

Discharge Nozzles, 6.6.3 
General, 6 .6.1 
Piping Systems, 6.6.2, A.6.6.2 

General Information , 6.1 

Description, 6.1.1 
General Requirements, 6.1.3 

Safety Requirements, 6.1.4, A.6.1.4 
Uses, 6.1.2, A.6.1.2 

Hazard Specifications, 6.2 
Extent of Hazard, 6.2 .l 

Location of Hazard, 6.2.2 
Rate-by-Area Method, 6.4 

Area per Nozzle, 6.4.3 
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General, 6.4.1, A.6.4.1 
Location and Ntm1 ber of Nozzles, 6.4.4 

Nozzles Installed at an Angle, 6.4.4.3 
Nozzle Discharge Rates, 6.4.2 

Rate-by-Volume Method, 6.5 
Assumed Enclosure, 6.5.2 
General, 6.5.1, A.6.5.1 

Location and Number of Nozzles, 6.5.4 
System Discharge Rate, 6.5.3 

Lockout 

Definition, 3.3.4 

Maintenance 
Definition, 3.3.5 

Marine System Spaces 
Cargo Space 

Definition, 3.4.2.1 
Definition, 3.4.2 

Electrical Equipment Space 
Definition, 3.4.2.2 

Machinery Space 
Definition, 3.4.2.3 

Vehicle Space 
Definition, 3.4.2.4 

Marine Systems 
Definition, 3.4.1 

Marine Systems, Chap. 9 
General, 9.2 

Outline, 9.2.1, A.9.2.1 

-M-

Inspection and Maintenance, 9.4 
Approval of lnsk"lllations, 9.4.2 

High-Pressure Systems, 9.4.2.2 

Systems with Stop Valves, 9.4.2.2. 1 
Systems Without Stop Valves, 9.4.2.2.2 

Low-Pressure Systems, 9.4.2.3 
Normally Pressurized Piping, 9.4.2.3.1 
Piping Between the Tank ShutoffValve and 

Nozzles, 9.4.2.3.2 
General, 9.4.1 
Predischarge Delays, Alarms, and Shutdowns, 9.4.3 

Verification, 9.4.4 
Special Definitions, 9.1 

System Requirements, 9.3 
Actuation, 9.3.3 

Controls, 9.3.3.4, A.9.3.3.4 
Release Box, 9.3.3.6 
Source of Power, 9 .3.3.7, A.9.3.3.7 

Carbon Dioxide Storage, 9.3.4 

Componems, 9.3.1 
Electrical Equipment Spaces, 9.3. 7 

Operating lnsu·uctions, 9.3.2 
System Design, 9.3.6 

Cargo Spaces, 9.3.6.2 
Machinery Spaces, 9.3.6.1 

Vehicle Spaces, 9.3.6.4 
Vehicle Spaces, 9.3.6 .3 



System Pip ing, 9.3.5 

-N-

Normally Occupied Enclosure or Space 
Definition, 3.3.6 

Normally Unoccupied Enclosure or Space 
Definition, 3.3.7, A.3.3.7 

-0 -

Occupiable Enclosure or Space 

Definition, 3.3.8 

.p. 

Pipe and Orifice Size Determination, Annex C 
Pressure 

Definition, 3.3.9 
High Pressure 

Definition, 3.3.9.1, A.3.3.9.1 
Low Pressure 

Definition, 3.3.9.2, A.3.3.9.2 

-R· 

Referenced Publications, Chap. 2 

Shall 
Definition, 3.2.5 

Should 
Definition, 3.2.6 

Standard 
Definition, 3.2.7 

-S· 

Standpipe System and Mobile Supply 
Definition, 3.3.10 

Standpipe Systems and Mobile Supply, Chap. 8 
General Information, 8 .1 

Description, 8.1.1 , A.8.1.1 
General Requirements, 8.1.3 

Uses, 8.1.2, A.8.1.2 
Hazard Specifications, 8.2 
Mobile Supply Requiremenrs, 8.4 

Accessories, 8.4.5 

Capacity, 8.4.1, A.8 .4.1 
Coupling, 8.4.2 

Location, 8.4.4 
Mobili ty, 8.4.3 

Standpipe Require me nts, 8.3 
Training, 8.5, A.8.5 

Surface Fires, Annex E 

System 
Definition, 3.3.11 

Hand Hose Line System 
Definitio n, 3.3.11.1 

Loc.'ll Application System 

Definitio n, 3.3.11.2 

INDEX 

Pre-Engineered System 
Defin ition, 3.3.11.3, A.3.3. l l.3 

Total Flooding System 
Definition, 3.3.11.4 

-T· 

Total Flooding Systems, Annex D 
Add itional Resources, D.2 
Design TheOJ)', D. I 

Total Flooding Systems, Chap. 5 
Carbon Dioxide Requirements fo r Deep-Seated Fires, 5.4 

CombtL~tible Materials, 5 .4.2, A.5.4.2 

Other Deep-Seated Fires, 5.4.2.2 
General, 5.4.1, A.5 .4.l 

Special Conditions, 5.4.4 

Volume Consideration, 5 .4.3 
Carbon Dioxide Requireme nts for Surface Fires, 5.3 

flammable Materials, 5.3.2 
General, 5.3.1 

Material Conversion Factor, 5.3.4 

Special Conditions, 5.3.5 

Flooding Factor, 5.3.5 .7, A.5.3.5.7 
Openings That Cannot Be Closed, .5.3.5. 1, A.5.3.5.l 

Ventilating Systems, 5.3.5.2 
Volume Factor, 5.3.3 

Interconnected Volumes, 5.3.3.2 
Disu·ibution System, 5 .5 

Enclosed Rotating Electrical Equipment, 5.5.3, A.5.5.3 
General, 5.5.1 

Nozzle Sizing and Distribution, 5 .5.5 
Nozzle Selection, 5.5.5.1 

Piping Systems, 5.5.4 
Rate of Application , 5.5.2, A.5.5.2 

Gene ral lnformation, 5.1 
Desc ription, 5.1. 1 

General Require ments, 5.1.3 
Safety Requireme nts, 5.1.4 
Uses, 5.1.2, A.5 .1.2 

Hazard Specifications, 5.2 

Enclosure, 5.2.1, A.5.2.1 
Leakage and Ventilation, 5.2.2 

Types of Fires, 5 .2.3, A.5.2.3 
Deep-Seated Fires, 5.2.3.2, A.5.2.3.2 
Surface Fires, 5.2.3.1, A.5.2.3.1 

Venting Consideration, 5.6 

General, 5.6.1, A.5 .6.1 
Pressure Relief Venting, 5.6.2, A.5.6.2 

.u. 
Unoccupiable Enclosure or Space 

Definition, 3.3.1 2 
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Sequence of Events for the Standards 
Development Process 

Once the cummt edition is published, a Standard is opened jo1· 
Public Inj7Ut. 

Step 1 - Input Stage 

• Input accepted from the public or other committees for 
consideration to develop the First Draft 

• Technical Committee holds First Draft Meeting to revise 
Standard (23 weeks); Technical Committee(s) with Cor­
relating Committee (10 weeks) 

• Technical Committee ballots on First Draft (12 weeks); 
Technical Committee(s) with Correlating Committee 
(11 weeks) 

• Correlating Committee First Draft Meeting (9 weeks) 
• Correlating Committee ballots on First Draft (5 weeks) 
• First Draft Report posted on the document information 

page 

Step 2 - Comment Stage 

• Public Comments accepted on First Draft (10 weeks) fol­
lowing posting of First Draft Report 

• If Standard does not receive Public Comments and the 
Technical Committee chooses not to h old a Second Draft 
meeting, the Standard becomes a Consent Standard and 
is sent directly to th e Standards Council for issuance (see 
Step 4) o r 

• Technical Committee holds Second Draft Meeting 
(21 weeks); Technical Committee(s) with Correlating 
Committee (7 weeks) 

• Technical Committee ballots on Second Draft (11 weeks); 
Technical Committee(s) with Correlating Committee 
(10 weeks) 

• Correlating Committee Second Draft Meeting (9 weeks) 
• Correlating Committee ballots on Second Draft 

(8 weeks) 
• Second Draft Report posted on the document informa­

tion page 

Step 3 - NFPA Technical Meeting 
• Notice oflntent to Make a Motion (NITMAM) accepted 

(5 weeks) following the posting of Second Draft Report 
• NITMAMs are reviewed an d valid motions a re cer tified 

by the Motions Committee for presentation at the NFPA 
Technical Meeting 

• NFPA membership meet~ each June at the NFPA Techni­
cal Meeting to act on Standards with "Certified Amend­
ing Motions" (certified NITMAMs) 

• Committee(s) vote on any successful amendments to d1e 
Technical Committee Reports made by the NFPA mem­
bership at the NFPA Technical Meeting 

Step 4 - Council Appeals and Issuance of Standard 

• Notification of intent to file an appeal to the Standards 
Council on Technical Meeting action must be filed within 
20 days of the NFPA Technical Meeting 

• Standards Council decides, based on all evidence, 
whether to issue the standard or to take other action 

Notes: 
1. Time periods are approximate; refer to published sched­

ules for actual dates. 
2 . Annual revision cycle documents with certified amend­

ing motions take approximately 101 weeks to complete. 
3 . Fall revision cycle documents receiving certified amend-

ing motions take approximately 141 weeks to complete. 

Committee Membership 
ClassificationS-'2'

3
'
4 

The following classifications apply to Committee members 
and represent their principal interest in the activity of the 
Committee. 

1. M Manufacturer: A r epresentative of a maker or mar­
keter of a product, assembly, or system, or portion 
thereof, d1at is affected by the standard. 

2. U User: A representative of an entity that is subject to 
the provisions of the standard or that voluntarily 
uses the standard. 

3. IM In.staller/Maintainer: A representative of an entity that 
is in the business of installing or maintaining a prod­
uct, assembly, or system affected by the standard. 

4. L Labor: A labor representative or employee concerned 
with safety in the workplace. 

5. RT ApjJlied Research/Testing Laboratory: A representative 
of an independent testing laboratory or indepen­
dent applied research organization that promulgates 
and/ o r enfo rces standards. 

6. E EnforcingAutlwrity: A representative of an agency or 
a n o rganization that promulgates and/ or enforces 
standards. 

7. I Im·urance: A representative of an insmance company, 
broker, agent, bureau, or inspection agency. 

8. C Con.sumer: A person who is or represents the ultimate 
purchaser of a product, system, o r service affected by 
the standard, but who is not included in (2) . 

9. SE Specicd l!-xpert: A person not representing ( 1) through 
(8) and who has special expertise in the scope of the 
standard or portion thereof. 

NOTE 1: "Standard" connotes code, standard, recom­
mended practice, o r guide. 

NOTE 2: A representative includes an employee. 

NOTE 3: While mese classifications will be used by the 
Standards Council to achieve a balance for Technical Com­
mittees, the Standards Council may determine that new 
classifications of member or unique interests need repre­
sentation in or der to foster the best possible Committee 
deliberations on any pr~ject. In this connection, the Stan­
dards Council may make such appointments as it deems 
appropriate in the public interest, such as the classification 
of"Utilities" in the National Electrical Code Committee. 

NOTE 4: Representatives of subsidiaries of any group are 
generally considered to have the same classification as the 
parent o rganization. 

6/ 16-A 



Submitting Public Input I Public Comment Through the Online Submission System 

Following publication of the current edition of an NFPA standard, the d evelopmen t of the next e di tion 
begins and the standard is open for Public Input. 

Submit a Public Input 

NFPA accep ts Public Input on docume nts through our online submission syste m at \V"Ww.nfp a.org. To use 
th e online submission system: 

• Choose a d ocument fro m the List of NFPA codes & standards o r filte r by Development Stage for 
"codes accepting public input." 

• Once you a re on the docume nt page, selec t the "Next Editio n" tab. 

• Choose the link "The next e di tion of this standard is now ope n for Public Input." You ' viii be asked 
to sign in or c reate a free online account with NFPA before using this system. 

• Follow the o nline instructio ns to submit your Public Input (sec www.nfpa.org/ publicinput for de­
tailed instructions) . 

• Once a Public Input is saved or submitted in the system , it can be located on th e "My Pro fi le" page 
by selec ting the "My Public Inputs/Comments/ NITMAMs" section. 

Submit a Public Comment 

Once th e First Draft Report becomes available the re is a Public Comment pe riod. Any o bjections or fur­
ther related changes to th e content of the F irst Draft must be submitted a t th e Comment Stage. To sub­
mit a Public Co mment follow the same steps as previously exp lained for the submission of Publ ic Input. 

Other Resources Available on the Document Information Pages 

Header: View document titl e and scope, access to our cod es and standards or NFCSS subscription , and 
sign up to receive email a lerts. 

Current & Prior 
Editions 

Next Edition 

Techn1col 
Committee 

Ask a Technicol 
Quesllon 

Purchase ProdL.K:ts 
& Training 

Research curren t and p revious edition info rmation. 

Follow the committee's progress in the processing of a standard in its next revision cycle. 

View cmrent committee rosters or app ly to a committee. 

Fo r members, officials, an d A.Fijs to submit standards questions to NFPA staff. O ur Technical 
Questions Service provides a convenient way to receive timely and consistent technical assistance 
when yo u n eed to know more about NFPA standards relevant to your work. 

Provides links to available articles and research and statistical r eports re lated to our standards. 

Discover an d purchase the la test products an d training. 

RelatedProdL.K:ts View re lated publications, training, and othe r resources available for pmchase. 
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Information on the NFPA Standards Development Process 

I. Applicable Regulations. T he primary rules goveming the pmcessing of NFPA standards (codes, standards, 
recommended practices, and guides) are the NFPA Regulations Governing the Development of NFPA Standanis (Regs). Other 
applicable rules include NFPA Bylaws, NFPA Technical Meeting Convention Rules, NFPA Guide for the Conduct of Participants in 
the NFPA StandaHis Development Process, and the NFPA Regulations Goveming Petitions to the BoaTd of DiTecton from Decisions of 
the Standm"ds Council. Most of these rules and regulations are contained in the NFPA Standanis Direct01)'· For copies of the 
Directmy, contact Codes and Standards Administration at NFPA headquarters; all these documents are a lso available on the 
NFPA website at "www.nfpa.org/regs." 

The following is general information on the NFPA process. All participants, however, should refer to the actual rules and 
regulations for a full understanding of this process and for the criteria that govem participation. 

II. Technical Committee Report. The Technical Committee Report is defined as "the Report of the t-esponsible 
Committee(s), in accordance with the Regulations, in preparation of a new or revised NFPA Standard." The Technical 
Committee Report is in two parts and consists of the First Draft Report and the Second Draft Report. (See Regs at 
Section 1.4.) 

m. Step 1: First Draft Report. T he First Draft Report is defined as "Part one of the Technical Committee Report, which 
documents the Input Stage." The First Draft Report consists of the First Draft, Public Input, Committee Input, Committee 
and Correlating Committee Statements, Con-elating Notes, and Ballot Statements. (See Regs at 4.2.5.2 and Section 4.3.) 
Any objection to an action in the First Draft Report must be raised through the filing of an appropriate Comment for 
consideration in the Second Draft Report or the objection will be considered resolved. [See Regs at 4.3.1 (b) .1 

IV. Step 2: Second Draft Report. The Second Draft Report is defined as "Part twu of the Technical Committee Report, 
which documents the Comment Stage." The Second Draft Report consists of the Second Drafi:, Public Comments with 
corresponding Committee Actions and Committee Statement5, Correlating Notes and their respective Committee 
Statements, Committee Comments, Correlating Revisions, and Ballot Statements. (See Regs at 4.2.5.2 and Section 4.4.) 
T he First Draft Report and the Second Draft Report together constimte the Technical Committee Report. Any outstanding 
objection following the Second Draft Report must be raised through an appropriate Amending Motion at the NFPA 
Technical Meeting Ot" the objection will be considet-ed resolved. [See Regs at 4.4.1 (b) .] 

V. Step 3a: Action at NFPA Technical Meeting. Following the publication of the Second Draft Report, there is a period 
during which those wishing to make proper Amending Motions on the Technical Committee Reports must signal their 
intention by submitting a Notice of Intent to Make a Motion (NITMAM) . (See Regs at 4.5.2.) Standards that t-eceive 
notice of proper Amending Motions (Certified Amending Motions) will be presented for action at the annual june NFPA 
Technical Meeting. At the meeting, the NFPA membership can consider and act on these Certified Amending Motions as 
well as Follow-up Amending Motions, that is, motions that become necessary as a result of a previous su ccessful Amending 
Motion . (See 4.5.3.2 through 4.5.3.6 and Table 1, Columns l-3 of Regs for a summary of the available Amending Motions 
and who may make them.) Any outstanding objection following action at an NFPA Technical Meeting (and any furthe r 
Technical Committee consideration follmving successful Amending Motions, see Regs at 4.5.3.7 through 4.6.5) must be 
raised through an appeal to the Standards Council or it will be considered to be resolved . 

VI. Step 3b: Documents Forwarded Directly to the Council. Where no NITMAM is received and certified in accordance 
\vith the Technical Meeting Convention Rules, the standard is forwarded directly to the Standards Cotmcil for action on 
issuance. Objections are deemed to be resolved for these documents. (See Regs at 4.5.2.5.) 

VII. Step 4a: Council Appeals. Anyone can appeal to the Standards Council conceming procedural or substantive matters 
t-ela ted to the development, content, or issuance of any document of d1e NFPA or on matters within the purview of the 
authority of the Council, as established by the Bylaws and as determined by the Board of Directors. Such appeals must be in 
written form and filed with the Secretary of the Standards Council (see Regs at Section 1.6). Time constraints for fi ling an 
appeal must be in accordance \vith 1.6.2 of the Regs. Objections are deemed to be resolved if not pursued at th is level. 

VIII. Step 4b: Document Issuance. T he Standards Council is the issuer of all documents (see Article 8 of Bylaws) . The 
Council acts on the issuance of a document presented for action at an NFPA Technical Meeting \vi thin 75 days from the 
date of the recommendation from the NFPA Technical Meeting, unless d1.is period is extended by the Council (see Regs at 
4.7.2) . For documents forwarded directly to the Standards Council, d1e Council acts on the issuance of the document at its 
next scheduled meeting, or at su ch other meeting as the Council may determine (see Regs a t 4.5.2.5 and 4.7.4) . 

IX. Petitions to the Board of Directors. The Standards Coun cil has been delegated the responsibility for the 
administration of the codes and standards development process and the issuance of documents. However, where 
extraordinary circmnstances requiring the intervention of the Board of Directors exist, the Board of Directors may take 
any action necessary to fulfill its obligations to pt-eserve the in tegrity of the codes and standards development process 
and to protect the interests of the NFPA. T he rules for petitioning the Board of Directors can be found in the Regulations 
Governing Petitions to the BoaTd of DiTecton from Decisions of the Standm·ds Council and in Section 1.7 of the Regs. 

X. For More Information. The program for the NFPA Technical Meeting (as well as the NFPA website as information 
becomes available) should be consulted for the date on which each report scheduled for consideration at d1e meeting \vi ii 
be presented. To view the First Draft Report and Second Draft Report as well as information on NFPA rules and for up-to­
date information on schedules and deadlines for processing NFPA documents, check the NFPA website (v<ww.nfpa.org/ 
docinfo) or contact NFPA Codes & Standards Admin istration at (617) 984-7246. 
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